Copyright and Use Restrictions
Copyright 2005, Society of Petroleum Engineers

Material included in this Proceedings is copyright protected. Electronic reproduction, distribution, or storage of any part of an SPE copyrighted paper for commercial purposes without the written consent of the Society of Petroleum Engineers is prohibited. Permission to reproduce in print is restricted to an abstract of not more than 300 words; illustrations may not be copied. The abstract must contain conspicuous acknowledgment of where and by whom the paper was presented. For photocopying beyond the above permissions, libraries and other users dealing with the Copyright Clearance Center (CCC) Transactional Reporting Service must pay a base fee of $3 per copyrighted article plus $0.25 per page to CCC, 222 Rosewood Drive, Danvers, Massachusetts 01923 U.S.A. For other permissions, contact Librarian, SPE, 222 Palisades Creek Drive, Richardson, Texas 75080-2040 U.S.A.

Use of SPE member or author contact information included on this CD for commercial purposes or reproduction of that information in whole or in part, in any form or medium, is strictly prohibited and subject to legal action. Contact SPE to inquire about rental of mailing lists.

This CD of the 2005 SPE Reservoir Simulation Symposium was produced by SPE. This product contains Adobe® Reader® Software. Permission to print and distribute content from this product must be obtained from SPE. Duplication of replication products is absolutely prohibited without written permission from SPE and Adobe. Adobe, the Adobe logo, and Reader are either registered trademarks or trademarks of Adobe Systems Incorporated in the United States and/or other countries.

Material on the CD was reproduced from original papers and/or electronic files provided by the authors. Some discrepancies are inevitable. Please advise SPE of errors so corrections can be made to the electronic versions of the article. Send corrections by e-mail to pdf@spe.org or mail to the SPE Americas Office, attention Technical Paper Administrator.

USE OF MATERIALS LIMITATIONS
All materials contained in these Proceedings are copyrighted to the Society of Petroleum Engineers. Papers on this CD are for your personal non-commercial use and may not be copied, distributed electronically or in print, or reproduced in whole or in part, in any form without the expressed written permission of the Society of Petroleum Engineers.
<table>
<thead>
<tr>
<th>Page</th>
<th>SPE Number</th>
<th>Title</th>
<th>Authors and Affiliations</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>SPE 91820</td>
<td>Uncertainty Assessment Using Experimental Design: Minagish Oolite Reservoir</td>
<td>W.T. Peake, ChevronTexaco; M. Abadah, Kuwait Oil Company; and L. Skander, ChevronTexaco</td>
</tr>
<tr>
<td>9</td>
<td>SPE 91891</td>
<td>3-D Elastoplastic FEM Modelling in a Reservoir Simulator</td>
<td>G. Han, Terralog Technologies USA, Inc.; T. Stone, Schlumberger Geoquest; Q. Liu, Schlumberger; J. Cook, Schlumberger Cambridge Research; and P. Papanastasiou, U. of Cyprus</td>
</tr>
<tr>
<td>20</td>
<td>SPE 92758</td>
<td>Efficient History Matching Using a Multiscale Technique</td>
<td>S.I. Aanonsen, Centre for Integrated Petroleum Research, U. of Bergen</td>
</tr>
<tr>
<td>30</td>
<td>SPE 92774</td>
<td>Upscaling Fracture Networks for Simulation of Horizontal Wells</td>
<td>Y. Ding, R. Basquet, and B. Bourbiaux, Institut Français du Pétrole</td>
</tr>
<tr>
<td>40</td>
<td>SPE 92853</td>
<td>Novel Multiple Resolutions Design of Experiment/Response Surface Methodology for Uncertainty Analysis of Reservoir Simulation Forecasts</td>
<td>B. Li and F. Friedmann, California Inst. of Technology</td>
</tr>
<tr>
<td>56</td>
<td>SPE 92863</td>
<td>Krylov-Secant Methods for Accelerating the Solution of Fully Implicit Formulations</td>
<td>H. Klie and M.F. Wheeler, Center for Subsurface Modeling, U. of Texas at Austin</td>
</tr>
<tr>
<td>65</td>
<td>SPE 92864</td>
<td>Implementation of Adjoint Solution for Optimal Control of Smart Wells</td>
<td>P. Sarma and K. Aziz, Stanford U., and L.J. Durlofsky, Stanford U., ChevronTexaco ETC</td>
</tr>
<tr>
<td>94</td>
<td>SPE 92868</td>
<td>Effect of Grid Deviation on Flow Solutions</td>
<td>X.H. Wu and R.R. Parashkevov, ExxonMobil Upstream Research Company</td>
</tr>
</tbody>
</table>
138 SPE 92965 Efficient Three-Dimensional Implementation of Local-Global Upscaling for Reservoir Simulation
X.-H. Wen, ChevronTexaco Energy Technology Co.; L.J. Durlofsky, ChevronTexaco Energy Technology Co., Stanford U.; and Y. Chen, Stanford U.

149 SPE 92973 Conditional Statistical Moment Equations for Dynamic Data Integration in Heterogeneous Reservoirs
L. Li, ChevronTexaco, and H.A. Tchelepi, Stanford U.

160 SPE 92991 Real-Time Reservoir Model Updating Using Ensemble Kalman Filter
X.-H. Wen and W.H. Chen, ChevronTexaco Energy Technology Company

174 SPE 93015 Simulation of Methane Hydrate Reservoirs
X. Sun and K.K. Mohanty, U. of Houston

190 SPE 93023 The Use of Parallel Processing with Dynamic Gridding
G. Darche, Total, and J.E. Grabenstetter and P.H. Sammon, Computer Modelling Group Ltd.

195 SPE 93053 Multilevel Fracture Network Modeling of Naturally Fractured Reservoirs
H. Kazemi, S. Atan, M. Al-Matrook, J. Dreier, and E. Ozkan, Colorado School of Mines

203 SPE 93068 A New Method for Solving the Implicit Reservoir Simulation Matrix Equation
J.W. Watts and J.S. Shaw, ExxonMobil Upstream Research Company

210 SPE 93073 An Efficient Formulation for Simultaneous Solution of the Surface Network Equations
G.S. Shiralkar, BP, and J.W. Watts, Landmark Graphics

216 SPE 93080 Development and Field Application of a High Performance, Unstructured Simulator with Parallel Capability

226 SPE 93083 Modeling of Geomechanics in Naturally Fractured Reservoirs
M. Bagheri and A. Settari, U. of Calgary

238 SPE 93096 General Stability Criteria for Compositional and Black-Oil Models
J. Wan, ExxonMobil Upstream Research Company; P. Sarma, Stanford U.; and A.K. Usadi and B.L. Beckner, ExxonMobil Upstream Research Company

248 SPE 93115 Accurate Modeling of Matrix-Fracture Transfers in Dual-Porosity Models: Optimal Subgridding of Matrix Blocks
C. Famy and B. Bourbiaux, Institut Français du Pétrole, and M. Quintard, Institut de Mécanique des Fluides de Toulouse
SPE 93144 Multi-Rate Transfer Dual Porosity Modeling of Gravity Drainage and Imbibition
G. Di Donato, H. Lu, Z. Tavassoli, and M.J. Blunt, Centre for Petroleum Studies, Imperial College London

SPE 93146 Uncertainty Estimation in Production Predictions Constrained by Production History and Time-Lapse Seismic in a GOM Oil Field
M. Litvak, BP; M. Christie, Heriot-Watt U.; D. Johnson and J. Colbert, BP; and M. Sambridge, Australian Natl. U.

SPE 93243 A Novel Adaptive Anisotropic Grid Framework for Efficient Reservoir Simulation
J. Nilsson, M. Gerritsen, and R. Younis, Stanford U.

SPE 93244 Improved Iterative Coupling of Geomechanics With Reservoir Simulation
D. Tran, L. Nghiem, and L. Buchanan, Computer Modelling Group Ltd.

SPE 93268 Solution Error Models: A New Approach for Coarse Grid History Matching

SPE 93274 An Extensible Architecture for Next Generation Scalable Parallel Reservoir Simulation

SPE 93280 Production Data and Uncertainty Quantification: A Real Case Study
G. Nicotra, A. Godi, A. Cominelli, ENI E&P, and M. Christie, Heriot-Watt U.

SPE 93282 Optimization and Scaling of Reservoir Models
B. Lenoach and G. Bowen, Schlumberger

SPE 93292 Three-Dimensional, Three-Phase Discrete-Fracture Reservoir Simulator Based on Control Volume Finite Element (CVFE) Formulation
Y. Fu, Y.-K. Yang, and M. Deo, Dept. of Chemical Engineering, U. of Utah

SPE 93294 Dual-Mesh Simulation of Reservoir Heterogeneity in Single- and Dual-Porosity Problems
S. Atan, M. Al-Matrook, H. Kazemi, E. Ozkan, and M. Gardner, Colorado School of Mines

SPE 93298 A Front-Tracking Method for Efficient Simulation of Miscible Gas Injection Processes
R. Juanes, Stanford U., and K.-A. Lie, SINTEF ICT

SPE 93306 Optimizing Streamline Coverage for Efficiency and Accuracy
S.F. Matringe, M.G. Gerritsen, and B.T. Mallison, Stanford U.
372 SPE 93320 Upscaling of Unstable Miscible Displacements and Multiphase Flows Using Multiresolution Wavelet Transformation
M. Sahimi, U. of Southern California; M.R. Rasaei, U. of Tehran; F. Ebrahimi, U. of Southern California, U. of Birjand; and M. Haghighi, U. of Tehran

387 SPE 93324 Quantifying Uncertainty for the PUNQ-S3 Problem in a Bayesian Setting With RML EnKF
G. Gao, M. Zafari, and A.C. Reynolds, U. of Tulsa

406 SPE 93333 Simulating Residual Oil Saturation in Miscible Gas Flooding Using Alpha-Factors
J.W. Barker and M. Prévost, Total SA, and E. Pitrat, Total Oil and Gas Venezuela BV

414 SPE 93339 A New Upscaling Approach for Highly Heterogeneous Reservoirs
P. Zhang, G.E. Pickup, and M.A. Christie, Heriot-Watt U.

425 SPE 93341 Control-Volume Finite-Element Two-Phase Flow Experiments with Fractured Rock Represented by Unstructured 3D Hybrid Meshes
S.K. Matthäi, A. Mezentsev, and M. Belayneh, Centre for Petroleum Studies, Dept. of Earth Science & Engineering, Imperial College London

446 SPE 93347 A Comparison Study on Experimental Design and Response Surface Methodologies
B. Yeten, A. Castellini, B. Guyaguler, and W.H. Chen, ChevronTexaco Energy Technology Company

461 SPE 93372 Upscaling and Discretization Errors in Reservoir Simulation
R. Sablok and K. Aziz, Stanford U.

472 SPE 93395 An Adaptive Multiphase Multiscale Finite Volume Simulator for Heterogeneous Reservoirs
H.A. Tchelepi, Stanford U.; P. Jenny, ETH Zurich; and S.H. Lee and C. Wolfsteiner, ChevronTexaco ETC

482 SPE 93399 History Matching Using Probabilistic Approach in a Distributed Computing Environment
S. Yadav, S. Srivivasan, S.L. Bryant, and A. Barrera, U. of Texas at Austin

498 SPE 93430 Finite Volume Methods for Coupled Stress/Fluid Flow in a Commercial Reservoir Simulator
G. Shaw and T. Stone, Schlumberger Information and Production Services

506 SPE 93445 Calculating Derivatives for History Matching in Reservoir Simulators
J.R.P. Rodrigues, PETROBRAS

515 SPE 93452 Accurate, Efficient Quantification of Uncertainty for Flow in Heterogeneous Reservoirs Using the KLME Approach
Z. Lu, Los Alamos Natl. Laboratory, and D. Zhang, U. of Oklahoma
SPE 93599 Using Gradients to Refine Parameterisation in Field-Case History Match Projects
A. Cominelli, F. Ferdinandi, P.C. De Montleau, and R. Rossi, ENI E&P

SPE 93691 Non-Upwind Versus Upwind Schemes for Hyperbolic Conservation Laws in Porous Media
M.G. Edwards, U. of Wales