Copyright and Use Restrictions
Copyright 2005, Society of Petroleum Engineers

Material included in this *Proceedings* is copyright protected. Electronic reproduction, distribution, or storage of any part of an SPE copyrighted paper for commercial purposes without the written consent of the Society of Petroleum Engineers is prohibited. Permission to reproduce in print is restricted to an abstract of not more than 300 words; illustrations may not be copied. The abstract must contain conspicuous acknowledgment of where and by whom the paper was presented. For photocopying beyond the above permissions, libraries and other users dealing with the Copyright Clearance Center (CCC) Transactional Reporting Service must pay a base fee of $3 per copyrighted article plus $0.25 per page to CCC, 222 Rosewood Drive, Danvers, Massachusetts 01923 U.S.A. For other permissions, contact Librarian, SPE, 222 Palisades Creek Drive, Richardson, Texas 75080-2040 U.S.A.

Use of SPE member or author contact information included on this CD for commercial purposes or reproduction of that information in whole or in part, in any form or medium, is strictly prohibited and subject to legal action. Contact SPE to inquire about rental of mailing lists.

This CD of the 2005 SPE Middle East Oil & Gas Show and Conference was produced by SPE. This product contains Adobe® Reader® Software. Permission to print and distribute content from this product must be obtained from SPE. Duplication of replication products is absolutely prohibited without written permission from SPE and Adobe. Adobe, the Adobe logo, and Reader are either registered trademarks or trademarks of Adobe Systems Incorporated in the United States and/or other countries.

Material on the CD was reproduced from original papers and/or electronic files provided by the authors. Some discrepancies are inevitable. Please advise SPE of errors so corrections can be made to the electronic versions of the article. Send corrections by e-mail to pdf@spe.org or mail to the SPE Americas Office, attention Technical Paper Administrator.

**USE OF MATERIALS LIMITATIONS**

All materials contained in these *Proceedings* are copyrighted to the Society of Petroleum Engineers. Papers on this CD are for your personal non-commercial use and may not be copied, distributed electronically or in print, or reproduced in whole or in part, in any form without the expressed written permission of the Society of Petroleum Engineers.
# TABLE OF CONTENTS

## Volume 1 of 3

<table>
<thead>
<tr>
<th>Page</th>
<th>Paper Number</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>SPE 91820</td>
<td>Uncertainty Assessment Using Experimental Design: Minagish Oolite Reservoir</td>
<td>W.T. Peake, ChevronTexaco; M. Abadah, Kuwait Oil Co.; and L. Skander, ChevronTexaco</td>
</tr>
<tr>
<td>9</td>
<td>SPE 91987</td>
<td>Optimal Production Management in Unconsolidated Mature Sandstone Environment</td>
<td>S.S. Mufarji, MB Petroleum Services L.L.C.</td>
</tr>
<tr>
<td>14</td>
<td>SPE 92090</td>
<td>Selecting Ultra-Lightweight Cement for Effective Casing Protection and Hydraulic Isolation: A Case Study</td>
<td>K. Fujita, M. Minobe, and M. Imazato, Bunduq Oil Co., and C. Johnson, R. Abbas, and A. Ucucu, Schlumberger</td>
</tr>
<tr>
<td>27</td>
<td>SPE 92296</td>
<td>A Conceptual Sensory System for Cross Hole Reservoir Characterization Using A Pair of Horizontal Wells</td>
<td>A. Al-Anazi and I. Ershaghi, U. of Southern California</td>
</tr>
<tr>
<td>50</td>
<td>SPE 92381</td>
<td>Field Planning Using Integrated Surface/Subsurface Modeling</td>
<td>K. Ghorayeb, J. Holmes, and R. Torrens, Schlumberger</td>
</tr>
<tr>
<td>59</td>
<td>SPE 92407</td>
<td>Overbalanced Pre-Khuff Drilling of Horizontal Reservoir Sections With Potassium Formate Brines</td>
<td>M.A. Simpson, S.H. AbdRabAlreda, S.A. Al-Khamees, S. Zhou, M.D. Treece, and A.A. Ansari, Saudi Aramco</td>
</tr>
<tr>
<td>Page</td>
<td>SPE No</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>------</td>
<td>--------</td>
<td>----------------------------------------------------------------------</td>
<td>------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>76</td>
<td>SPE 92426</td>
<td>Cased-Hole Reservoir Saturation Monitoring in Mixed-Salinity Environments—A New Integrated Approach</td>
<td>S.M. Ma, A.A. Al-Hajari, and G. Berberian, Saudi Aramco, and R. Ramamoorthy, Schlumberger</td>
</tr>
<tr>
<td>86</td>
<td>SPE 92660</td>
<td>Factor Identifies Hydrocarbon Recoverability and Type</td>
<td>G.M. Hamada, Cairo U.</td>
</tr>
<tr>
<td>93</td>
<td>SPE 92719</td>
<td>Predicting the Formation Fracture Gradient of Middle East Reservoirs Using Non-Parametric Optimal Transformations</td>
<td>I.S. Nashawi and A. Malallah, Kuwait U.</td>
</tr>
<tr>
<td>106</td>
<td>SPE 92720</td>
<td>Applicability of the VAPEX Process to Iranian Heavy Oil Reservoirs</td>
<td>R. Azin, Petroleum-Sharif U. of Technology; R. Kharrat, Petroleum U. of Technology; C. Ghotbi, Sharif U. of Technology; and S. Vossoughi, U. of Kansas</td>
</tr>
<tr>
<td>131</td>
<td>SPE 92794</td>
<td>Modeling of the Asphaltene Precipitation in Bangestan Reservoir of Kupal Field</td>
<td>M. Jamshidnezhad, NIOC</td>
</tr>
<tr>
<td>135</td>
<td>SPE 92827</td>
<td>Sequence Stratigraphy and Reservoir Characterization of the 2nd Eocene Dolomite Reservoir, Wafra Field, Divided Zone, Kuwait-Saudi Arabia</td>
<td>M.R. Wani and S.K. Al-Kabli, Kuwait Oil Co.</td>
</tr>
<tr>
<td>153</td>
<td>SPE 92831</td>
<td>Productivity Impact From Matrix Stimulating Thick Intervals Using a Nondamaging Self- Diverting Acidizing System: A Northwestern Kazakhstan Case Study</td>
<td>A.A. Bitanov, KazakhOil Aktobe; S.V. Nadezhdin, Schlumberger; and R.S. Adilgereev and S.U. Zhaniyarov, KazakhOil Aktobe</td>
</tr>
<tr>
<td>164</td>
<td>SPE 92834</td>
<td>Innovative, Integrated, and Cost Effective Chemical Management on the Miller Platform</td>
<td>J.J. Wylde and G.D.M. Williams, Clariant Oil Services, and F. Careil, BP</td>
</tr>
<tr>
<td>170</td>
<td>SPE 92883</td>
<td>Assessment of Rigless Water Shutoff Using Through-Tubing Bridge Plug in a Large Onshore Oil Field in Saudi Arabia</td>
<td>Y.Y. Al-Ghasham, Saudi Aramco</td>
</tr>
<tr>
<td>179</td>
<td>SPE 92886</td>
<td>Optimizing Wellbore Design Using Solid Expandable Tubular and Bi-center Bit Technologies</td>
<td>W. Morrison, Enventure Global Technology; Z. Baggal and B. Baxendale, Saudi Aramco; and R. Boudreaux, DPI</td>
</tr>
</tbody>
</table>
188 SPE 92888 OPEC: Floating Supply for a Balanced & Stable Market, Part I
S. Talabani, Baker Atlas-BHI

194 SPE 92889 A New Technique in Acquiring High Quality Image Logs in Deviated & Horizontal Wells: Case History
S. Talabani, Baker Atlas-BHI; M. Efnik, ADCO; and A. Baradi and B. Salim, Baker Atlas-BHI

202 SPE 92970 New Ultra-Lightweight Cementing Technology Proven with Case Studies, Combines Benefits of Current Leading Methodologies
D. Kulakofsky, O. Araujo, and F. Self, Halliburton; A. Mora, Petroleos Mexicanos; and P. Hendriks and P. de Mestre, Petroleum Development, Oman

209 SPE 92980 Controls on Fracturing in Carbonate Rocks
D.C.P. Peacock and A. Mann, Fugro Robertson

215 SPE 93030 Flow Potential of Fracture Corridors and Large Conductive-Fractures in a Clastic Field, Southern Basin-Oman

230 SPE 93056 Measurement of the Particle Deposition Profile in Deep-Bed Filtration During Produced Water Re-injection

239 SPE 93065 Well and Reservoir Management in a Giant Gas Oil Gravity Drainage Field: A Case History
E. Ali, F.E. Bergren, J.S. Saluja, and I.S. Sinani, Petroleum Development Oman

248 SPE 93071 Optimizing Stimulation Treatments in Straddled Completions
M.I. Willemse, O. Mostafa, M. El-Ashry, I. Abdallah, and A.A. Sattar, Bapetco, and A. Waheed and B. Conrad, Halliburton

260 SPE 93129 Risk and Uncertainty Modelling in the Oil and Gas Industry
F. Faisal and J. Al-Thani, Anadarko Qatar Energy Co., and T. Merna, Oriel Group Practice

264 SPE 93130 A Novel Approach to Wireline Logging in Directional Wells and Difficult Logging Conditions
J.S. Boyes and P.A.S. Elkington, Precision Energy Services

268 SPE 93132 Energy Conservation Through the Implementation of Cogeneration and Grid Interconnection
M.A. Dashash and R. Mahfoudhi, Saudi Aramco

A.C. Whittaker and C.P. Lenn, Schlumberger
280  SPE 93182 A Proposed Data Acquisition Program for Successful Geomechanics Projects
O. Chardac, D. Murray, A. Carnegie, and J.R. Marsden, Schlumberger

296  SPE 93184 Integrated Analysis of Down-hole Corrosion Logs to Investigate Casing Leaks
Y.Y. Al-Ghasham, D.R. Catte, and A.A. Al-Haji, Saudi Aramco

303  SPE 93192 Advanced Hydraulic Fracturing Treatments in the Wushenqi Low-Permeability Gas Field: A Workflow to Minimize the Learning Curve

312  SPE 93232 Compact Separation By Means of Inline Technology
R. Schook and V. van Asperen, CDS Engineering BV

319  SPE 93252 New Step Rate Test Analysis Technique Aids Determination of Fracture Pressure for Waterflood Design in Kuwait Reservoirs
D. Mandal, A. Qazi, S. Abdullah, and A. Bu-Qurais, KOC, and S. Hughes, BP

325  SPE 93260 Tractoring—A New Era in Horizontal Logging for Ghawar Field, Saudi Arabia
A. AL-Amer, B. AL-Dossary, Y. AL-Furaidan, and M.K. Hashem, Saudi Aramco

330  SPE 93261 Inflatable Enables Successful Water Shut-off in High Angle Wellbores in Ghawar Field
M.I. Al-Umran and M.M. Saudi, Saudi Aramco, and Y.M. Al-Tameimi, BJ Services

333  SPE 93262 Field Example of Capillary Pressure Effects on Wireline Formation Tester Measurements and OWC Estimation in a Mixed-Wettability Oil Reservoir
T.R. Pham, N.I. Al-Afaleg, O. Kelder, and U.F. Al-Otaibi, Saudi Aramco, and M. Zeybek, Schlumberger

347  SPE 93269 Improved Permeability Estimation Through Use of Fuzzy Logic in a Carbonate Reservoir From Southwest Iran
A.A. Taghavi, Norwegian U. of Science and Technology (NTNU)

356  SPE 93279 Creative Utilization for Oracle Database to Meet Petroleum Engineering’s Needs
M.A. Shideed, Saudi Aramco

361  SPE 93296 Interpretation of Skin Effect From Pressure Transient Tests in Horizontal Wells
A.M. Al-Otaibi, Technological College of Studies, and E. Ozkan, Colorado School of Mines
377 SPE 93312 Fractured Reservoir Characterization Using Dynamic Data in a Carbonate Field, Oman

390 SPE 93316 Orientation and Career Development for New Engineers
S. Talabani, Baker Hughes Inc.

395 SPE 93346 The SURE Way to Underbalanced Drilling
H. Qutob and H. Ferreira, Weatherford Intl. Inc.

403 SPE 93359 A New Method for Profile Control With Compound Ion Gel Before Polymer Flooding
H. Liu, J. Wang, Y. Yang, and F. Wang, Daqing Oilfield Co. Ltd.

408 SPE 93364 Precambrian Field Oman from Greenfield to EOR

418 SPE 93368 Applicability of Enhanced Oil Recovery Techniques on Mature Fields—Interest of Gas Injection
S. Hunedi, DEZPC; J. Danquigny and D. Morel, Total; F. Maubeuge, DEZPC; and A. Guarrino, Total

425 SPE 93369 An Assessment of Emerging Technologies for Production Optimization in Saudi Aramco—Southern Area Production Engineering
L. Vo and J.W. Styler, Saudi Aramco

434 SPE 93376 Evaluation of Residual Oil Saturation and Recovery Efficiency of Two Distinct Arabian Carbonate Reservoirs
T.M. Okasha, J.J. Funk, and A.A. Al-Shiwaish, Saudi Aramco

443 SPE 93379 Successful Use of Horizontal Well Technology in Mitigating Water Production and Increasing Oil Recovery in the South Umm Gudair Field, PNZ, Kuwait
D. Barge and T. Tran, Saudi Arabian Texaco; O. Al-Shaarawy and M. Jha, Kuwait Oil Co.; B. Hagtveld, Total; M. Al-Haimeer, Kuwait Oil Co.; and M. Al-Harbi, Saudi Arabian Texaco

452 SPE 93386 Oil-Water Separation Experience From a Large Oil Field
S. Kokal and A. Al-Ghamdi, Saudi Aramco

461 SPE 93387 Sulfur Disposal by Acid Gas Injection: A Road Map and a Feasibility Study
S. Kokal and A. Al-Utaibi, Saudi Aramco

473 SPE 93388 Measurement and Simulation of Low Vapor Pressure Blends of NGL and Stabilized Crude
S. Kokal, N.S. Meenappillai, F.M. Al-Otaibi, and E. Al-Madani, Saudi Aramco
SPE 93392 Application of Formation Testing While Drilling in the Middle East
D.J. Seifert and S. Al-Dossari, Saudi Aramco, and B.J. Burinda and S. Kellet, Halliburton