### TABLE OF CONTENTS

1. **SPE/IADC 92392 Unique “Through Tubing” Completions Maximize Production and Flexibility**  

2. **SPE 95406 Case Study: Cased-Hole Density Application, North Slope, Alaska**  

3. **SPE 95566 Mapping Preferential Flow in a West Texas Waterflood Using Surface Tiltmeters**  

4. **SPE 96897 Mapping Fluid Flow in a Reservoir Using Tiltmeter-Based Surface-Deformation Measurements**  

5. **SPE 97045 Deep Directional Electromagnetic Measurements for Optimal Well Placement**  

6. **SPE 97142 Fluid-Flow and Particle-Transport Analyses Show Minimal Effect of Annulus Between Horizontal Wellbore and Expandable Screen**  

7. **SPE/PS-CIM/CHOA 97725 Aspects of Reservoir Characterization From Waterflood Performance Data**  
   C. Temizel and I. Ershaghi, U. of Southern California

8. **SPE 98026 Real-Time Optical Monitoring of Bottomhole Pressure During Extreme Overbalanced Perforating and Production Testing of a Remote Alaskan Exploration Well**  
79  SPE 99478 Advanced Drilling Using a Dual-Bit System
P.M. Gopalsing, Maharashtra Inst. of Technology

85  SPE 99516 A Novel Approach for Analyzing the Dispersion Transport in Radial Coordinates
A.A. Garrouch, L. Guedouar, and M.M. Al-Dousari, Kuwait U.

98  SPE 99536 Drilling With Casing: Prospects and Limitations
A.K. Gupta, Indian School of Mines

104 SPE 99578 Efficient History Matching in Naturally Fractured Reservoirs
T. Gang and M.G. Kelkar, U. of Tulsa

113 SPE 99596 A Comprehensive Bit-Hydraulics Model for Gasified Drilling Fluids
H.A. Dogan and I.H. Gucuyener, Turkish Petroleum Corp., and M.E. Ozbayoglu, Middle East Technical U.

123 SPE 99912 Optimum Selection of Artificial-Lift System for Iranian Heavy-Oil Fields
A. Taheri and A. Hooshmandko0chi, Hamrah Poushesh Oil & Gas Co.

135 SPE 99968 New Downhole Electromechanical Service Tool Advancements Provide Increased Integrity in HP/HT Environments
J. Foster, R.A. McConnell, and D.W. Moore, Halliburton Energy Services Inc.

149 SPE 100042 Unconventional EOR Program Increases Recovery in Mature WAG Patterns at Prudhoe Bay

159 SPE 100375 Rheology of Gas-to-Liquid Products, Alaska North Slope (ANS) Crude Oil and Its Blends for Transportation Through the Trans-Alaska Pipeline System (TAPS)

171 SPE 100403 Ranking of Geostatistical Reservoir Models and Uncertainty Assessment Using Real-Time Pressure Data
S. Yadav, Schlumberger, and S.L. Bryant and S. Srinivasan, U. of Texas at Austin

177 SPE 100411 Efficiency of Miscible Displacement in Fractured Porous Media
J.J. Trivedi and T. Babadagli, U. of Alberta

191 SPE 100413 Efficient Cost Saving Through an Appropriate Completion Design
L. Ouyang, W.B. Huang, and R.C. Dickerson, Chevron Energy Technology Co.
205  SPE 100424 Technology Development and Field Testing on North Slope Leads to Improved Reliability of the One-Trip Sand-Control Completion System  
G.L. Garfield and C.R. Hoffman, Baker Oil Tools

215  SPE 100427 Reservoir Permeability: Innovative Measurement Based on Novel Concept  
H.A. Belhaj, S.H. Mousavizadegan, F. Ma, and M.R. Islam, Dalhousie U.

222  SPE 100432 Near-Surface External Casing Corrosion in Alaska: Cause and Mitigation  
J.C. Dethlefs and C.G. Blount, ConocoPhillips Alaska Inc., and J.C. Bollinger, Farwest Corrosion Control

231  SPE 100435 The Eureka Canyon Oil Field: A Case History  
B.H. Hesson, California Dept. of Conservation


257  SPE 100493 Evaporative Recovery of Trapped Oil in Fractured Reservoirs: A Pore-Network-Level Analysis of Capillary and Gravity Effects  
S.E. Tajer and Y.C. Yortsos, U. of Southern California

268  SPE 100495 Openhole Horizontal Completions in Niger Delta  

278  SPE 100525 A Dynamic Economic Indicator To Evaluate SAGD Performance  
H. Shin, Shell Canada Ltd., and M. Polikar, U. of Alberta

284  SPE 100533 Application of the SAGD to an Iranian Carbonate Heavy-Oil Reservoir  
B. Sedaee Sola and F. Rashidi, Amir-Kabir U. of Technology

290  SPE 100607 U.K. North Sea and Alaska North Slope: A Comparative Analysis of Petroleum Provinces  

303  SPE 100614 Subsidence-Induced Casing Dogleg (SICDog) Remediation With an Innovative Hybrid Milling System  
<table>
<thead>
<tr>
<th>Page</th>
<th>Paper Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>320</td>
<td>Improving Drilling Performance Using Advanced Drillpipe With Streamline Connections</td>
<td>M.J. Jellison, Grant Prideco; G.L. Alvord, ConocoPhillips Alaska Inc.; T.K. Driskill and R. Wilson, Doyon Drilling Inc.; V.T. Johnson, Sperry-Sun Drilling Services; and R.B. Chandler, Grant Prideco</td>
</tr>
<tr>
<td>336</td>
<td>Automated Liquid Unloading in Low-Pressure Gas Wells Using Intermittent and Distributed Heating of Wellbore Fluid</td>
<td>G. Alipour-Kivi, A. Bugacov, B. Khoshnevis, and I. Ershaghi, U. of Southern California</td>
</tr>
<tr>
<td>373</td>
<td>Acoustic Liquid-Level Determination of Liquid Loading in Gas Wells</td>
<td>O.L. Rowlan and J.N. McCoy, Echometer Co., and A.L. Podio, U. of Texas at Austin</td>
</tr>
<tr>
<td>387</td>
<td>New Class of Meter Solves Old Problem Impacting Well Test Accuracy</td>
<td>E.R. Ward, BP Exploration (Alaska) Inc.</td>
</tr>
</tbody>
</table>