<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>12</td>
<td>SPE 93444 Using Real-Time Pressure Data for Well Placement Planning</td>
<td>M. Parker, Kerr McGee; R.N. Bradford, Callon Petroleum; and C. Corbett, R.N. Heim, C.L. Isakson, S.S. Broome, and E. Proano, Schlumberger</td>
</tr>
<tr>
<td>18</td>
<td>SPE 93458 Multiscale Process Coupling by Adaptive Fractional Stepping: An In-Situ Combustion Model</td>
<td>R. Younis and M. Gerritsen, Stanford U.</td>
</tr>
<tr>
<td>33</td>
<td>SPE 93469 History Matching of Heavy-Oil Production for Comparing New Approaches to Generating Reservoir Property Distributions, West Coalinga Field, California</td>
<td>S.E. Brame, J.W. Castle, O.K. Fawumi, and R.W. Falta, Clemson U.</td>
</tr>
<tr>
<td>41</td>
<td>SPE 94120 Primary and Secondary Oil Recovery From Different Wettability Rocks by Countercurrent Diffusion and Spontaneous Imbibition</td>
<td>C.U. Hatiboglu and T. Babadagli, U. of Alberta</td>
</tr>
<tr>
<td>53</td>
<td>SPE 95405 The Influence of Interfacial Tension on Water/Oil Two-Phase Relative Permeability</td>
<td>P. Shen, B. Zhu, and X.-B. Li, PetroChina, and Y.-S. Wu, Lawrence Berkeley Natl. Laboratory</td>
</tr>
<tr>
<td>61</td>
<td>SPE 95594 Pore-Scale Modeling of Three-Phase WAG Injection: Prediction of Relative Permeabilities and Trapping for Different Displacement Cycles</td>
<td>V.S. Suicmez, Imperial College; M. Piri, U. of Wyoming; and M.J. Blunt, Imperial College</td>
</tr>
<tr>
<td>75</td>
<td>SPE 95721 Subsea Smart Multilateral Wells Increase Reserves at Gullfaks South Statfjord</td>
<td>V. Haugen, A.-K. Fagerbakke, B. Samsonsen, and P.K. Krogh, Statoil ASA</td>
</tr>
<tr>
<td>81</td>
<td>SPE 95738 Mechanistic Basis for Hysteresis in Multiphase Transport Properties</td>
<td>M.N. Gladkikh, Baker Hughes Inc.; S.L. Bryant, U. of Texas at Austin; and D.C. Herrick, Baker Hughes Inc.</td>
</tr>
<tr>
<td>89</td>
<td>SPE 96946 Combining Small Well Spacing With Polymer Flooding To Improve Oil Recovery of Marginal Reservoirs</td>
<td>J. Wang, D. Wang, X. Sui, H. Zeng, and W. Bai, Daqing Oilfield Co. Ltd.</td>
</tr>
</tbody>
</table>
105  SPE 97228 Mitigating Oil Bypassed in Fractured Cores During CO₂ Flooding Using WAG and Polymer Gel Injections
D. Chakravarthy and V. Muralidaharan, Oxy U.S.A.; E. Putra, Kinder Morgan CO₂ Co. L.P.; D.T. Hidayati, Chevron; and D.S. Schechter, Texas A&M U.

116  SPE 98976 A New Stochastic Bubble Population Model for Foam in Porous Media
P.L.J. Zitha, Delft U. of Technology

130  SPE 99240 Understanding the Pressure Gradients Improves Production From Oil/Water Transition Carbonate Zones
A.J.G. Carnegie, Schlumberger

142  SPE 99325 The Impact of Interfacial Tension and Pore-Size Distribution/Capillary Pressure Character on CO₂ Relative Permeability at Reservoir Conditions in CO₂-Brine Systems
B. Bennion, Hycal Energy Research Laboratories Ltd., and S. Bachu, Alberta Energy and Utilities Board

152  SPE 99343 A New IOR Technology To Homogenize Horizontal Well Injectivity/Productivity Profile
P.D. Fernandes and M.G.F. da Silva, Petrobras, and P. Bedrikovetsky, North Fluminense State U.

160  SPE 99354 A Pilot Test of High-Concentration Polymer Flooding To Further Enhance Oil Recovery

168  SPE 99371 When and Where Relative Permeability Modification Water-Shutoff Treatments Can Be Successfully Applied
R.D. Sydansk, Sydansk Consulting Services, and R.S. Seright, New Mexico Petroleum Recovery Research Center

183  SPE 99379 Improving Volumetric Sweep Efficiency With Polymer Gels in the Cuyo Basin of Argentina
C. Norman, Tiorco Inc.; J. De Lucia, Repsol-YPF; and B. Turner, Tiorco Inc.

193  SPE 99419 Stimulating High-Water-Cut Wells: Results From Field Applications
R. Arangath, Schlumberger, and J.F. Obamba, P. Saldungaray, and H. Malonga, Eni Congo

200  SPE 99438 The Effects of Temperature and Potential Determining Ions Present in Seawater on Oil Recovery From Fractured Carbonates
M.T. Tweheyo, P. Zhang, and T. Austad, U. of Stavanger

210  SPE 99441 Sweep Improvement Options for the Daqing Oil Field
D. Wang, P. Han, Z. Shao, and J. Chen, PetroChina, and R.S. Seright, New Mexico Petroleum Recovery Research Center

223  SPE 99443 Optimizing Disproportionate Permeability Reduction
R.S. Seright, New Mexico Petroleum Recovery Research Center
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>235</td>
<td>SPE 99454 Air Injection and Waterflood Performance Comparison of Two Adjacent Units in Buffalo Field: Technical Analysis</td>
<td>V.K. Kumar, KCS Energy Inc., and D. Gutierrez, R.G. Moore, and S.A. Mehta, U. of Calgary</td>
</tr>
<tr>
<td>243</td>
<td>SPE 99462 Correlating Gel Rheology With Behavior During Extrusion Through Fractures</td>
<td>Y. Wang and R.S. Seright, New Mexico Petroleum Recovery Research Center</td>
</tr>
<tr>
<td>269</td>
<td>SPE 99490 Beyond Temperature Sensors: Increased Efficiency in Mapping Flood Paths</td>
<td>J. Montgomery, V. Kofoed, and P. Rollins, Willowstick Technologies</td>
</tr>
<tr>
<td>274</td>
<td>SPE 99491 Experimental Evaluation of the Blockage Efficiency of a Novel Gel System To Mitigate Water-Cut Problem of Producing Wells</td>
<td>M. Amanullah, CSIRO Petroleum</td>
</tr>
<tr>
<td>284</td>
<td>SPE 99505 Experimental Confirmation of Analytical Composition Routes in Three-Phase Partially Miscible Flow</td>
<td>T. LaForce, Stanford U.; Y. Cinar, U. of New South Wales; R.T. Johns, U. of Texas at Austin; and F.M. Orr Jr., Stanford U.</td>
</tr>
<tr>
<td>294</td>
<td>SPE 99546 EOR Survey in the North Sea</td>
<td>A.R. Awan, NTNU and Total E&amp;P Norge; R. Teigland, Total E&amp;P Norge; and J. Kleppe, NTNU</td>
</tr>
<tr>
<td>310</td>
<td>SPE 99567 Three-Phase Upscaling in Capillary and Viscous Limit</td>
<td>A. Lohne and G. Virnovsky, Intl. Research Inst. of Stavanger A/S</td>
</tr>
<tr>
<td>324</td>
<td>SPE 99569 A New Scaleup Approach for Nonpattern Field Development Under Water or WAG Injection</td>
<td>B.S. Jhaveri, BP Exploration (Alaska) Inc.</td>
</tr>
<tr>
<td>331</td>
<td>SPE 99578 Efficient History Matching in Naturally Fractured Reservoirs</td>
<td>T. Gang and M. Kelkar, U. of Tulsa</td>
</tr>
<tr>
<td>349</td>
<td>SPE 99606 Comparative Evaluation of a New MMP Determination Technique</td>
<td>S.C. Ayirala and D.N. Rao, Louisiana State U.</td>
</tr>
</tbody>
</table>
380 SPE 99612 A Study of Wetting Behavior and Surfactant EOR in Carbonates With Model Compounds
Y. Wu, P.J. Shuler, M. Blanco, Y. Tang, and W.A. Goddard III, California Inst. of Technology

391 SPE 99616 Optimization of Tertiary Water-Alternate-CO₂ Flood in Jilin Oil Field of China: Laboratory and Simulation Studies
X. Guo, Z. Du, L. Sun, and Y. Fu, State Key Laboratory of Oil and Gas Reservoir Geology and Exploitation; W. Huang, PetroChina Jilin Oilfield Co.; and C. Zhang, PetroChina Southwest Oil & Gasfield Co.

413 SPE 99619 High-Resolution Prediction of Enhanced-Condensate-Recovery Processes
K. Jessen, M.G. Gerritsen, and B.T. Mallison, Stanford U.

425 SPE 99635 Combustion Front Behavior in Porous Media With Catalytic Agents
G.D. Adagulu and I.Y. Akkutlu, U. of Alberta

434 SPE 99641 Application and Development of Chemical-Based Conformance Control Treatments in China Oil Fields
Y. Liu, PetroChina, and B. Bai and P.J. Shuler, California Inst. of Technology

444 SPE 99649 Laboratory Experiments of Tertiary CO₂ Injection Into a Fractured Core
G.R. Darvish, SINTEF/NTNU; E. Lindeberg, SINTEF; T. Holt, ResLab A/S; and S.A. Utne, SINTEF

451 SPE 99653 Approximate Pore-Level Modeling for Apparent Viscosity of Polymer-Enhanced Foam in Porous Media
C. Huh and W.R. Rossen, U. of Texas at Austin

462 SPE 99656 Transport of a pH-Sensitive Polymer in Porous Media for Novel Mobility-Control Applications
S.K. Choi, U. of Texas at Austin; Y.M. Ermel, Chevron Corp.; and S.L. Bryant, C. Huh, and M.M. Sharma, U. of Texas at Austin

477 SPE 99668 Application of Horizontal Waterflood to Improve Oil Recovery From Old Oil Fields

491 SPE 99678 Dynamics of Two-Phase Immiscible Pulsed Flow
D.A. Ivanov and M. Araujo, Imperial College

501 SPE 99684 Mass Transfer and Gelation in Sandstone Cores of a Novel Water Shutoff Chemical
508  SPE 99697 Optimization of Conformance Decisions Using a New Well-Intervention Simulator
J. Ansah and M.Y. Soliman, Halliburton Energy Services; S. Ali, Chevron; C. Moreno, Repsol YPF; and R. Jorquera and J. Warren, Halliburton Energy Services

520  SPE 99710 Near-Critical Gas/Condensate Relative Permeability of Carbonates
H. Calisgan, TPAO Research Center, and B. Demiral and S. Akin, Middle East Technical U.

529  SPE 99711 Gas/Water Flow in Porous Media in the Presence of Adsorbed Polymer: Experimental Study on Non-Darcy Effects
V. Blanchard, D. Lasseux, and H. Bertin, U. of Bordeaux; T. Pichery, Gaz de France; and G. Chauveteau, R. Tabary, and A. Zaitoun, Inst. Français du Pétrole

539  SPE 99712 Generalized Horizontal Well Inflow Relationships for Liquid, Gas, or Two-Phase Flow
R. Kamkom and D. Zhu, Texas A&M U.

548  SPE 99714 Utilizing Compositional Simulation for Material Balance and Bottomhole Pressure Calculations in CO₂ WAG Floods
T.R. Kelly, Kinder Morgan Production Co. LP

560  SPE 99715 Modeling of Multilateral and Maximum Reservoir-Contact Wells in Heterogeneous Porous Media
Y. Yang and M.D. Deo, U. of Utah

567  SPE 99718 Increasing Oil Recovery by Preventing Early Water and Gas Breakthrough in a West Brae Horizontal Well: A Case History
A. McIntyre, Marathon Oil U.K. Ltd.; R. Adam, Amerada Hess Denmark; and J. Augustine and D. Laidlaw, Baker Oil Tools
<table>
<thead>
<tr>
<th>Page</th>
<th>SPE Number</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>579</td>
<td>SPE 99719</td>
<td>Upscaling of Foam Mobility Control To Three Dimensions</td>
<td>B. Li, G.J. Hirasaki, and C.A. Miller, Rice U.</td>
</tr>
<tr>
<td>598</td>
<td>SPE 99721</td>
<td>Impact of Viscous Fingering on the Prediction of Optimum WAG Ratio</td>
<td>R. Juanes, U. of Texas at Austin, and M.J. Blunt, Imperial College</td>
</tr>
<tr>
<td>610</td>
<td>SPE 99727</td>
<td>Gas/Oil Nonequilibrium in Multicontact Miscible Displacements Within Homogeneous Porous Media</td>
<td>Y.M. Al-Wahaibi, Sultan Qaboos U., and A.H. Muggeridge and C.A. Grattoni, Imperial College</td>
</tr>
<tr>
<td>632</td>
<td>SPE 99729</td>
<td>How To Apply a Blocking Gel System for Bullhead Selective Water Shutoff: From Laboratory to Field</td>
<td>A. Stavland, Intl. Research Inst. of Stavanger; K.I. Andersen, B. Sandøy, and T. Tjomsland, Statoil; and A.A. Mebratu, Halliburton Energy Services</td>
</tr>
<tr>
<td>644</td>
<td>SPE 99734</td>
<td>Estimation of Relative Permeability From Displacement Pressure Data</td>
<td>R.G. Barroeta and L.G. Thompson, U. of Tulsa</td>
</tr>
<tr>
<td>659</td>
<td>SPE 99736</td>
<td>Influence of Initial and Residual Oil Saturation and Relative Permeability on Recovery From Transition Zone Reservoirs in Shallow Shelf Carbonates</td>
<td>A.P. Byrnes and S. Bhattacharya, U. of Kansas</td>
</tr>
<tr>
<td>670</td>
<td>SPE 99739</td>
<td>Improving Production in Gas/Condensate Reservoirs by Wettability Alteration to Gas Wetness</td>
<td>Y. Liu, H. Zheng, G. Huang, and G. Li, Zhongyuan Petroleum Exploration Bureau, and K. Li, Yangtze U. and Stanford U.</td>
</tr>
<tr>
<td>676</td>
<td>SPE 99743</td>
<td>The Effect of Displacement History on Three-Phase Capillary Pressure and Relative Permeability Derived From Triangular Pore Cross Sections With Contact-Angle Hysteresis</td>
<td>J.O. Helland and S.M. Skjæveland, U. of Stavanger</td>
</tr>
<tr>
<td>695</td>
<td>SPE 99744</td>
<td>Favorable Attributes of Alkali-Surfactant-Polymer Flooding</td>
<td>D.L. Zhang, Halliburton, and S. Liu, W. Yan, M. Puerto, G.J. Hirasaki, and C.A. Miller, Rice U.</td>
</tr>
<tr>
<td>722</td>
<td>SPE 99752</td>
<td>Laboratory Investigation of the Effect of Solvent Injection on In-Situ Combustion</td>
<td>J. Cristofari, L.M. Castanier, and A.R. Kovscek, Stanford U.</td>
</tr>
</tbody>
</table>
SPE 99756 Foam Mobility and Adsorption in Carbonate Core
Y. Liu, R.B. Grigg, and R.K. Svec, New Mexico Inst. of Mining and Technology

SPE 99757 Comparison of Secondary and Tertiary Recovery With Change in Injection Brine Composition for Crude Oil/Sandstone Combinations
Y. Zhang and N.R. Morrow, U. of Wyoming

SPE 99759 A Model To Predict Gas Hydrate Equilibrium and Gas Hydrate Saturation in Porous Media Including Mixed CO₂-CH₄ Hydrates

SPE 99763 Effect of Oil Viscosity on Heavy-Oil/Water Relative Permeability Curves
J. Wang, M. Dong, and K. Asghari, U. of Regina

SPE 99773 Oil Recovery From Fractured Carbonates by Surfactant-Aided Gravity Drainage: Laboratory Experiments and Mechanistic Simulations
B. Adibhatla and K.K. Mohanty, U. of Houston

SPE 99782 Investigation of Pore-Scale (Local) Mixing
R.K. Jha, S.L. Bryant, L.W. Lake, and A. John, U. of Texas at Austin

SPE 99787 Reducing the Permeability of Sandstone Porous Media to Water and CO₂: Application of Bovine Carbonic Anhydrase Enzyme
K. Asghari, P. Mirjafari, N. Mahinpey, and M. Dong, U. of Regina

SPE 99789 Development of a Correlation Between Performance of CO₂ Flooding and the Past Performance of Waterflooding in Weyburn Oil Field

SPE 99791 Alkaline/Surfactant Flood Potential in Western Canadian Heavy Oil Reservoirs
Q. Liu, M. Dong, and S. Ma, U. of Regina

SPE 99794 Injection Strategies To Overcome Gravity Segregation in Simultaneous Gas and Liquid Injection Into Homogeneous Reservoirs
W.R. Rossen, U. of Texas at Austin; C.J. van Duijn, Eindhoven U. of Technology; Q.P. Nguyen, U. of Texas at Austin; and A.K. Vikingstad, U. of Bergen

SPE 99796 Does Polymer Stabilize Foam in Porous Media?
C. Shen, Q. Nguyen, C. Huh, and W.R. Rossen, U. of Texas at Austin

SPE 99848 Influence of Temperature on Wettability Alteration of Carbonate Reservoirs
A.A. Hamouda and K.A.R. Gomari, U. of Stavanger

SPE 99884 Acid Number Measurements Revisited
T. Fan and J.S. Buckley, New Mexico Tech.
SPE 99896 Steady-State Coning Solutions With Multiple Wells and Reservoir Boundaries
R.Z. Ansari and R.T. Johns, U. of Texas at Austin

SPE 99897 Experimental Investigation of Drainage Capillary Pressure Computed From Digitized Tomographic Images

SPE 99920 Experimental and Simulation Studies of SAGD Process in Fractured Reservoirs
A.S. Bagci, Heriot-Watt U.

SPE 99938 Buoyancy-Dominated Multiphase Flow and Its Impact on Geological Sequestration of CO₂
S.L. Bryant, S. Lakshminarasimhan, and G.A. Pope, U. of Texas at Austin

SPE 99997 Injector-Well Completion Designs for Selectively Waterflooding Up to 18 Zones in a Multilayered Reservoir: Experiences in the Cerro Dragon Field
E. Massaglia, D. Baldassa, C. Ponce, and B. Zalazar, Pan American Energy LLC

SPE 99998 Analysis and Interpretation of Interwell Connectivity From Production and Injection Rate Fluctuations Using a Capacitance Model
A.A. Yousef and L.W. Lake, U. of Texas at Austin, and J.L. Jensen, Texas A&M U.

SPE 100004 Alkaline-Surfactant-Polymer Flood of the Tanner Field
M.J. Pitts, P. Dowling, K. Wyatt, and H. Surkalo, Surtek Inc., and C. Adams, Citation Oil and Gas

SPE 100021 A Screening Model for CO₂ Flooding and Storage in Gulf Coast Reservoirs Based on Dimensionless Groups
D.J. Wood, L.W. Lake, and R.T. Johns, U. of Texas at Austin, and V. Nunez, Bureau of Economic Geology

SPE 100023 Sand Erosion in Weakly Consolidated Reservoirs: Experiments and Numerical Modeling
G. Servant, IFP; P. Marchina, Total S.A.; and Y. Peysson, E. Bemer, and J.-F. Nauroy, IFP

SPE 100033 An Experimental Study of Driving Mechanisms in MIOR Processes by Using Rhodococcus sp. 094
C. Crescente, O. Torsaeter, L. Hultmann, and A. Stroem, Norwegian U. of Science and Technology; K. Rasmussen, Nord-Troendelag U. College; and E. Kowalewski, Statoil ASA

SPE 100034 Feasibility Study of WAG Injection in Naturally Fractured Reservoirs

SPE 100042 Unconventional EOR Program Increases Recovery in Mature WAG Patterns at Prudhoe Bay
988  SPE 100044 Screening Criteria for Carbon Dioxide Huff 'n' Puff Operations
L. Mohammed-Singh, Petrotrin, and A.K. Singhal and S. Sim, Alberta Research Council

998  SPE 100048 Mechanistic Understanding of Microbial Plugging for Improved Sweep Efficiency
G.L. Gandler, A. Gbosi, S.L. Bryant, and L.N. Britton, U. of Texas at Austin

1006 SPE 100049 Formation and Propagation of Gel Aggregates Using Partially Hydrolyzed Polyacrylamide and Aluminum Citrate
A.A. Al-Assi, Intel Corp., and G.P. Willhite, D.W. Green, and C.S. McCool, U. of Kansas

1019 SPE 100050 Detection of Water or Gas Entries in Horizontal Wells From Temperature Profiles

1038 SPE 100057 Upscaling of Hydraulic Properties of Fractured Porous Media: Full Permeability Tensor and Continuum Scale Simulations

1044 SPE 100059 A Single-Shot Method for Capillary Pressure Curve Measurement Using Centrifuge and Quantitative Magnetic Resonance Imaging
Q. Chen and B.J. Balcom, U. of New Brunswick

1052 SPE 100063 EOR Field Experiences in Carbonate Reservoirs in the United States
E.J. Manrique, Norwest Questa Engineering; V.E. Muci, Florida Intl. U.; and M.E. Gurfinkel, U. of Texas at Austin

1074 SPE 100064 Experimental and Modeling Study of the Transport of Chromium Acetate Solutions Through Carbonate Rocks

1099 SPE 100065 Rate-Time Flow Behavior of Heavy Oil From Horizontal and Multilateral Wells
M.D. Fetkovich and G.E. Petrosky Jr., ConocoPhillips; C.B. Hughesman, Switch Consulting; and R.P. Sawatzky, Alberta Research Council

1113 SPE 100067 Simulation of Gelled Polymer Treatments in the Arbuckle Formation, Kansas
R. Barati, D.W. Green, and J.T. Liang, U. of Kansas

1120 SPE 100079 A Fully Implicit, Compositional, Parallel Simulator for IOR Processes in Fractured Reservoirs
R. Naimi-Tajdar, C. Han, K. Sepehrnoori, T.J. Arbogast, and M.A. Miller, U. of Texas at Austin

1132 SPE 100081 Modeling Wettability Alteration in Naturally Fractured Reservoirs
SPE 100082 Optimization of Chemical Flooding in a Mixed-Wet Dolomite Reservoir
G.A. Anderson and M. Delshad, U. of Texas at Austin; C.B. King, Intera Inc.; and H. Mohammadi and G.A. Pope, U. of Texas at Austin

SPE 100089 Identification and Evaluation of High-Performance EOR Surfactants
D.B. Levitt, A.C. Jackson, C. Heinson, and L.N. Britton, U. of Texas at Austin; T. Malik and V. Dwarakanath, Intera Inc.; and G.A. Pope, U. of Texas at Austin

SPE 100117 Application of SmartWell Technology to the SACROC CO₂ EOR Project: A Case Study
J. Brnak, Kinder Morgan Production Co. LP, and B. Petrich and M.R. Konopczynski, WellDynamics Inc.