Advanced Materials and Devices for Large-Area Electronics

April 16-20, 2001
San Francisco, California, USA
# TABLE OF CONTENTS

1  Ablation Lithography for TFT-LCD  
Kenkichi Suzuki, Nobuaki Hayashi, Hiroshi Masuhara and Thomas K. Lippert  

11 Monocrystalline Si Films from Transfer Processes for Thin Film Devices  
Ralf B. Bergmann, Christopher Berge, Titus J. Rinke, and Jürgen H. Werner  

17 Trends in Microelectronic Systems Integration: from System on a Chip to System in a Package  
Robert H. Reuss, Babu R. Chalamala and Simon Thomas  

29 Flat Panel Imagers Based on Excimer Laser Annealed, poly-Si Thin Film Transistor Technology  
J.P. Lu, K. Van Schuylenbergh, R. T. Fulks, J. Ho, Y. Wang, R. Lau, P. Nylen, P. Mei, M. Mulato, J. B. Boyce, and R. A. Street  

35 Large Area MEMS: Materials Issues and Applications  

41 Optically Assisted Metal-Induced Crystallization of Thin Si Films for Low-Cost Solar Cells  
Wei Chen, Bhushan Sopori, Kim Jones, and Robert Reedy  

47 Effect of Deposition Condition of Precursor Amorphous Silicon Thin Films on the Behavior of MILC  

53 High Quality Poly-Si Film And Transistor Formed By Nickel-Induced-Lateral-Crystallization And Pulsed-Rapid-Thermal-Annealing  
T.C. Leung, C.F. Cheng, M.C. Poon,  

59 Excimer Laser Annealing Effect on MILC Polycrystalline Silicon Film  
Kee-Chan Park, In-Hyuk Song, Sang-Hoon Jung and Min-Koo Han  

65 Advanced Excimer-Laser Recrystallization Technology for Crystal-Si Thin-Film Devices  
Masakiyo MATSUMURA  

76 A New Poly-Si TFT Employing XeCl Excimer Laser Annealing with Pre-patterned Al Laser Beam Mask  
Min-Koo Han, Sang-Hoon Jung, and Jae-Hong Jeon  

88 A New Double Laser Recrystallization Technique to Induce Ultra-Large Poly-Si Grains  
Minghong Lee, Seungjae Moon, Mutsuko Hatano, and Costas P. Grigoropoulos
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>94</td>
<td>Very Low Temperature E-gun Evaporated Gate Oxide of TFTs on Plastic Substrates</td>
<td>Cheon-Hong Kim, Sang-Hoon Jung and Min-Koo Han</td>
</tr>
<tr>
<td>100</td>
<td>Study on the Polycrystalline Silicon Films Deposited by Inductively Coupled Plasma Chemical Vapor Deposition</td>
<td>Byeong Y. Moon, Jae H. Youn, Sung H. Won, Jin Jang and Stanislav M. Pietruszko</td>
</tr>
<tr>
<td>106</td>
<td>Characteristics of Large-Area Plasma Enhanced Chemical Vapor Deposited TEOS Oxide with Various Short-Time Plasma Treatments</td>
<td>Ting-Kuo Chang, Ching-Wei Lin, Chang-Ho Tseng, Huang-Chung Cheng, Yuan-Ching Peng, and Wen-Tung Wang</td>
</tr>
<tr>
<td>112</td>
<td>Analysis of ITO Films Deposited on Various Polymer Substrates for High-Resolution Plastic Film LCDs</td>
<td>Jeong In Han, Sung Kyu Park, Chan Jae Lee, Won Keun Kim and Min Gi Kwak</td>
</tr>
<tr>
<td>120</td>
<td>Polycrystalline lead iodide films: optical, electrical and X-ray counting characterization</td>
<td>L. Fornaro, E. Saucedo, L. Mussio, A. Gancharov, F. Guimaraes and A. Hernandez</td>
</tr>
<tr>
<td>128</td>
<td>Properties of ZnO thin films deposited by spray pyrolysis and magnetron sputtering</td>
<td>Patricia Nunes, Elvira Fortunato, Rodrigo Martins</td>
</tr>
<tr>
<td>134</td>
<td>Varist or Behavior in Lead Based Perovskite Comounds</td>
<td>Dr. Seema Sharma and Prof. R.N.P. Choudhary</td>
</tr>
<tr>
<td>140</td>
<td>Zinc Oxide Thin Films Deposited by rf Magnetron Sputtering on Mylar Substrates at Room Temperature</td>
<td>Elvira Fortunato, Patricia Nunes, António Marques, Daniel Costa, Hugo Águas, Isabel Ferreira, Maria E. V. Costa and Rodrigo Martins</td>
</tr>
<tr>
<td>146</td>
<td>Thin Film Metal Oxide Semiconductors Deposited on Polymeric Substrates</td>
<td>Elvira Fortunato, Patricia Nunes, António Marques, Daniel Costa, Hugo Águas, Isabel Ferreira, Maria E. V. Costa and Rodrigo Martins</td>
</tr>
<tr>
<td>152</td>
<td>Performances presented by large area ZnO thin films deposited by spray pyrolysis</td>
<td>Patricia Nunes, Antonio Marques, Elvira Fortunato, Rodrigo Martins</td>
</tr>
<tr>
<td>158</td>
<td>Polycrystalline and Amorphous Chromium Oxide MOCVD</td>
<td>Yuneng Chang, Shengfu Huang, Minche Huang</td>
</tr>
<tr>
<td>164</td>
<td>PECVD amorphous silicon nitride at 120°C for a-Si:H TFTs.</td>
<td>Denis Stryahilev, Andrei Sazonov and Arokia Nathan</td>
</tr>
</tbody>
</table>
170 Charge carrier transport in a-Si:H/a-SiC:H heterojunction with blocking layer
   Yu. Vygranenko, M. Fernandes, P. Louro, A. Maçarico and M. Vieira

175 Image Acquisition Using Non-Pixeled Amorphous Silicon Based Sensors

180 Enhanced Low-Temperature Crystallization of Amorphous Si Films Using AlCl3 Vapor
   Jin Hyoung Ahn, Ji Hye Eom, and Byung Tae Ahn

186 Study of Crystal Growth in Grain-Filter for Location-Controlled Excimer Laser Crystallization
   Paul Ch. van der Will, B.D. van Dijk, G.J. Bertens, and R. Ishihara

192 Silicide Formation by Pulsed Excimer Laser Annealing
   Connie Lew and Michael O. Thompson

198 A Novel Poly-Si TFT in Line-Crossover with High Aperture Ratio and Small Signal Delay of AMLCD Panel
   Jin-Woo Park, In-Hyuk Song, Kee-Chan Park, Sang-Hoon Jung and Min-Koo Han

204 Effect of a-SiC:H film composition on the performance of large area optical sensors.

210 Emission Properties of Nanostructured Carbon Field-Emission Cathodes

215 Silicon Field Emitter Arrays Integrated with MOSFET Devices
   Ching-yin Hong and Akintunde I. Akinwande

221 Investigation of MgO and Mg1-xTiO thin films by electrostatic spray deposition method for a protective layer of AC-plasma display panel
   Soo Gil Kim, Young-Kee Kim, Chung-Hoo Park, and Hyeong Joon Kim

227 Low-Temperature Poly-Si TFT by Excimer Laser Annealing
   Tohru Nishibe

232 UV-Optics for Excimer Laser based Crystallization Processes
   H.-J. Kahlert, Frank Simon and Berthold Burghardt

238 Long-Pulse Duration Excimer Laser Processing in the Fabrication of High Performance Polysilicon TFTs For Large Area Electronics
   E. Fogarassy, B. Préot, S. de Unamuno, C. Prat, D. Zahorski, Y. Helen, T. Mohammed-Brahim
Recent Progress in High Power Excimer Laser Development for Producing Next Generation Large-Area Electronic Devices.  

The Effect of Sputtering Gas on the Materials and Electrical Characteristics of p-Si Films Formed by DC Magnetron Sputtering  
A. T. Voutsas

Origin of Inhomogeneity in Pulsed Excimer-Laser Crystallized Silicon Films Studied by Computer Simulation  
Toshio Kudo, Daiji Ichishima and Cheng-Guo Jin

Single-Axis Projection Scheme for Conducting Sequential Lateral Solidification of Si Films for Large-Area Electronics  
Alexander Limanov, Vladimir Borisov

Numerical Modeling of High Repetition Rate Pulsed Laser Crystallization of Silicon Films on Glass  
Jürgen R. Köhler, Ralf Dassow, and Jürgen H. Werner

Characterization & Analysis of Sub-Grain Boundaries in Sequential Lateral Solidification Processed SOI Films  
M. A. Crowder, A. B. Limanov, B. A. Turk, and James S. Im

(001)-textured laser-crystallized silicon thin films on glass substrates  
M. Nerding, S. Christiansen, G. Esser, U. Urmoneit, A. Otto, H. P. Strunk

Single-Crystal Thin Film Transistor by Grain-Filter Location-Controlled Excimer-Laser Crystallization  
Barry D. van Dijk, Paul Ch. Van der Wilt, G. J. Bertens, Lis. K. Nanver, and Ryoichi Ishihara

Effect of Excimer Laser Annealing on Ultra-low Temperature Gate Dielectrics  
Wonsuk Chung and Michael O. Thompson

Fabrication and Characterization of Poly-Si Schottky-Barrier Thin-Film Transistors  
Horng-Chih Lin, Tsao-Yuan Huang, Kuan-Lin Yeh, Rou-Gu Huang, and Meng-Fan Wang

Low Temperature Process Technologies for The Next Generation High Performance Polycrystalline Silicon Thin-Film Transistors  
Seiichiro Higashi, Daisuke Abe, Satoshi Inoue and Tatsuya Shimoda

Characterization of Low Temperature Polysilicon TFTs with Self-Aligned Graded LDD Structure  
Ching-Wei Lin, Li-Jing Cheng, Yin-Lung Lu, and Huang-Chung Cheng
335 High Quality Growth of SiO2 at 80°C by Electron Cyclotron Resonance (ECR) for Thin Film Transistors

341 Preparation and Characterization of Low Temperature Silicon Dioxide Thin Films Using Tetramethylsilane (TMS) for Microfabrication Applications
Xin Lin and Stephen J. Fonash

347 Electrical Properties of SrTa2O6 Thin Films Deposited by Plasma Enhanced Atomic Layer Deposition (PEALD)

353 Oxidation of Molybdenum Thin Films and its Impact on Molybdenum Field Emitter Arrays
Babu R. Chalamala, Robert H. Reuss and Yi Wei

359 Double-Gated Singly-Addressable Polysilicon Tip Array Fabrication and Characterization
N.N. Chubun, A.G. Chakhovskoi, M. Hajra, and C.E. Hunt,

365 Electron Transmission Through Modified Schottky Barriers
Kevin L. Jensen

371 Anomalies in the Behavior of Mo Field Emitter Arrays in Inert Gases and Some Insights into the Degradation Mechanisms
Robert H. Reuss and Babu R. Chalamala

377 Porous Silicon Coated With Ultra-Thin Diamond-Like Carbon Film Cathodes

383 Field emission from novel room temperature grown carbon based multilayered cathodes
B.S. Satyanarayana, K. Nishimura and A. Hiraki.

389 Field Emission Characteristic of Silicon Cathodes Coated with GaN Nanoparticles
M. Hajra, N.N. Chubun, A.G. Chakhovskoi, C.E. Hunt, K. Liu, A. Murali, S.H. Rishud, T. Tyler and V. Zhirnov

396 Synthesis and luminescent properties of GaN and GaN-Mn blue nanocrystalline thin-film phosphor for FED
Vyacheslav D. Bondar, Thomas E. Felter, Charles E. Hunt, Igor Yo. Kucharsky, Andrei G. Chakhovskoi
Nano crystalline silicon film serves as the emission material for the field emission pressure sensor

Liao Bo