International Symposium on Air Quality and Manure Management for Agriculture 2010

Dallas, Texas, USA
13 – 16 September 2010

# TABLE OF CONTENTS

## AIR QUALITY PRESENTATIONS

### DISPERSION MODELING

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>MODELING ODOR DISPERSION FROM INTERNAL BOUNDARY LAYER PROCESS</td>
<td>1</td>
</tr>
<tr>
<td>J. Mcenery, J. Gregory, C. Fedler</td>
<td></td>
</tr>
<tr>
<td>MODELING PM10 REGIONAL TRANSPORT FROM DISKING OPERATIONS</td>
<td>10</td>
</tr>
</tbody>
</table>

## GREENHOUSE GASES

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>DIRECT MEASUREMENTS OF GREENHOUSE GAS EMISSIONS FROM GROUND LEVEL AREA SOURCES IN A DAIRY OPERATION</td>
<td>18</td>
</tr>
<tr>
<td>M. Borhan, S. Capareda, S. Mukhtar, W.B. Faulkner, R. Mcgee, C.B. Parnell, Jr.</td>
<td></td>
</tr>
<tr>
<td>CHARACTERIZATION AND GAS EMISSION FROM PIG SLURRY WITH AND WITHOUT PREVIOUS SOLID-LIQUID SEPARATION</td>
<td>27</td>
</tr>
<tr>
<td>V. Moset, A. G. Torres, F. Estelles, A. Cerisuelo</td>
<td></td>
</tr>
<tr>
<td>GREENHOUSE GAS EMISSION REDUCTIONS FOR SEVEN ON-FARM DAIRY MANURE-BASED ANAEROBIC DIGESTION SYSTEMS – FINAL RESULTS</td>
<td>35</td>
</tr>
<tr>
<td>J. L. Pronto, C. A. Gooch</td>
<td></td>
</tr>
<tr>
<td>METHANE EMISSIONS FROM A NEW MEXICO DAIRY LAGOON SYSTEM</td>
<td>43</td>
</tr>
<tr>
<td>R. W. Todd, N. A. Cole, K. D. Casey, R. Hagevoort, B. W. Auvermann</td>
<td></td>
</tr>
<tr>
<td>ANALYZING THE COST EFFECTIVENESS OF ACCOUNTING FOR THE METHANE EMISSIONS FROM LIVESTOCK ANAEROBIC DIGESTION PROJECTS</td>
<td>53</td>
</tr>
<tr>
<td>P. J. Wood</td>
<td></td>
</tr>
</tbody>
</table>

## MEASURING TECHNIQUES

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>EMISSIONS OF AERIAL POLLUTANTS FROM POULTRY HOUSES</td>
<td>61</td>
</tr>
<tr>
<td>A. J. A. Aarnink, A. Winkel, J. Mosquera, N. W. M. Ogink</td>
<td></td>
</tr>
<tr>
<td>COMPARISON OF GAS SAMPLING BAGS TO TEMPORARILY STORE HYDROGEN</td>
<td>69</td>
</tr>
<tr>
<td>SULFIDE, AMMONIA, AND GREENHOUSE GASES</td>
<td></td>
</tr>
<tr>
<td>N. Akdeniz, K. A. Janni, L. D. Jacobson, B. P. Heitchler</td>
<td></td>
</tr>
<tr>
<td>PHOTOMETRIC MEASUREMENT OF GROUND-LEVEL FUGITIVE DUST EMISSIONS FROM CONCENTRATED ANIMAL FEEDING OPERATIONS</td>
<td>76</td>
</tr>
<tr>
<td>S. L. P. Sakirkin, B. W. Auvermann, T. Kwon, G. W. Marek, K. Hefflin, K. J. Bush</td>
<td></td>
</tr>
<tr>
<td>DESIGN AND IMPLEMENTATION OF AIR POLLUTION MEASURING PORTABLE DEVICE OF WHEAT CROP THRESHING</td>
<td>86</td>
</tr>
<tr>
<td>M. A. Baiomy, A. M. El-Gindy, Mohamed, Sh Wesam, M. M. Abdelhamed</td>
<td></td>
</tr>
<tr>
<td>MITIGATION AND REMEDIATION OF GASEOUS EMISSIONS FROM SWINE PRODUCTION FACILITIES</td>
<td>101</td>
</tr>
<tr>
<td>K. S. Blankenship, J. C. Turner, S. Carter, J. A. Hattey</td>
<td></td>
</tr>
<tr>
<td>A MASS TRANSFER MODEL OF ETHANOL EMISSION FROM THIN LAYERS OF CORN SILAGE</td>
<td>107</td>
</tr>
<tr>
<td>A SIMPLIFIED METHOD TO ASSESS GREENHOUSE GAS AND AMMONIA EMISSION FACTORS OF FATTENING PIGS REARED ON FULLY SLATTED FLOOR</td>
<td>115</td>
</tr>
<tr>
<td>N. Guingand, S. Lagadec, P. Robin, M. Hassouna</td>
<td></td>
</tr>
<tr>
<td>COMPARISON OF DIFFERENT DYNAMIC FLOATING CHAMBERS TO ASSESS GASEOUS EMISSIONS FROM STORED PIG SLURRY</td>
<td>123</td>
</tr>
<tr>
<td>M. Hassouna, S. Espagnol, S. Lagadec, L. Loyon, F. Guiziou, P. Robin</td>
<td></td>
</tr>
<tr>
<td>CATALYTIC OZONATION OF AIR POLLUTANTS FROM SWINE FARMING OPERATIONS</td>
<td>131</td>
</tr>
<tr>
<td>V. Mbaneme, P. Kolar</td>
<td></td>
</tr>
<tr>
<td>Title</td>
<td>Page</td>
</tr>
<tr>
<td>----------------------------------------------------------------------</td>
<td>------</td>
</tr>
<tr>
<td>APPLICATIONS AND CALIBRATIONS OF THE FANS AND TRAVERSE METHODS FOR</td>
<td>138</td>
</tr>
<tr>
<td>BARN AIRFLOW RATE MEASUREMENT</td>
<td></td>
</tr>
<tr>
<td>T-T Lim, J-Q Ni, A. J. Heber, Y. Jin</td>
<td></td>
</tr>
<tr>
<td>MICRO-TUNNEL METHOD OF FLUX MEASUREMENT ON SAMPLE REPEATABILITY AND</td>
<td>146</td>
</tr>
<tr>
<td>FLUX PREDICTIVE MODEL</td>
<td></td>
</tr>
<tr>
<td>D. Schmidt, C. Clinton, K. Clow, B. Martinez, J. Koziel, L. Cai, S. Zhang</td>
<td></td>
</tr>
<tr>
<td>A PROCESS-BASED MODEL FOR AMMONIA EMISSION FROM STORAGES OF FLUSHED</td>
<td>155</td>
</tr>
<tr>
<td>DAIRY MANURE</td>
<td></td>
</tr>
<tr>
<td>V. K. Vaddella, P. M. Ndegwa, H. Joo</td>
<td></td>
</tr>
<tr>
<td>A MODEL OF AMMONIUM ION DISSOCIATION IN LIQUID DAIRY MANURE</td>
<td>165</td>
</tr>
<tr>
<td>V. K. Vaddella, P. M. Ndegwa, A. Jiang</td>
<td></td>
</tr>
<tr>
<td>FACTORS AFFECTING METHANE EMISSION POTENTIAL OF SWINE AND CATTLE</td>
<td>180</td>
</tr>
<tr>
<td>MANURES</td>
<td></td>
</tr>
<tr>
<td>MULTIPLE SPECIE EMISSION</td>
<td></td>
</tr>
<tr>
<td>THE AIR EMISSIONS FROM BROILER BUILDINGS IN CALIFORNIA</td>
<td>189</td>
</tr>
<tr>
<td>X-J. Lin, E. Cortus, R. Zhang, S. Jiang, A. J. Heber</td>
<td></td>
</tr>
<tr>
<td>THE GASEOUS AND PARTICULATE MATTER EMISSIONS FROM HIGH-RISE Layer</td>
<td>197</td>
</tr>
<tr>
<td>BUILDINGS IN CALIFORNIA</td>
<td></td>
</tr>
<tr>
<td>USING CAPECAB TO PROCESS EMISSION DATA IN THE NATIONAL AIR EMISSIONS</td>
<td>205</td>
</tr>
<tr>
<td>MONITORING STUDY</td>
<td></td>
</tr>
<tr>
<td>A COMPARISON OF GASEOUS EMISSIONS FROM SWINE FINISHER FACILITIES FED</td>
<td>213</td>
</tr>
<tr>
<td>TRADITIONAL VS. A DDGS-BASED DIET</td>
<td></td>
</tr>
<tr>
<td>L. M. Pepple, R. T. Burns, H. Xin, H. Li, J. F. Patience</td>
<td></td>
</tr>
<tr>
<td>USING WEBCASTS TO HIGHLIGHT AIR QUALITY RESEARCH</td>
<td>221</td>
</tr>
<tr>
<td>R. Stowell, J. Heemstra, D. Schulte, R. Sheffield, K. Janni, E. Wheeler</td>
<td></td>
</tr>
<tr>
<td>ODORS</td>
<td></td>
</tr>
<tr>
<td>ODOR AND ODOROUS CHEMICAL EMISSIONS FROM ANIMAL BUILDINGS: PART 2-</td>
<td>226</td>
</tr>
<tr>
<td>ODOR EMISSIONS</td>
<td></td>
</tr>
<tr>
<td>ODOR AND CHEMICAL EMISSIONS FROM DAIRY AND SWINE FACILITIES: PART 1 –</td>
<td>234</td>
</tr>
<tr>
<td>PROJECT OVERVIEW AND COLLECTION METHODS</td>
<td></td>
</tr>
<tr>
<td>DOWNWIND ODOR ANALYSIS USING A FIELD OLFACTOMETER AND A HANDHELD</td>
<td>242</td>
</tr>
<tr>
<td>WEATHER STATION</td>
<td></td>
</tr>
<tr>
<td>S. D. Bereznicki, A. J. Heber, R. B. Jacko</td>
<td></td>
</tr>
<tr>
<td>WHAT’S THE BIG STINK? AN INTRODUCTION TO MANAGING ODOR IN AGRICULTURE</td>
<td>250</td>
</tr>
<tr>
<td>J. E. Ferguson, S. M. Tebbutt, S. L. Woodruff</td>
<td></td>
</tr>
<tr>
<td>GROUND TRUTHING CALPUFF AND AERMOD FOR ODOR DISPERSION FROM SWINE</td>
<td>257</td>
</tr>
<tr>
<td>BARN USING AMBIENT ODOR ASSESSMENT TECHNIQUES</td>
<td></td>
</tr>
<tr>
<td>COMPARISON OF AMBIENT ODOR ASSESSMENT TECHNIQUES IN A CONTROLLED</td>
<td>269</td>
</tr>
<tr>
<td>ENVIRONMENT</td>
<td></td>
</tr>
<tr>
<td>ODOR AND ODOROUS CHEMICAL EMISSIONS FROM ANIMAL BUILDINGS: PART 5 –</td>
<td>279</td>
</tr>
<tr>
<td>CORRELATIONS BETWEEN ODOR INTENSITIES AND CHEMICAL CONCENTRATIONS</td>
<td></td>
</tr>
<tr>
<td>(GC-MS/O)</td>
<td></td>
</tr>
<tr>
<td>ODOR AND ODOROUS CHEMICAL EMISSIONS FROM ANIMAL BUILDINGS: PART 4-</td>
<td>286</td>
</tr>
<tr>
<td>CORRELATIONS BETWEEN SENSORY AND CHEMICAL MEASUREMENTS</td>
<td></td>
</tr>
</tbody>
</table>
ODOR AND ODOROUS CHEMICAL EMISSIONS FROM ANIMAL BUILDINGS: PART 3-
CHEMICAL EMISSIONS ................................................................. 294
REDUCTION OF MALODORS FROM SWINE LAGOONS THROUGH INFLUENT PRE-
TREATMENT ................................................................. 303
A. A. Szogi, J. H. Loughrin, M. B. Vanotti
PRELIMINARY STUDY OF EFFECTS OF ANAEROBIC DIGESTION OF MANURE ON VFA
CONTENT AND ODOR CONCENTRATION .................................... 309
Y. Úbeda, J. Nicolas, S. Calvet, A. López, R. Neyrinck
AMENDMENTS FOR SHORT- AND MEDIUM-TERM MITIGATION OF ODOR EMISSIONS
FROM DAIRY MANURE ............................................................................................................................... 317
E. F. Wheeler, M. A. A. Adviento-Borbe, R. C. Brandt, P. A. Topper, D. A. Topper, H. A. Elliot, R. E. Graves, A. N.
Hristov, V. A. Ishler, M. A. Bruns

PARTICULATE MATTER

EFFECT OF BEDDING MATERIAL ON DUST AND AMMONIA EMISSION FROM BROILER
HOUSES ....................................................................................................................... 325
J. Van Harn, A. J. A. Aarnink, J. Mosquera, N. W. M. Ogink
TIME-VARYING PM10 EMISSIONS FROM OPEN-LOT DAIRIES AND CATTLE FEEDYARDS ..................................................... 331
B. W. Auvermann, K. J. Bush, G. W. Marek, K. Heflin, W. B. Wilhite, S. L. P. Sakirkin
SOURCE IDENTIFICATION AND QUANTIFICATION OF PARTICULATE MATTER EMMETED
FROM LIVESTOCK HOUSES ....................................................................................................................... 339
THE ENVIRONMENTAL COST OF REDUCING AGRICULTURAL PM2.5 EMISSIONS ......................... 347
P. A. Funk
BACTERIAL CHARACTERIZATION, DEPOSITION, AND EMISSION FACTORS FOR
PARTICULATE MATTER GENERATED DURING THE LAND APPLICATION OF DAIRY
MANURE IN NORTHERN NEW YORK ........................................................................................................... 368
M. A. Jahnke, S. W. Rogers
DEVELOPMENT OF LOW-COST DUST GENERATION CHAMBER AND WIRELESS
NEPHELOMETERS FOR A FEEDLOT DUST STUDY .......................................................................................... 376
S. R. Klar, T. M. Kwon, B. W. Auvermann
FIELD EVALUATION OF WINDBREAK EFFECT ON AIRFLOW DOWNWIND OF POULTRY
HOUSING TUNNEL FANS ....................................................................................................................... 384
Y. Liang, K. W. Vandevender, G. T. Tabler
EFFECT OF FEEDING SCHEDULE ON FRACTIONATED PARTICULATE MATTER
DISTRIBUTION IN ROOSTER HOUSE ........................................................................................................... 393
N. Lovanh, J. Loughrin, P. Silva, R. Gates, J. Taraba, G. Day
A COMPARISON OF PARTICULATE MATTER CONCENTRATION MEASURED BY TEOM
AND DUSTTRAK ....................................................................................................................... 398
J. P. Post, S. G. Bajwa, Y. Liang, T. A. Costello

REACTIVE NITROGEN

INFLUENCE OF REDUCED N DIETS ON AMMONIA EMISSIONS FROM CATTLE FEEDLOT
PENS ....................................................................................................................... 405
K. J. Galles, J. M. Ham, E. Westover, J. J. Stratton, J. Wagner, S. Archibeque
MODELING AMMONIA EMISSIONS FROM CATTLE FEEDLOT PENS ....................................................................................................................... 413
J. M. Ham
AMMONIA EMISSIONS FROM DOWNTIME LITTER MANAGEMENT IN BROILER HOUSING ......................................................... 421
Y. Liang, G. T. Tabler, K. W. Vandevender
AMMONIA EMISSION, MANURE NUTRIENTS AND EGG PRODUCTION OF LAYING HENS
FED DISTILLER DRIED GRAIN DIETS ........................................................................................................... 429
E. F. Wheeler, P. H. Patterson, H. Xin, R. S. Gates, C. Gregory, A. Y. Pekel, H. K. Burley, A. Adrizal, P. A. Topper, M.
A. A. Adviento-Borbe
MEASUREMENTS OF VOLATILE ORGANIC COMPOUNDS FROM GROUND LEVEL AREA
SOURCES IN A DAIRY OPERATION USING ISOLATION FLUX CHAMBER ........................................................................................................... 437
M. S. Borhan, S. Capareda, S. Mukhtar, W. B. Faulkner, R. Mcgee, C. B. Parnell, Jr.
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>A FARM-LEVEL MODEL OF VOC EMISSION FROM SILAGE</td>
<td>446</td>
</tr>
<tr>
<td>S. D. Hafner, F. Montes, C. A. Rotz, F. M. Mitloehner</td>
<td></td>
</tr>
<tr>
<td>MANURE MANAGEMENT PRESENTATIONS</td>
<td></td>
</tr>
<tr>
<td>EFFECT OF MOISTURE CONTENT ON THE HEATING PROFILE IN COMPOSTED BROILER LITTER</td>
<td>454</td>
</tr>
<tr>
<td>A. M. Schmidt, J. D. Davis, J. L. Purswell, A. S. Kiess</td>
<td></td>
</tr>
<tr>
<td>SODIUM PENTOBARBITAL RESIDUES IN COMPOST PILES CONTAINING CARCASSES OF EUTHANIZED EQUINES</td>
<td>467</td>
</tr>
<tr>
<td>WILD DEER AS RESERVOIRS OF MANURE PATHOGENS AND RESISTANCE GENES</td>
<td>476</td>
</tr>
<tr>
<td>C. E. Shaffer, S. W. Rogers</td>
<td></td>
</tr>
<tr>
<td>EFFECT OF ANAEROBIC DIGESTION OF DAIRY MANURE ON BACTERIAL SURVIVAL AFTER LAND APPLICATION</td>
<td>484</td>
</tr>
<tr>
<td>J. H. Harrison, J. Gay, L. Whitefield, O. Saunders, R. McClanahan, A. M. Fortuna</td>
<td></td>
</tr>
<tr>
<td>TREATMENT OF AQUACULTURE WASTEWATER USING FLOATING VEGETATED MATS</td>
<td>492</td>
</tr>
<tr>
<td>PHOSPHORUS REMOVAL OF DAIRY WASTEWATER VIA LIME PRECIPITATION</td>
<td>500</td>
</tr>
<tr>
<td>R. E. Sheffield, T. F. Davis, V. R. Moreira, B. D. LeBlanc</td>
<td></td>
</tr>
<tr>
<td>VEGETATED TREATMENT SYSTEM DESIGN AND MONITORING AT TWO LARGE CAFO BEEF FEEDLOTS IN NEBRASKA</td>
<td>508</td>
</tr>
<tr>
<td>ADVANCEMENTS IN SPRINKLER VEGETATIVE TREATMENT SYSTEMS FOR SMALL AND MEDIUM ANIMAL FEEDING OPERATIONS</td>
<td>517</td>
</tr>
<tr>
<td>J. Gross, C. Henry</td>
<td></td>
</tr>
<tr>
<td>MONITORING THE PERFORMANCE OF VEGETATIVE TREATMENT SYSTEMS ACROSS SUBHUMID AND SEMIARID RAINFALL ZONES</td>
<td>527</td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td>ANALYSIS OF THE EFFECT OF SPATIAL AND TEMPORAL SAMPLING DENSITIES ON ACCURACY OF PREDICTING THE HEATING PROFILE IN WINDROWED BROILER LITTER</td>
<td>535</td>
</tr>
<tr>
<td>A. M. Schmidt, J. D. Davis, J. L. Purswell, Z. Fan, A. S. Kiess</td>
<td></td>
</tr>
<tr>
<td>OKLAHOMA STATE UNIVERSITY SWINE RESEARCH AND EDUCATION CENTER MANURE HANDLING AND UTILIZATION SYSTEM</td>
<td>547</td>
</tr>
<tr>
<td>D. W. Hamilton, M. A. Kizer, M. T. Steele, R. S. Frazier, S. D. Carter, K. S. Brock, R. D. Williamson</td>
<td></td>
</tr>
<tr>
<td>PYROGASIFICATION OF BLENDED ANIMAL MANURES TO PRODUCE COMBUSTIBLE GAS AND BIOCHAR</td>
<td>553</td>
</tr>
<tr>
<td>K. S. Ro, K. B. Cantrell, P. G. Hunt</td>
<td></td>
</tr>
<tr>
<td>CONTINUOUS OPERATION OF A FULL SCALE ANAEROBIC SEQUENCING BATCH REACTOR TREATING LOW STRENGTH SWINE MANURE</td>
<td>561</td>
</tr>
<tr>
<td>M. T. Steele, D. W. Hamilton</td>
<td></td>
</tr>
<tr>
<td>INEXPENSIVE BIOGAS CONDITIONING FOR SMALL DIGESTERS</td>
<td>569</td>
</tr>
<tr>
<td>C. S. Hansen, C. Hansen</td>
<td></td>
</tr>
<tr>
<td>APPROACHES FOR SELECTING ANAEROBIC DIGESTION CO-SUBSTRATES FOR A FULL-SCALE BEEF MANURE DIGESTER USING BIOCHEMICAL METHANE POTENTIALS AND ANAEROBIC TOXICITY ASSAYS</td>
<td>575</td>
</tr>
<tr>
<td>S. T. Sell, R. T. Burns, D. R. Raman, L. B. Moody</td>
<td></td>
</tr>
<tr>
<td>INVESTIGATIONS INTO THE BENEFICIAL USES OF ASH FROM THE COMBUSTION OF MANURE FROM BEEF CATTLE FEEDLOTS</td>
<td>581</td>
</tr>
<tr>
<td>MECHANICAL AND CHEMICAL TREATMENT OF SLURRY FROM PIG FINISHING UNITS TO REDUCE ODOR AND AMMONIA EMISSIONS</td>
<td>590</td>
</tr>
<tr>
<td>K. E. N. Jonassen, M. Lyngbye, K. Sørensen, C. Christophersen</td>
<td></td>
</tr>
<tr>
<td>EMERGENCY RESPONSE IN DISASTERS INVOLVING LIVESTOCK WHAT HAPPENS BEFORE YOU DISPOSE OF THE CARCASSES? LESSONS LEARNED</td>
<td>598</td>
</tr>
<tr>
<td>R. E. DeOtte, Jr., D. J. Solis</td>
<td></td>
</tr>
<tr>
<td>PHYSICAL AND CHEMICAL PROPERTIES OF RUNOFF FROM BEEF FEEDLOTS IN IOWA</td>
<td>607</td>
</tr>
<tr>
<td>L. M. Pepple, D. S. Andersen, R. T. Burns, L. B. Moody</td>
<td></td>
</tr>
</tbody>
</table>