### TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>ANALYSIS OF A BUILDING POWER SYSTEM WITH A ROOFTOP PV ARRAY AND PHEVS AS AN AGGREGATOR</td>
<td>1</td>
</tr>
<tr>
<td>TCP VETO: A NOVEL NETWORK ATTACK AND ITS APPLICATION TO SCADA PROTOCOLS</td>
<td>7</td>
</tr>
<tr>
<td>STORAGE OPERATION FOR PEAK SHAVING OF DISTRIBUTED PV AND WIND GENERATION</td>
<td>13</td>
</tr>
<tr>
<td>INVESTIGATION OF LITHIUM-ION BATTERY CYCLING IN A GRID TIED ROOFTOP PV SYSTEM THROUGH ACCELERATED TESTING</td>
<td>19</td>
</tr>
<tr>
<td>REAL-TIME CENTRAL DEMAND RESPONSE FOR PRIMARY FREQUENCY REGULATION IN MICROGRIDS</td>
<td>25</td>
</tr>
<tr>
<td>A METHOD FOR AGGREGATING AND UTILIZING DISTRIBUTION-LEVEL CONTROLLABLE LOADS FOR MANAGEMENT OF TRANSMISSION-LEVEL GRID SECURITY</td>
<td>26</td>
</tr>
<tr>
<td>A SMART DISTRIBUTION TRANSFORMER MANAGEMENT WITH MULTI-AGENT TECHNOLOGIES</td>
<td>32</td>
</tr>
<tr>
<td>NEW APPROACHES FOR SMART DEVICE INTEGRATION AND MAINTENANCE OF POWER SYSTEM MODELS UTILIZING A UNIFIED DATA SCHEMA</td>
<td>38</td>
</tr>
<tr>
<td>INTEGRATED VOLT/VAR CONTROL USING SINGLE-PHASE CAPACITOR BANK SWITCHING</td>
<td>44</td>
</tr>
<tr>
<td>BUILDING AN ARCHITECTURE BASED ON IP-MULTICAST FOR LARGE PHASOR MEASUREMENT UNIT (PMU) NETWORKS</td>
<td>51</td>
</tr>
<tr>
<td>A PASSIVITY CONTROL STRATEGY FOR VSC-HVDC CONNECTED LARGE SCALE WIND POWER</td>
<td>56</td>
</tr>
<tr>
<td>AN INTRANET-BASED TRANSMISSION GRID FAULT LOCATION PLATFORM USING SYNCHRONIZED IED DATA FOR THE TAIWAN POWER SYSTEM</td>
<td>62</td>
</tr>
<tr>
<td>DAY-AHEAD ELECTRICITY MARKET FORECASTING USING KERNELS</td>
<td>68</td>
</tr>
<tr>
<td>PERMANENT DATA LOSS IN HIGHLY AVAILABLE SUBSTATION AUTOMATION SYSTEMS</td>
<td>73</td>
</tr>
<tr>
<td>INFLUENCE MODELS OFCASCADE FAILURE AND FREQUENCY OSCILLATION IN THE POWER GRID</td>
<td>79</td>
</tr>
<tr>
<td>SMART GRID: AN ASSESSMENT OF OPPORTUNITIES AND CHALLENGES IN ITS DEPLOYMENT IN THE GHANA POWER SYSTEM</td>
<td>85</td>
</tr>
<tr>
<td>THE IMPACT OF OPTIMIZING ALGEBRAIC CONNECTIVITY IN HIERARCHICAL COMMUNICATION NETWORKS FOR TRANSMISSION OPERATIONS IN SMART GRIDS</td>
<td>90</td>
</tr>
<tr>
<td>MODEL SELECTION CRITERIA FOR SHORT-TERM MICROGRID-SCALE ELECTRICITY LOAD FORECASTS</td>
<td>96</td>
</tr>
<tr>
<td>A NEW UNDER-FREQUENCY LOAD SHEDDING SCHEME FOR ISLANDED DISTRIBUTION NETWORK</td>
<td>102</td>
</tr>
<tr>
<td>Title</td>
<td>Page</td>
</tr>
<tr>
<td>-----------------------------------------------------------------------</td>
<td>------</td>
</tr>
<tr>
<td>DEVELOPMENT OF A SMART-GRID CYBER-PHYSICAL SYSTEMS TESTBED</td>
<td>515</td>
</tr>
<tr>
<td>Mark J. Stanovich, Isaac Leonard, Sanjeev K. Srivastava, Mischa Steurer, Thomas P. Roth, Stephen Jackson</td>
<td></td>
</tr>
<tr>
<td>THE DIGITAL REVOLUTION IN MEASUREMENTS</td>
<td>521</td>
</tr>
<tr>
<td>H. Kirkham</td>
<td></td>
</tr>
<tr>
<td>A NOVEL METHOD FOR SINGLE PHASE-TO-GROUND FAULT LOCATION BASED ON WAVELET ANALYSIS AND CORRELATION</td>
<td>527</td>
</tr>
<tr>
<td>Taishang Bi, Rongrong Shen, Josep Plans, Huashi Zhao</td>
<td></td>
</tr>
<tr>
<td>AUTONOMOUS STATE ESTIMATION BASED DIAGNOSTIC SYSTEM IN SMART GRID</td>
<td>531</td>
</tr>
<tr>
<td>Sangyoon Choi, A. P. Sakis Melopoulos</td>
<td></td>
</tr>
<tr>
<td>LOAD-SCHEDULING AND PHEVS IN THE SMART GRID</td>
<td>537</td>
</tr>
<tr>
<td>Eirik Daleng Haukedal, Boye Amfelt Hoverstad, Pinar Ozturk, Axel Tidemann</td>
<td></td>
</tr>
<tr>
<td>LOAD MODELING AND VOLTAGE OPTIMIZATION USING SMART METER INFRASTRUCTURE</td>
<td>543</td>
</tr>
<tr>
<td>Bimal Shah, Anjan Bose, Anurag Srivastava</td>
<td></td>
</tr>
<tr>
<td>BIO-INSPIRED CYBER SECURITY FOR SMART GRID DEPLOYMENTS</td>
<td>549</td>
</tr>
<tr>
<td>A. David McKinon, Seth R. Thompson, Ruslan A. Doroshchuk, Glenn A. Fink, Errin W. Fulp</td>
<td></td>
</tr>
<tr>
<td>INTEGRATION OF PEVS AND PV-DG IN POWER DISTRIBUTION SYSTEMS USING DISTRIBUTED ENERGY STORAGE – DYNAMIC ANALYSES</td>
<td>555</td>
</tr>
<tr>
<td>Shengnan Shao, Farbod Jahanbakhsh, Julio Romero Agiero</td>
<td></td>
</tr>
<tr>
<td>A NOVEL COST-AWARE MULTI-OBJECTIVE ENERGY MANAGEMENT METHOD FOR MICROGRIDS</td>
<td>561</td>
</tr>
<tr>
<td>Ali Hooshmand, Babak Asgari, Ratnesh Sharma</td>
<td></td>
</tr>
<tr>
<td>CYBER/PHYSICAL SECURITY VULNERABILITY ASSESSMENT INTEGRATION</td>
<td>567</td>
</tr>
<tr>
<td>Doug Macdonald, Samuel L Clements, Scott W Patrick, Casey Perkins, George Muller, Mary J. Lancaster, Will Hutton</td>
<td></td>
</tr>
<tr>
<td>RISK-CONstrained ENERGY MANAGEMENT WITH MULTIPLE WIND FARMS</td>
<td>573</td>
</tr>
<tr>
<td>Yu Zhang, Nikolaos Gatis, Georgios B. Giammakis</td>
<td></td>
</tr>
<tr>
<td>A PRACTICAL METHOD FOR REALIZING LARGE-SCALE AND FLEXIBLE DEMAND RESPONSE</td>
<td>579</td>
</tr>
<tr>
<td>Toshihatsu Goinji, Yoshihiro Sugaya, Shinichiro Omachi</td>
<td></td>
</tr>
<tr>
<td>ENERGY SCHEDULING AND ALLOCATION IN ELECTRIC VEHICLE ENERGY DISTRIBUTION NETWORKS</td>
<td>585</td>
</tr>
<tr>
<td>Ping Yi, Ting Zhu, Guangyu Lin, Xiaochen Jiang, Guojie Li, Liangxi Si, Miroslav M. Begovic</td>
<td></td>
</tr>
<tr>
<td>CHARGING LOAD FROM LARGE-SCALE PLUG-IN HYBRID ELECTRIC VEHICLES: IMPACT AND OPTIMIZATION</td>
<td>591</td>
</tr>
<tr>
<td>Yin Yao, David Wenzhong Gao</td>
<td></td>
</tr>
<tr>
<td>A METAMODELING APPROACH TO UNIFYING IEC 61850 AND IEC 61970</td>
<td>597</td>
</tr>
<tr>
<td>Dae-Kyoo Kim, Hyosik Yang, Hyuksoo Jang, Daesung Hong, Herb Falk, Sangsiy Kim, Byungsun Lee</td>
<td></td>
</tr>
<tr>
<td>IDENTIFICATION SCHEME AND NAME SERVICE IN THE INTERNET OF ENERGY</td>
<td>603</td>
</tr>
<tr>
<td>Julian Krenge, Marcel Scheibmayer, Matthias Deindl</td>
<td></td>
</tr>
<tr>
<td>EUROPEAN TOWN MICROGRID AND ENERGY STORAGE</td>
<td>609</td>
</tr>
<tr>
<td>Hongfeng Li, Timothy Hennessy</td>
<td></td>
</tr>
<tr>
<td>GENERALIZED MICROGRID-TO-SMART GRID INTERFACE MODELS FOR VEHICLE-TO-GRID</td>
<td>615</td>
</tr>
<tr>
<td>Claudia Battistelli</td>
<td></td>
</tr>
<tr>
<td>GRID CODE VIOLATION DURING FAULT TRIGGERED ISLANDING OF HYBRID MICROGRID</td>
<td>621</td>
</tr>
<tr>
<td>Mazheruddin H. Syed, H. H. Zeineldin, M. S. El Moursi</td>
<td></td>
</tr>
<tr>
<td>ECONOMIC DEMAND DISPATCH OF CONTROLLABLE BUILDING ELECTRICAL LOADS INCORPORATING DELAYED RESPONSE TIMES</td>
<td>627</td>
</tr>
<tr>
<td>Jonathan Berardino, Chika O. Nwankpa</td>
<td></td>
</tr>
<tr>
<td>A QUASI-MONTE CARLO APPROACH FOR RADIAL DISTRIBUTION SYSTEM PROBABLISTIC LOAD FLOW</td>
<td>633</td>
</tr>
<tr>
<td>Tao Cui, Franz Franchetti</td>
<td></td>
</tr>
<tr>
<td>MODELING AND CONTROL OF AGGREGATED AIR CONDITIONING LOADS UNDER REALISTIC CONDITIONS</td>
<td>639</td>
</tr>
<tr>
<td>Chin-Yao Chang, Wei Zhang, Jianming Lian, Karanjit Kalsi</td>
<td></td>
</tr>
<tr>
<td>REVEALING TEMPORAL FEATURES OF ATTACKS AGAINST SMART GRID</td>
<td>645</td>
</tr>
<tr>
<td>Jun Yan, Yihua Zhu, Haibo He, Yan Sun</td>
<td></td>
</tr>
<tr>
<td>ADAPTIVE CONTROL FOR AN HVDC TRANSMISSION LINK WITH FACTS AND A WIND FARM</td>
<td>651</td>
</tr>
<tr>
<td>Yufei Tang, Haibo He, Jinyu Wen</td>
<td></td>
</tr>
</tbody>
</table>
RESOURCE AVAILABILITY EFFECTS ON COST OPTIMIZATION FOR BATTERY STORAGE SYSTEMS ................................................................. 657
Jesse Hill, Chika Nwankpa

STUDY OF THE TECHNIQUES AND DEVELOPMENT STRATEGY FOR A CONCENTRATED TYPE DISTRIBUTION AUTOMATION .................................................................................................................. 663
Yi Zheng, Tianyu Liu, Bingbing Shen, Jianghe Zhao

PROVIDING SECURITY TO A SMART GRID PROSUMER SYSTEM BASED ON A SERVICE ORIENTED ARCHITECTURE IN AN OFFICE ENVIRONMENT ........................................................................... 667
Alexander Camek, Florian Hofst, Denis Bytschkow

ONLINE TUNED NEURAL NETWORKS FOR FUZZY SUPERVISORY CONTROL OF PV-BATTERY SYSTEMS ................................................................. 674
Lucio Ciabattoni, Gianluca Ippoliti, Sauro Longhi

SMALL-SIGNAL STABILITY EFFECTS OF TURBINE GOVERNORS ON POWER SYSTEMS WITH HIGH PENETRATIONS OF INTEGRATED WIND POWER ........................................................................ 680
Hussein Abdelhalim, Amro M. Farid, Ambrose A. Adegbege, Luis Rouco, Kamal Youcef-Toumi

TRANSIENT STABILITY OF POWER SYSTEMS WITH DIFFERENT CONFIGURATIONS FOR WIND POWER INTEGRATION ................................................................. 686
Hussein M. Abdelhalim, Amro M. Farid, Ambrose A. Adegbege, Kamal Youcef-Toumi

A GAME-THEORETIC PRICE DETERMINATION ALGORITHM FOR UTILITY COMPANIES SERVING A COMMUNITY IN SMART GRID ................................................................................................. 693
Tiansong Cui, Yanzhi Wang, Siyu Yue, Shahin Nazarian, Massoud Pedram

DEMAND-SIDE MANAGEMENT OF AIR CONDITIONING COOLING LOADS FOR INTRA-HOUR LOAD BALANCING ................................................................. 699
Yu Zhang, Ning Lu

ULTRA-LARGE SCALE CONTROL ARCHITECTURE ................................................................................................................................. 705
Jeffrey Taft, Paul De Martini

USING SMART METERS TO BUILD FEEDER SECTION LOAD PROFILES TO EVALUATE DISTRIBUTED ENERGY RESOURCE CONNECTIONS ................................................................. 711
Ryan E. Boudreau

PERFORMANCE EVALUATION SYSTEM FOR POWER GRID DISPATCH AND OPERATION ......................................................................................... 716
Ming Jin, Mike Yao, But-Chung Chiu, Xuebei Yu, Jun Liu, Tao Zhang, Ben Zhang

DYNAMIC KEY REFRESHMENT FOR SMART GRID MESH NETWORK SECURITY ................................................................................................. 722
Hamid Ghavari, Bin Hu

A REAL-TIME PLATFORM FOR VALIDATING CONTINUOUS WIDE-AREA CONTROL SYSTEMS ................................................................................................................................. 728
A. Shrestha, V. Cecchi, R. W. Cox

DISTRIBUTED COMPENSATION OF A LARGE INTERMITTENT ENERGY RESOURCE IN A DISTRIBUTION FEEDER ................................................................................................................................. 734
S. Abdollahy, A. Mamoudi, F. Cheng, A. Ellis, J. Johnson

INTEGRATING DYNAMIC BUILDING LOAD MODEL INTO INTERCONNECTED POWER SYSTEMS ................................................................................................. 740
M. K. Muthalib, C. O. Nw

A METHOD TO VISUALIZE INTERACTION OF DISTRIBUTED GENERATION AND FEEDERS' VOLTAGE PROFILES ................................................................................................................................. 746
Jiankang Wang, Pedro M. S. Carvalho, James L. Kirtley

FACTORs INFLUENCING VOLTAGE PROFILES OF DISTRIBUTED-GENERATION-INTEGRATED FEEDERS ................................................................................................................................. 751
Jiankang Wang, Pedro M. S. Carvalho

MATURITY MODEL FOR ADVANCING SMART GRID INTEROPERABILITY ................................................................................................................................. 758
M. Knight, S. Widergren, J. Mater, A. Montgomery

A LESSON LEARNED FROM RECENTCASCADEING OUTAGES: COUPLED INTERFACE AND ITS IMPACT OF THE SMART-GRID DEVELOPMENT ................................................................................................. 764
Wei Huang, Varun Perumalla, Di Wu, S. Hossein Hosseini, John N. Jiang

MODELING, SIMULATION AND HARDWARE IMPLEMENTATION OF A PV POWER PLANT IN A DISTRIBUTED ENERGY GENERATION SYSTEM ......................................................................................... 770
P. I. Muoka, M. E. Haque, A. Gargoom

PERFORMANCE IMPROVEMENT OF A GRID CONNECTED DIRECT DRIVE WIND TURBINE USING SUPER-CAPACITOR ENERGY STORAGE ................................................................................................................................. 776
M. M. Chowdhury, M. E. Haque, A. Gargoom, M. Negnevitsky

STRUCTURED ENERGY: MICROGRIDS AND AUTONOMOUS TRANSACTIVE OPERATION ................................................................................................. 782
William Cox, Toby Considine