7th International Conference on Integrated Modeling and Analysis in Applied Control and Automation

(IMAACA 2013)

Held at the International Multidisciplinary Modeling and Simulation Multiconference

Athens, Greece
25-27 September 2013

Editors:

Agostino Bruzzone  Sergio Junco
Geneviève Dauphin-Tanguy  Yuri Merkuryev

ISBN: 978-1-62993-488-4
## Index

Battery system modeling and identification for electric propulsion vehicle with fault simulation
Kyuhong Han

Nonlinear hybrid sliding mode control of an electrohydraulic active suspension
Bassel Shaer, Jean-Pierre Kenné, Claude Kaddissi, Vladimir Polotski

Dynamic modeling and control of off-road truck using bond graphs
Ashish Gupta, Vikas Rastogi

H-infinity control with time domain specifications applied to a heat exchanger network
Fábio Delatore, Fabrizio Leonardi, Luís Novazzi, José Da Cruz

Bondgraphs modeling and simulation on dynamic characteristics of cavitating pump system
Kazuhiro Tanaka, Toshiyuki Sato, Hiroshi Tsukamoto, Takehisa Kohda, Katsuya Suzuki

State and unknown input observer: analysis and design
Eugene Tarasov, Ibtiseme Gahlouz, Christophe Sueur, Belkacem Ould Bouamama

Modeling and simulation of an automated manual transmission system
Hua Huang, Sebastian Nowoisky, René Knoblich, Clemens Gühmann

Bond graph proportional-integral observer-based robust fault detection
Ghada Saoudi, Rafika EL Harabi, Geneviève Dauphin-Tanguy, Belkacem Ould Bouamama, Mohamed Naceur Abdelkrim

3D computational model including topographic data for the prediction of dire wind regimes and vortex shedding in an attempt to improve tall building reliability
Drishtysingh Ramdenee, Pierre Luc Paradis, Hussein Ibrahim, Hemraj Joyram, Adrian Ilinca

Three-dimensional multi-body bond graph model for vibration control of long shafts - application to oil well drilling
Geoff Rideout, Farid Arvani, Stephen Butt, Ehsan Fallahi

Tuning the position of a fuzzy cognitive map attractor using back propagation through time
Michal Gregor, Peter Groumpos

Bond-graph based controller design of a two-input two-output four-tank system
Matias Nacusse, Sergio Junco

Observer-based actuator and sensor fault estimation
Christophe Sueur

Author’s Index