8th International Symposium on Measurement Techniques for Multiphase Flows

Guangzhou, P. R. China
13–15 December 2013

Editors
Yang Li
Yingna Zheng
Guangdong University of Technology, Guangzhou, P. R. China

All papers have been peer reviewed.

Sponsoring Organizations
Organized by
The Chinese Society for Measurement Techniques on Multiphase Flow
The Japanese Society for Multiphase Flow
National Natural Science Foundation of P. R. China

Sponsored by
Guangdong University of Technology

Co-sponsored by
Southeast University
University of Shanghai for Science and Technology
Tianjin University
Zhejiang University
Institute of Mechanics, Chinese Academy of Sciences
Beihang University
North China Electric Power University
Editors
Yang Li
Yingna Zheng
School of Information Engineering
Guangdong University of Technology
No. 100 Waihuan Xi Road
Guangzhou Higher Education Mega Center
Panyu District, Guangzhou 510006
P. R. China
E-mail: lyang@gdut.edu.cn
zhengyn@gdut.edu.cn

Advertisement: AIP Conference Proceedings
ISSN 0094-243X
Printed in the United States of America
# Table of Contents

**Preface: The 8th International Symposium on Measurement Techniques for Multiphase Flows**  
Yang Li

## PROCESS TOMOGRAPHY

An ECT/ERT dual-modality sensor for oil-water two-phase flow measurement  
Pitao Wang, Huaxiang Wang, Benyuan Sun, Ziqiang Cui, and Wenrui Huang

Electrical impedance tomography spectroscopy method for characterising particles in solid-liquid phase  
Yanlin Zhao, Mi Wang, and Jun Yao

An improved back projection algorithm of ultrasound tomography  
Chen Xiaozhen, Su Mingxu, and Cai Xiaoshu

Characterization of capacitance sensor for the measurement of water droplet in gas  
Liye Guo, Yunjie Yang, Lei Lei, and Lihui Peng

Measurement strategy for rectangular electrical capacitance tomography sensor  
Jiamin Ye, Ruihuan Ge, Guizhi Qiu, and Haigang Wang

Optimization of the multi-electrode electrostatic sensor for velocity distribution measurement  
Chao Wang, Wenbiao Zhang, and Weiping Wu

## ELECTROMAGNETIC

Measurement of vapor void fraction in binary magnetic fluid using electromagnetic induction method  
Haruhiko Yamasaki, Shinya Umeda, Yuhiro Iwamoto, and Hiroshi Yamaguchi

Laboratory evaluation of microwave Doppler velocimeter for solid flow measurements  

Non-axisymmetric flow measurement study by multielectrode electromagnetic flow meter  
Yu Yang Zhao, Gary Lucas, and Teerachai Leeungulsatien
MULTIPHASE FLOWMETERING

On-line automatic detection of wood pellets in pneumatically conveyed wood dust flow
Duo Sun, Yong Yan, Robert M. Carter, Lingjun Gao, Xiangchen Qian, and Gang Lu 71

In-line continuous sizing of biomass particles in gas-solid two-phase flow at a biomass-fired power plant
L. Gao, Y. Yan, D. Sun, X. Qian, and C. L. Xu 76

Comparison of electrical capacitance tomography & gamma densitometer measurement in viscous oil-gas flows
Archibong Eso A., Yabin Zhao, and Hoi Yeung 81

Design and implementation of a pulverised coal flow monitoring system for coal-fired power plant applications
Xiangchen Qian, Yonghui Hu, Xiaobin Huang, and Yong Yan 90

Experimental on two sensors combination used in horizontal pipe gas-water two-phase flow
Hao Wu, Chao Tan, and Feng Dong 97

Laboratory and field trials of Coriolis mass flow metering for three-phase flow measurement
Feibiao Zhou, Manus Henry, and Michael Tombs 105

MODELING AND SIMULATION

A review of measurements and numerical studies for the effect of wall roughness on the gas-particle flow behavior
Lixing Zhou 115

Numerical study on annular-mist flow in V-Cone meter for wet gas metering
Bofeng Bai, Denghui He, and Rifeng Zhou 121

Flow field simulation of gas-water two phase flow in annular channel
Pengcheng Ji, Chao Tan, and Feng Dong 130

Lubrication and thermal characteristics of mechanical seal with porous surface based on cavitation
Chen Huilong, Zuo Muzi, Liu Tong, Wang Yu, Xu Cheng, and Wu Qiangbo 136

Numerical investigation of the effect of particle concentration on particle measurement by digital holography
Huafeng Zhao, Binwu Zhou, Xuecheng Wu, Yingchun Wu, Xiang Gao, Gérard Gréhan, and Kefa Cen 144

Analysis of the electromagnetic wave resistivity tool in deviated well drilling
Yumei Zhang, Lijun Xu, and Zhang Cao 151
Numerical simulation of the leakage and diffusion of CO₂ in CCS transportation pipelines
Xinyin Zhang, Chuanlong Xu, Shimin Wang, and Yong Yan 155

INDUSTRIAL TRIALS
Controlling micro-sized droplet generation using electrical pulses for studying liquid-liquid systems
M. Fernandino, N. La Forgia, A. J. Vera, J. Bjerknes, and C. A. Dorao 167

Experimental research on the local resistance characteristics of branch pipe in dense phase pneumatic conveying desulfurized gypsum
Zong Ming Liu, Hong Li Pan, Guang Bin Duan, and Yong Wang 173

Direct PTV study of powder suspension behind dune in a horizontal circular pipe
Norio Yonezawa, Yoshihiko Oishi, Yuji Tasaka, and Yuichi Murai 177

Studies of the physical aspects of intumescence using advance diagnostics methods
Hussain Saeed, Hua Wei Huang, and Yang Zhang 187

Experimental study of density wave oscillations in horizontal straight tube evaporator
C. A. Dorao, L. Ugueto, E. Manavela Chiapero, and M. Fernandino 198

Theoretical and experimental research on microwave cavity dielectric perturbation technique to measure steam wetness
Jiangbo Qian, Zhonghe Han, Xiaozhe Yan, and Hengfan Li 205

Investigation on multi-variable decoupled temperature control system for enamelling machine with heated air circulation
Yang Li, Le Qin, Shipeng Zou, and Shijun Long 215

OPTICAL AND LASER
Measurement of bubbly flow using spatiotemporal filter velocimetry coupled with molecular tagging
Shigeo Hosokawa, Satoshi Ikeda, and Akio Tomiyama 224

Liquid film thickness measurement by two-line TDLAS
Huinan Yang, Jun Chen, Xiaoshu Cai, Daniel Greszik, Thomas Dreier, and Christof Schulz 232

The study of flow characteristic of gas-liquid two-phase flow based on the near-infrared detection device
Lide Fang, Yujiao Liang, Yao Zhang, Chen Zhang, and Jingzhe Gao 236
<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>High temperature measurement using very high shutter speed to avoid image saturation</td>
<td>Zhen Ma and Yang Zhang</td>
<td>246</td>
</tr>
<tr>
<td>NO concentration sensing at 1.79 µm transition using tunable diode laser absorption spectroscopy</td>
<td>Lifang Zhang, Fei Wang, Jian-Hua Yan, and Ke-Fa Cen</td>
<td>254</td>
</tr>
<tr>
<td>Multi-path light extinction approach for high efficiency filtered oil particle measurement</td>
<td>Yin Pengfei, Chen Jun, Yang Huinan, Liu Lili, and Cai Xiaoshu</td>
<td>261</td>
</tr>
<tr>
<td>Research on droplet size measurement of impulse antiriots water cannon based on sheet laser</td>
<td>Zhao Fa-dong, Zhuang Hong-wei, and Zhan Ren-jun</td>
<td>268</td>
</tr>
<tr>
<td><strong>ULTRASOUND AND ACOUSTIC</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Online sizing of pneumatically conveyed particles by acoustic emission method</td>
<td>Yonghui Hu, Xiangchen Qian, Xiaobin Huang, Lingjun Gao, and Yong Yan</td>
<td>277</td>
</tr>
<tr>
<td>Two-phase air-water stratified flow measurement using ultrasonic techniques</td>
<td>Shiwei Fan, Tinghu Yan, and Hoi Yeung</td>
<td>283</td>
</tr>
<tr>
<td>Assessment of the application of acoustic emission technology for monitoring the presence of sand under multiphase flow condition</td>
<td>M. El-Alej, D. Mba, and H. Yeung</td>
<td>289</td>
</tr>
<tr>
<td>CO₂ leak detection through acoustic sensing and infrared imaging</td>
<td>Xiwang Cui, Yong Yan, Lin Ma, Yifan Ma, and Xiaojuan Han</td>
<td>295</td>
</tr>
<tr>
<td>Particle size measurement in gas-solid two-phase flow using acoustic sensors</td>
<td>Miao Guo, Yong Yan, Yonghui Hu, Duo Sun, Xiangcheng Qian, and Xiaojuan Han</td>
<td>302</td>
</tr>
<tr>
<td>Ultrasonic detection of solid phase mass flow ratio of pneumatic conveying fly ash</td>
<td>Guang Bin Duan, Hong Li Pan, Yong Wang, and Zong Ming Liu</td>
<td>309</td>
</tr>
<tr>
<td>The numerical research of the propagation of ultrasound in the pulverized coal</td>
<td>Yongming Li, Mingxu Su, Anli Yuan, and Xiaoshu Cai</td>
<td>314</td>
</tr>
<tr>
<td><strong>BUBBLES AND DROPLETS</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Experiments on bubble generation by a hydrofoil moving beneath the water surface for reducing ship drag</td>
<td>Ichiro Kumagai, Yuichi Murai, Yoshiaki Takahashi, Haruki Sakamaki, Takahiro Tsukahara, Tsubasa Ozaki, Yuji Tasaka, and Yoshihiko Oishi</td>
<td>322</td>
</tr>
<tr>
<td>Simple relations for wettability of a droplet on a low-surface-energy solid</td>
<td>Yukihiro Yonemoto and Tomoaki Kunugi</td>
<td>329</td>
</tr>
</tbody>
</table>
Time evolution of diameter of micro-bubbles generated by a pressurized dissolution method
Kazuya Ishii, Shudai Fujimoto, Shigeo Hosokawa, Akio Tomiyama, Yoshihiro Ito, and Yasunari Maeda

HEAT AND PRESSURE
Investigation on the generation characteristic of pressure pulse wave signal during the measurement-while-drilling process
Zhao Changqing, Liu Kai, Zhao Tong, Masahiro Takei, and Ren Weian

Experimental study on pressure drop of bends in dense phase pneumatic conveying under high pressure
Gaoyang Yuan, Cai Liang, Xiaoping Chen, Pan Xu, Guiling Xu, and Liu Shen

Cavitation erosion of silver plated coating at different temperatures and pressures
Shuji Hattori, Yoshihiro Motoi, Kengo Kikuta, and Hiroshi Tomaru

PIV
Flow analysis on sea-water mists flows among bridge beams
Masaaki Ishikawa and Daigo Oshiro

Particle descending velocity near the wall of a rolling circulating fluidized bed
Tong Zhao, Masahiro Takei, Hiroyuki Murata, and Kai Liu

SIGNAL PROCESSING
Application of ant colony algorithm in plant leaves classification based on infrared spectroscopy
Tiantai Guo, Bo Hong, Ming Kong, and Jun Zhao

The study of multiphase flow control during odor reproduction
Dehan Luo, Hao Yu, Danjun Fan, and Meiqiu He

A comparative study of lock-in-amplifiers and improved duffing chaotic oscillators for the detection and processing of weak signals
Yanmei Tang, Xinli Li, and Yan Bai