SPE Production and Operations Symposium 2015

Driving Energy Independence

Oklahoma City, Oklahoma, USA
1 – 5 March 2015

ISBN: 978-1-5108-0060-1
## Table of Contents

SPE-173583-MS  
**Novel Stabilized Enzyme Breaker for Fracturing Applications**  
1  
P. Chopade, Halliburton International Inc; L.K. Fontenelle, Halliburton; B.R. Reddy, Halliburton Energy Services Grp; B. Coria, Halliburton

SPE-173584-MS  
**Delivering Long-lasting Treatment for Adverse Downhole Conditions Using An Innovative Technology: A Brand New Solution for an Old Problem**  
10  
S. Mukhopadhyay, Superior Energy Services Inc

SPE-173585-MS  
**Maximizing Productivity Using High Angle Electric Submersible Pump Tangents**  
18  
T.P. Gray, Range Resources Corp.

SPE-173586-MS  
**An Integrated Engineering and Geological Approach to the Design of Horizontal Multistage Fracture Completions in the Tonkawa and Cleveland Tight Oil Sandstones in Dewey County, OK**  
24  
K.M. Cozyris, Baker Hughes; P.L. Churcher, Lighthouse Oil and Gas, LP; J.R. Piland, Lighthouse Oil & Gas LP; R.L. Maharidge, Baker Hughes Inc; M.D. Adamson, Baker Hughes Solutions; R. Lew, Baker Hughes

SPE-173588-MS  
**Analysis of Upscaling Algorithms in Heterogeneous Reservoirs with Different Recovery Processes**  
52  
W. Ampomah, Petroleum Recovery Research Center- New Mexico Tech; R.S. Balch, Petroleum Recovery Research Center; R.B. Grigg, New Mexico Inst-Mining & Tech

SPE-173589-MS  
**Improving Oil Separation From Produced Water Using New Compact Flotation Unit Design**  
70  
M. Maelum, K. Rabe, Schlumberger

SPE-173590-MS  
**The Elastic Nature of the Woodford Shale**  
86  
D. Ukwu, FTS International

SPE-173591-MS  
**An Experimental Method to Measure the Porosity from Cuttings: Evaluation and Error Analysis**  
90  
Y. Yu, H. Menouar, Texas Tech University

SPE-173592-MS  
**Mississippian Porosity and Permeability: Core Comparison to Nuclear Magnetic Resonance**  
100  
C. Smith, L. Ziane, Halliburton

SPE-173593-MS  
**Woodford Completions: Ensuring the Most Efficient Completions**  
112  
C. Smith, L. Ziane, Halliburton
SPE-173594-MS
Identification and Remediation of Produced Solids Accumulation Occurring after Massive Hydraulic Water Fracs
J.D. Dulin, W.V. Grieser, Halliburton Energy Services Grp; J.R. Benkley, Halliburton Energy Services (OK)

SPE-173598-MS
A Simplified Approach to Sizing 2 and 3 Phase Separators for low GOR and Low Pressure Onshore Production Batteries
W.P. Dokianos, Alto Engineering and Consulting Inc.

SPE-173599-MS
As Unconventional Becomes Conventional: Training a New Generation of Completion Engineers
M. Van Domelen, J.E. Rendon, Halliburton

SPE-173600-MS
A Reservoir Characterization and Simulation Modeling Study of the Third Bone Spring, Permain Basin
A.V. Dinh, F.O. Ajisafe, J. Tudor, A. Wisebaker, C. Eke, Schlumberger

SPE-173601-MS
Reduced Emissions and Increased Production Through Gas Compressors: Pilot Case in Colombia

SPE-173602-MS
Fracturing Fluids from Produced Water
S. Kakadjian, J.E. Thompson, J.R. Torres, Trican Well Service LP

SPE-173603-MS
Evaluation of H$_2$S Treatment Options in the Barnett Shale
T.R. Brown, Devon Energy

SPE-173604-MS
A New Method to Analyze the Effect of Non or Rotating Induced Flow in Annular Spaces at Different Eccentricities
J.R. Gonzalez Castillo, Baker Hughes Inc

SPE-173605-MS
Sand Probe Installations - An Effective Technology for Mitigating Sand Erosion Incidents in Marcellus Surface Production Facilities
N. Piet, Talisman Energy Inc; D. Wozniak, Talisman Energy USA, Inc
Table of Contents (continued)

SPE-173606-MS
Post Frac Gas Production through Shale Capillary Activation 241
A. Hayatdavoudi, M. Agyei Boamah, A. Tavanaei, K.G. Sawant, F. Boukadi, University of Louisiana at Lafayette

SPE-173607-MS
Integrated Carbonate Matrix Acidizing Model for Optimal Treatment Design and Distribution in Long Horizontal Wells 254
X. Li, Baker Hughes; A.M. Gomaa, Baker Hughes Ltd; A. Nino-Penaloza, Baker Hughes RRTC; S. Chaudhary, Baker Hughes

SPE-173608-MS
Polymer Breaking in Slickwater Fracturing Applications for Low-Temperature Well Conditions 265
M.C. Guerin, Baker Hughes Inc; H. Sun, J.L. Cutler, Baker Hughes; M. Zhou, Baker Hughes Inc; X. Wang, Baker Hughes

SPE-173609-MS
Experimental Study of Low Concentration Sand Transport in Multiphase Viscous Horizontal Pipes 274
K. Najmi, B.S. McLaury, S.A. Shirazi, S. Cremaschi, University of Tulsa

SPE-173611-MS
Successfully Planning Horizontal Well Completions Using Advanced Workflows in a Tight Gas Reservoir in the Sultanate of Oman 283
A.P. Briner, A. Moiseenkov, Shell; S. Nadezhdin, O. Al Zeidi, T. Batmaz, Schlumberger

SPE-173612-MS
Field-Proven Effectiveness of Biodegradable Diversion Particulates as a Diversion Method in High- and Ultra-Low-Permeability Formations 291
G.G. Gutierrez Murillo, PEMEX; O. Araujo, E. Medina, Halliburton

SPE-173613-MS
Downhole Sweetening of Mixed Production by Application of a New Hydrogen Sulfide Scavenger 304
S. Lehrer, V. Jovancicevic, Baker Hughes; S.C. Braman, Baker Hughes Inc; J. Kurrasch, L. Soos, J. Macleod, Baker Hughes

SPE-173614-MS
Pump Card Reference Load Lines Used for Analysis and Troubleshooting 315
O.L. Rowlan, J.N. McCoy, Echometer Company

SPE-173616-MS
Mitigation of Downhole Scale Deposition Leads to Production Enhancement for a South Texas Eagle Ford Shale Operator 331
S.L. Fears, Swift Energy Operating LLC; N.C. Chollar, Baker Hughes Inc; S. Bolton, Baker Hughes

SPE-173618-MS
Modeling and Interpretation of Single Well Chemical Tracer Tests (SWCTT) for pre and post Chemical EOR in two High Salinity Reservoirs 342
L. Jin, University of Oklahoma Student Chapter; A. Jamili, University of Oklahoma MPGE; J. Harwell, B. Shiau, University of Oklahoma; C. Roller, Chemical Flooding Technologies, LLC
<table>
<thead>
<tr>
<th>Paper Number</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>SPE-173619-MS</td>
<td>Improving Oil and Gas Well Performance With Modular Facilities Design</td>
</tr>
<tr>
<td>M. Halker, Halker Consulting LLC</td>
<td></td>
</tr>
<tr>
<td>SPE-173620-MS</td>
<td>Determining the Number of Contributing Fractures in Shale Gas Wells with Production Analysis and Proppant Tracer Diagnostics</td>
</tr>
<tr>
<td>S. Drylie, Stim-Lab; J.J. Pechiney, R.M. Villasenor; R. Woodroof, Protechnics</td>
<td></td>
</tr>
<tr>
<td>SPE-173621-MS</td>
<td>Superior Proppant Placement and Fracture Conductivity by Soft Particle Fracturing Fluid</td>
</tr>
<tr>
<td>M. Zhou, Baker Hughes Inc; P.S. Carman, Baker Hughes; H. Sun, Baker Hughes Inc; R.S. Wheeler, BJ Services Co. USA; H.D. Brannon, Baker Hughes - SSI; D.V. Gupta, R.R. Starks, Baker Hughes</td>
<td></td>
</tr>
<tr>
<td>SPE-173622-MS</td>
<td>Forecasting Reserves In the Bakken Reservoir Incorporating Flow Regime Changes</td>
</tr>
<tr>
<td>D. Childers, J. Callard, University of Oklahoma</td>
<td></td>
</tr>
<tr>
<td>SPE-173623-MS</td>
<td>New Sucker Rod Pump Technology with Integral Screen for Sandy Wells</td>
</tr>
<tr>
<td>J.E. Stachowiak Jr, Weatherford ALS</td>
<td></td>
</tr>
<tr>
<td>SPE-173624-MS</td>
<td>Down Hole Pressure Variation Due to Axial Stick Slip Motion Effect on Drill String</td>
</tr>
<tr>
<td>D. Zhao, Norwegian University of Science and Technology; S. Sangesland, Norwegian University of Science &amp; Tech</td>
<td></td>
</tr>
<tr>
<td>SPE-173625-MS</td>
<td>Application of a Novel Clay Stabilizer to Mitigate Formation Damage Due to Clay Swelling</td>
</tr>
<tr>
<td>T.A. Clarke, H.A. Nasr-El-Din, Texas A&amp;M University</td>
<td></td>
</tr>
<tr>
<td>SPE-173626-MS</td>
<td>Sequential Injection Process Enhances Acidizing Treatment of High-Temperature Wells</td>
</tr>
<tr>
<td>SPE-173627-MS</td>
<td>Experimental Investigation and Correlation of Particle-Gel Systems for Near-Wellbore Water Shutoff Treatments</td>
</tr>
<tr>
<td>A. Al-Ibadi, F. Civan, University of Oklahoma; L.S. Eoff, Halliburton Energy Services Grp</td>
<td></td>
</tr>
<tr>
<td>SPE-173629-MS</td>
<td>Study of Proppant Suspending Using a Multipass Slot Flow Apparatus</td>
</tr>
<tr>
<td>T. Hu, T. Larsen, V.N. Martysevich, Halliburton</td>
<td></td>
</tr>
</tbody>
</table>
Table of Contents (continued)

SPE-173630-MS
**Downhole Venturi Nozzles and Foam Application: A Novel Artificial Lift Method** 491
J. Nair, The University of Tulsa; E. Pereyra, C. Sarica, University of Tulsa; C.F. Torres, The University of Tulsa; J.M. Arellano, Chevron

SPE-173631-MS
**An Experimental Study of Low Liquid Loading in Inclined Pipes from 90° to 45°** 505
M. Guner, E. Pereyra, C. Sarica, C.F. Torres, University of Tulsa

SPE-173632-MS
**Measuring Cost-Effective Practices to Address Environmental and Societal Issues Associated With Oil and Gas Development** 526
A. Wilcox, R. Haut, Houston Advanced Research Center; T.E. Williams, LEID, LLC

SPE-173633-MS
**Major Factors Affecting Simultaneous Frac Results** 532
D. Zhou, P. He, Xian Petroleum University