2016 IEEE 17th Annual Wireless and Microwave Technology Conference (WAMICON 2016)

Clearwater, Florida, USA
11 – 13 April 2016
<table>
<thead>
<tr>
<th>Filename (.pdf)</th>
<th>Title/Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>WAMICON2016_107</td>
<td>Low-Cost High-Gain Differential Integrated 60 GHz Phased Array Antenna in PCB Process....11 T. Zhang, L. Li, H. Xia, X. Ma, D. Zhao, T. Cui</td>
</tr>
<tr>
<td>WAMICON2016_110</td>
<td>Modelling of wireless fading channels with RF impairments using virtual instruments....15 R. Martinek, P. Koudelka, J. Latal, J. Vanus, H. Wen, H. Nazeran</td>
</tr>
<tr>
<td>WAMICON2016_113</td>
<td>A Millimeter Wave Broadband GaAs Power Amplifier with Balanced Bias Feedings for Stability Enhancement....25 M. Li</td>
</tr>
<tr>
<td>WAMICON2016_114</td>
<td>A New Analytical Algoritem for the Determination of the Load Reflection Coefficient to Maximization Dynamic Range in High Frequency Power Amplifiers....29 Aghdam, M. Nouri</td>
</tr>
<tr>
<td>WAMICON2016_115</td>
<td>Envelope Delta-Sigma Modulation with Adaptive Dither for Direct-Conversion Transmitter and Switch-Mode Power Amplifier....33 L. Xiao, S. Abbasi, R. Kumar, S. Yogi, T. Johnson</td>
</tr>
</tbody>
</table>
Structured Compressed-Sensing for Volterra Series Models...45
J. A. Becerra, M. J. Madero-Ayora, J. Reina-Tosina, C. Crespo-Cadenas

A Low-Power Wide Gain Range Digitally Controlled Variable Gain Amplifier with a Wide Tuning Bandwidth for 60 GHz Applications...49
L. He, L. Li, D. Zhao, Z. Wang

RADARSAT Constellation Mission for monitoring ground deformation in Alberta’s oil sands...53
S. Samsonov, M. Czarnogorska, F. Charbonneau

In Situ Channel Modeling for Real-time Repeater Node Placement...57
A. Giroux, J. Frolik

Depolarization in Three Dimensions: Theoretical Formulations and Empirical Results...62
M. Golmohamadi, J. Frolik

Ultra Wideband channel characterization for invasive biomedical applications...68
P. V. Patel, M. Sarkar, S. Nagaraj

Adaptive Flexible Antennas for Wireless Biomedical Applications...74
A. Haj-Omar, Y. Kim, W. L. Thompson II, T. P. Coleman

Class-D GaN 15MHz-Bandwidth Amplitude Modulator with a Direct CMOS Interface...77
W. Godycki, Q. Diduck, E. McCune, D. Babic

Design of Frequency Tunable CPW-Fed UWB Antenna Using Varactor Diodes for Cognitive Radio...81

Modified Spiral-shaped Defected Ground Structure with Spurious-free Band Rejection Performance...85
H. Yue, G. Subramanyam, C. Cerny

Analysis and Modeling of Conformal Strongly Coupled Magnetic Resonant Devices...89
P. J. Gonzalez, K. A. Quintana, K. Bao, S. V. Georgakopoulos

Design and Testing of High Power Wideband Bias-T for Broadband over Visible Light using Software-Defined Radio...92

Surface Crack Detection in Metallic Materials Using Sensitive Microwave-Based Sensors...98
A. M. Albishi, O. M. Ramahi

Digital Representation of Multi-Functional Microwave Passive Circuits...101
WAMICON2016_158  A Class of Differential-Mode Single/Dual-Band Bandpass Planar Filters Based on Signal-Interference Techniques....107
R. Loeches-Sanchez, D. Psychogiou, R. Gomez-Garcia, D. Peroulis

WAMICON2016_159  Parametric Study of Near- and Far-Field Performance of the Fabry-Perot Cavity Antenna System....113
C. Lee, R. Sainati, R. Franklin

WAMICON2016_160  Development of a Concurrent Dual-Band Switch-Mode Power Amplifier Based on Current-Switching Class-D Configuration....116
Y. Li, B. J. Montgomery, N. M. Neihart

WAMICON2016_162  10Gb/s Ultra-Wideband Wireless Transmission Based on Multi-Band Carrierless Amplitude Phase Modulation....120
R. Puerta, S. Rommel, J. Vegas Olmos, I. Tafur Monroy

WAMICON2016_165  Broadband 3 dB microstrip hybrid coupler with low dielectric substrate for X-Band applications....124
H. Kim, H. Wi, S. Wang, W. Jung, J. Kim

WAMICON2016_167  Electrostatic RF MEMS Switch Working on 500–750 GHZ....127
Y. Feng, N. S. Barker

WAMICON2016_171  Polarization Independent Metasurface Energy Harvester....132
M. K. El Badawe, O. M. Ramahi

WAMICON2016_173  Real-Time Wireless Physical Layer Encryption....135
B. Z. Katz, C. Sahin, K. R. Dandekar

WAMICON2016_177  Gas Discharge Tube-Based Variable RF Attenuator....139
A. Semnani, Z. Vander Missen, S. O. Macheret, D. Peroulis

WAMICON2016_180  Linearity Enhancement for GaN HEMT Amplifier using Parallel Transistors with Independent Gate Bias Control....143

WAMICON2016_183  4 GHz 3D-Printed Balun-fed Bowtie Antenna with Finite Ground Plane for Gain and Impedance Matching Enhancement.... 146
P. B. Nesbitt, H. Tsang, T. P. Ketterl, K. Church, T. M. Weller

WAMICON2016_184  Experimental Evaluation of a Reconfigurable Antenna System for Blind Interference Alignment....149

WAMICON2016_185  Device Identification Using Active Noise Interrogation and RF-DNA "Fingerprinting" for RF Amplifier Acceptance Testing....155
M. W. Lukacs, P. J. Collins, M. A. Temple

WAMICON2016_187  Centering Simulation Model Based on Actual versus Nominal Capacitance
<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>Channel Independent Physical Layer Security</td>
<td>Z. Esat Ankaral, M. Harun Yilmaz, Mohammed Hafez and Hüseyin Arslan</td>
</tr>
<tr>
<td>Waveform Design Principles for 5G and Beyond</td>
<td>Mohamed Elkourdi, Berker Peköz, Ertugrul Güvenkaya, Hüseyin Arslan</td>
</tr>
<tr>
<td>Exploring the Possibility of Full-Duplex Operations in mmWave 5G Systems</td>
<td>Alpaslan Demir, Tanbir Haque, Erdem Bala, Patrick Cabrol</td>
</tr>
<tr>
<td>System Performance of Cooperative Massive MIMO Downlink 5G Cellular Systems</td>
<td>Chao He and Richard D. Gitlin</td>
</tr>
<tr>
<td>Recent Advances in Reconfigurable Microwave Filter Design</td>
<td>D. Psychogiou, R. Gomez-Garcia, D. Peroulis</td>
</tr>
</tbody>
</table>