# TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>SUBMICRONIC ETCHED FEATURES OF SILICON WITH HIGH ASPECT RATIO OBTAINED BY CRYOGENIC PLASMA DEEP-ETCHING THROUGH PERFORATED POLYMER THIN FILMS</td>
<td>1</td>
</tr>
<tr>
<td>OPTICAL STUDIES ON VO₂ THIN FILMS</td>
<td>7</td>
</tr>
<tr>
<td>L. Wang, M. Beebe, S. Madaras, J. Klopf, E. Radue, Zhaozhu Li, R. Wincheski, Jiwei Lu, S. Wolf, I. Novikova, R. Lukaszew</td>
<td></td>
</tr>
<tr>
<td>SIZE CONTROL OF GAS PHASE GROWN SILICON NANOPARTICLES BY VARYING THE PLASMA OFF TIME IN SILANE PULSED PLASMA</td>
<td>15</td>
</tr>
<tr>
<td>A. Mohan, I. Poulios, R. Schropp, J. Rath</td>
<td></td>
</tr>
<tr>
<td>MORPHOLOGY OF TANTALUM NITRIDE THIN FILMS GROWN ON FUSED QUARTZ BY REACTIVE HIGH POWER IMPULSE MAGNETRON SPUTTERING (HIPIMS)</td>
<td>21</td>
</tr>
<tr>
<td>D. O. Thorsteinsson, T. K. Tryggvason, J. T. Gudmundsson</td>
<td></td>
</tr>
<tr>
<td>PLASMA-REACTOR WALL INTERACTIONS: BROMINE-FLUORINE CHEMISTRY DUALITY IN AN INDUSTRIAL DRY ETCH PROCESS</td>
<td>27</td>
</tr>
<tr>
<td>M. Rizquez, A. Roussy, B. Bortoloti, J. Pinauton, Y. Goasduff</td>
<td></td>
</tr>
</tbody>
</table>

Author Index