# Table of Contents

## PART ONE

*Preface*  iii

### Chapter 1

**A0: Macroscopic Modeling**

- Modeling the Effects of the Cathode Micro-Porous Layer on the Performance of a PEM Fuel Cell  
  *X. Wang and T. V. Nguyen*  
  Page 3

- PEMFC Model Development for Designing MEA: Model Validation and a Parameter Study for Low Humidity Operations  
  *N. Nonoyama and Y. Ikogi*  
  Page 13

- A Three-dimensional, Two-fluid Model of PEM Fuel Cell Cathodes  
  *T. Berning*  
  Page 23

- Steady-State Fuel Cell Performance Model for Unadhered MEAs  
  *A. J. Desouza, R. Bradean, V. Branzea, S. Hamada, J. Kleemann, H. Haas, J. Roberts and E. Gallagher*  
  Page 35

- A Multiphase, Two-Fluid Model for Water Transport in a PEM Fuel Cell  
  *K. Jain, J. Cole, S. Kumar, A. Gidwani and N. Vaidya*  
  Page 45

- Multi-scale Simulation Approach for Polymer Electrolyte Fuel Cell Cathode Design  
  *M. Koyama, D. Kim, B. Kim, T. Hattori, A. Suzuki, R. Sahnoun, H. Tsuboi, N. Hatakeyama, A. Endou, H. Takaba, C. Del Carpio, R. Deka, M. Kubo and A. Miyamoto*  
  Page 57

- Lattice-Boltzmann Simulations of Multiphase Flows in PEM Fuel Cell GDLs and Micro-channels  
  *S. Mukherjee, J. Cole, K. Jain and A. Gidwani*  
  Page 67

- A-3D-Modeling and Experimental Validation of a High Temperature PBI based PEMFC  
  *E. U. Ubong, Z. Shi and X. Wang*  
  Page 79
Chapter 2
C0.1: Non-Pt Catalyst

IrCo Metal-alloy As a Novel Anode Catalyst for PEFCs
J. Qiao, J. Zheng, B. Li and J. Ma

No-platinic and Low Platinic Electrocatalysts for Fuel Cell Application
P. J. Sebastian, E. Valenzuela, S. Joseph and J. Moreira

Bimetallic Palladium-Base Metal Nanoparticle Oxygen Reduction Electrocatalysts
X. Wang, N. Kariuki, S. Niyogi, M. Smith, D. Myers, T. Hofmann, Y. Zhang, M. Bär and C. Heske

Chapter 3
C0.2: Non-Pt and Non-Precious Catalyst

Platinum-free Carbon Nitride Electrocatalysts for PEMFCs Based on Pd, Co and Ni: Effect of Nitrogen on the Structure and Electrochemical Performance
V. Di Noto, E. Negro, S. Lavina, N. Boaretto and M. Piga

Template Synthesis of Mesoporous Ru- and RuSe-based Catalysts for Proton Exchange Membrane Fuel Cells
A. Garsuch, X. Michaud, C. O'Neill, P. Li and J. Dahn

Synthesis of Electrocatalytic Carbides
E. J. Rees, K. Essaki, C. Brady and G. T. Burstein

Polyaniline-derived Non-Precious Catalyst for the Polymer Electrolyte Fuel Cell Cathode
G. Wu, Z. Chen, K. Artyushkova, F. H. Garzon and P. Zelenay

Chapter 4
Morning Plenary Session

Fuel Cell Vehicle and Infrastructure Learning Demonstration Status and Results
K. B. Wipke, S. Sprik, J. Kurtz and J. Garbak

Development of Fuel Cell Hybrid Vehicle in Toyota
K. Kojima and T. Morita
Analyses of Oxygen Reduction Reaction at Pt-Based Electrocatalysts  
*M. Watanabe, M. Wakisaka, H. Yano and H. Uchida*  
199

**Chapter 5**  
**Afternoon Plenary Session**

First-principles Investigations of Electrocatalysis and Corrosion  
*J. Greeley*  
209

Current Progress of Electrocatalyst R&D in TKK  
*T. Tada, Y. Yamamoto, K. Matsutani, H. Hayakawa and T. Namai*  
215

Electrocatalyst Durability under Simulated Automotive Drive Cycles  
*M. Uchimura, S. Sugawara, Y. Suzuki, J. Zhang and S. Kocha*  
225

The Chemistry of Fuel Cell Membrane Chemical Degradation  
*F. D. Coms*  
235

Anion Exchange Membrane and Ionomer for Alkaline Membrane Fuel Cells (AMFCs)  
*H. Yanagi and K. Fukuta*  
257

Development Status of High-Temperature PBI-based Membrane Electrode Assemblies  
*T. J. Schmidt and J. Bauermeister*  
263

**Chapter 6**  
**A1.1: Water and Thermal Management**

One Dimensional Analysis of Subzero Start-Up for Polymer Electrolyte Fuel Cells  
*J. Chen, Y. Wang and P. P. Mukherjee*  
273

Water Movement During Freezing in a Polymer-Electrolyte-Membrane Fuel Cell  
*R. J. Balliet, K. E. Thomas-Alvey and J. Newman*  
285

Electro-osmosis and Water Uptake in Polymer Electrolytes in Equilibrium with Water Vapor at Low Temperatures  
*K. G. Gallagher, B. S. Pivovar and T. F. Fuller*  
297
Electroosmotic Drag Coefficient of Proton Exchange Membrane as a Function of Relative Humidity
W. Braff and C. K. Mittelsteadt

Transients of Water Distribution and Transport in PEFCs
I. Hussaini and C. Wang

Water Dynamics in a PEM Fuel Cell: Effect of Current and Humidity Transients

An Analysis of The Water Transport Properties of Polymer Electrolyte Membrane
K. Aotani, S. Miyazaki, N. Kubo and M. Katsuta

Chapter 7
B1.1: Catalyst Degradation I

Aging Studies of Pt/Glassy Carbon Model Electrocatalysts
Y. Gu, J. St-Pierre, R. S. Goekle, A. Datye and P. Atanassov

Fast test for the durability of PEM fuel cell catalysts
Y. Shao, R. Kou, J. Wang, J. Kwak, V. Viswanathan, Y. Wang, J. Liu and Y. Lin

Analysis of Pt Catalyst Degradation of a PEFC Cathode by TEM Observation and Macro Model Simulation
T. Takeshita, H. Murata, T. Hatanaka and Y. Morimoto

Chapter 8
C1.1: Non-Precious Catalyst

A Comparative Study of Co-PPy-MWCNTs Prepared differently as a Non-noble Catalyst for Fuel Cells
H. Li, H. Li and X. Cheng

A Non-Precious Electrocatalyst for Oxygen Reduction Based on Simple Heat-Treated Precursors
H. T. Chung, C. M. Johnston, F. H. Garzon and P. Zelenay
Ballmilling of Carbon Supports to Enhance the Performance of Fe-based Electro catalysts for Oxygen Reduction in PEM Fuel Cells  
E. Proietti and J. Dodelet

Development of Nitrogen-Modified Carbon-Based Catalysts for Oxygen Reduction in PEM Fuel Cells  
V. Nallathambi, X. Li, J. Lee and B. N. Popov

Characterization of Ag-Mn-base Nanostructured Catalysts  
M. A. Kostowskyj, D. W. Kirk and S. Thorpe

Enhancing the Performance of Non-noble Metal Catalysts for the Reduction of O2 in PEM Fuel Cells: is the Adsorption of Iron the Limiting Factor for Increasing the Site Density of the Catalysts?  
J. Herranz, M. Lefèvre and J. Dodelet

Fe-N-C Oxygen Reduction Catalysts Supported on Burned-off Activated Carbon  
R. Yang, T. Dahn and J. Dahn

Group 4 and 5 Oxide-based Compounds as New Cathodes without Platinum Group Metals for PEFC  

Platinum-free Anionic Fuel Cells for Automotive Applications  

Chapter 9  
D1.1: DMFC Anode Catalysts

Development of PtRu Electrocatalysts on 1-Aminopyrene Functionalized MWCNTs for Direct Methanol Fuel Cells  
S. Jiang, S. Wang and X. Wang

Galvanostatic Pulse Plating of PtRu Nanoparticles for Direct Methanol Fuel Cells  
Y. Hsieh, Y. Lu, P. Wu, Y. Chang and Y. Chiu

Impact of PtRu Anode Catalyst Degradation on DMFC MEA Performance  
N. Cabello-Moreno, E. Crabb, J. Fisher, A. E. Russell and D. Thompsett
Fabrication and Characterization of Nano Electrocatalyst (Pt) for Methanol Electro Oxidation

M. Chatterjee, S. Ghosh and I. N. Basumallick

Chapter 10
B1.2: Catalyst Degradation II

Electrochemical Stability of PtCu and PtCuCo Core-Shell Oxygen Reduction Reaction Electrocatalysts in Liquid Electrolyte

K. C. Neyerlin, R. Srivastava and P. Strasser

Aging Studies of Voltammetrically Dealloyed Pt-Cu Nanoparticle ORR Electrocatalysts

P. Strasser, Z. Liu and S. Koh

Improved Durability of Iron Promoted Non-Precious Metal Catalysts for Hydrogen Generation through Bio-ethanol Reforming

L. Huang, J. Xie, R. Chen, D. Chu and A. Hsu

Chapter 11
A1.2: Water and Thermal Management

Thermal Behavior of an Air Cooled PEM Fuel Cell Stack

I. Tolj, M. Abdallah and F. Barbir

Effect of Operating Conditions on the Acidity of H2/Air PEM Fuel Cells' Water

A. M. Abdullah, T. Okajima, F. Kitamura and T. Ohsaka

Investigation of Stress and Water Distribution in Membrane Electrode Assembly (MEA) During Fuel Cell Operation

A. Kusoglu, A. Karlsson, M. Santare, S. Cleghorn and W. Johnson

Nonisothermal Through-Plane Transport Model of PEMFC with Local VLE Assumption

M. Kawase, T. Inagaki and K. Miura

Phase Change Driven Water Transport in Polymer Electrolyte Fuel Cells

S. Kin and M. Mench

Determination of Liquid Water Distribution in Porous Transport Layers

F. N. Buechi, R. Flückiger, D. Tehlar, F. Marone and M. Stampanoni
Chapter 12
C1.2: In-situ Structure and Morphology

Use of Anomalous X-ray Scattering for Probing the Structure, Composition and Size of Binary Alloy Nanoparticle Electrocatalysts
   M. Toney, S. Koh, C. Yu and P. Strasser

Chapter 13
D1.2: Catalysts for Acidic Direct-Fuel Fuel Cells

Pt-Ru Alloys Deposited by Sputtering as Catalysts for Methanol Oxidation
   X. Jiang, F. Prinz and S. Bent

Carbon-supported Pd-Pt Alloy Nanoparticles for Methanol Tolerant Oxygen Reduction
   W. M. Wang, Z. Li, Z. Zou, H. Yang and S. Feng

The Effect of Co-adsorbed Water on the Stability and Configuration of Formyl (HCO) and Hydroxymethylidyne (COH) Intermediates on Pt(111): A Density Functional Theory Study
   L. Arnadottir, H. Jonsson and E. M. Stuve

Recent Progress in Improving the Oxidation of Formic Acid on High Surface Area Platinum and Palladium Catalysts: Surface Alloying and pH Effects
   J. L. Haan and R. I. Masel

Pt-decorated Au Nanoparticles: Highly Active Catalyst for Formic Acid Oxidation
   K. Noel and X. Wang

Effect of the Anode Structure on the Performance of Direct Formic Acid Fuel Cells
   R. Chenitz and J. Dodelet

Chapter 14
B1.3: Catalyst Contamination I

The Impact of Trace Carbon Monoxide / Toluene Mixtures on PEMFC Performance
   S. Dorn, G. Bender, K. Bethune, M. Angelo and R. Rocheleau
The Impacts of Repetitive Carbon Monoxide Poisoning on Performance and Durability of a Proton Exchange Membrane Fuel Cell
M. Angelo, G. Bender, S. Dorn, K. Bethune, T. Hossain, D. Posey, J. Gazda, A. Ghatak-roy and R. Rocheleau

PEMFC Contamination Model: Competitive Adsorption Followed by an Electrochemical Reaction
J. St-Pierre

Chapter 15
C1.3: Hydrocarbon Membranes

Proton Exchange Membrane Based on Sulfonated Polyethersulfone for H2/Air and Direct Methanol Fuel Cells
H. Ghassemi, R. Subbaraman, C. Brockman, B. Pyle and T. Zawodzinski

A New Ionomer Based on Novel PolyPOM Materials
A. Herring, J. Horan, M. Kuo, S. F. Dec, M. H. Frey, A. Genupur, L. Ren, M. Vaudrasits and S. Hamrock

Water Uptake and Conductivity of Cross-linked SPEEK Membranes
C. A. Linkous, S. L. Rhoden, W. Linkous, B. Pearman and N. Mohajeri

Chapter 16
C1.4: Pt Catalysts I

The Effect of Modification of PtRu Anode Catalyst with SnO2 on CO Tolerance
T. Takeguchi, G. Wang, E. Muhamad and W. Ueda

Chapter 17
Poster Session

Inorganic Electrolyte Membrane for High-temperature PEM fuel cell: Conception, Preparation and Performance
H. Tang and S. Jiang

Performance Assessment of Proton Exchange Membrane Fuel Cell on Toy Design
P. Pa
Surface Oxide Film and its Influence on the Oxygen Reduction on Pd-Co and Pt-Co PEFC Cathodes  
Y. Tamura, K. Taneda, M. Ueda and T. Ohtsuka

M. Matsumoto, T. Manako and H. Imai

Performance of Pd/C Cathode Electro-Catalysts for the ORR in Sulfuric Acid Containing Small Organic Molecules  
S. Fraire Luna, F. Rodriguez Varela, R. Dabek and O. Savadogo

Numerical Analysis of Liquid and Heat Transfer in Heterogeneous GDL  
G. Inoue, Y. Matsukuma and M. Minemoto

Degradation of Pt Catalyst Layer in PEFCs During Load Cycling under Pressurized Condition  
K. Asano, Y. Mugikura and T. Watanabe

Investigation of the Behavior of Liquid Water for Its Transport Process into the GDL  
M. Yoneda, M. Takimoto, E. Ejiri and S. Koshizuka

Fabrication and Performance of MEA for DMFC by Bar-Coating Method  
J. Lee, D. Peck, S. Kim, S. Lim, D. Jung, S. Baeck and J. Jang

Operating Characteristics 5W Class DMFC Stack for Mobile Devices  
Y. Park, D. Peck, D. Jung, S. Kim, S. Lim, B. Lee, J. Jang and D. Lee

Effect of Potential on Sulfur-Poisoning of Pt/C Catalyst  
D. Imamura

Evaluation of the Microstructure and the Elementary Steps from the Impedance of DMFC Anode  
H. Fukunaga, Y. Kabaya, T. Tatatsuka and K. Yamada

MEA Fabrication and Fuel Cell Performance of Sulfonated Poly(Arylene Ether) with Cross-linkable End Group  
K. Lee, Y. Kim, B. Pivovar and J. Lee
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>A Link Between Design of the Fuel Cell Stack and Properties of MEAs - Experimental Evidence and its Influence on a Stack Performance Aspect (Cool-Start)</td>
<td>831</td>
</tr>
<tr>
<td>K. Lewinski, A. Steinbach, S. Hendricks and D. Miller</td>
<td></td>
</tr>
<tr>
<td>Induction of In-plane Current at Start-and-Stop Operations on a PEFC</td>
<td>841</td>
</tr>
<tr>
<td>H. Fukumoto, S. Yoshioka and S. Matsumoto</td>
<td></td>
</tr>
<tr>
<td>Improvement of Anode Oxidation Reaction of a Fuel Cell using Ammonium Formate with Pt-Pd Catalysts</td>
<td>849</td>
</tr>
<tr>
<td>H. Aoki, T. Nitta, S. Kuvabata, C. Kimura and T. Sugino</td>
<td></td>
</tr>
<tr>
<td>Deposition of Pt Nanoparticles on Oxygen Plasma Treated Carbon Nanotubes by Atomic Layer Deposition</td>
<td>855</td>
</tr>
<tr>
<td>Y. Hsueh, C. Hu, C. Wang, C. Liu and T. Perng</td>
<td></td>
</tr>
<tr>
<td>Local Temperature in the MEA and Performance in the PEMFC</td>
<td>863</td>
</tr>
<tr>
<td>D. Ko, C. Moon, J. Yang, J. Jeong, G. Choi and D. Kim</td>
<td></td>
</tr>
<tr>
<td>Sulfur Dioxide Contamination in PEMFCs: Degradation and Recovery of Performance</td>
<td>873</td>
</tr>
<tr>
<td>Y. Zhai, G. Bender, S. Dorn, M. Angelo, K. Bethune and R. Rocheleau</td>
<td></td>
</tr>
<tr>
<td>Effects of Temperature and Relative Humidity on Oxygen Permeation in Nafion® and Sulfonated Poly(Arylene Ether Sulfone)</td>
<td>881</td>
</tr>
<tr>
<td>Y. Takamura, E. Nakashima, H. Yamada, A. Tasaka and M. Inaba</td>
<td></td>
</tr>
<tr>
<td>Electrocatalytic O2 Reduction Properties of Pyrochlore-Type Oxides for Alkaline DAFCs</td>
<td>891</td>
</tr>
<tr>
<td>M. Saito, Y. Saito, T. Konishi, H. Kawai, J. Kuwano, H. Shiroishi and Y. Uchimoto</td>
<td></td>
</tr>
<tr>
<td>The Effect of Concentration on the Galvanostatic Pulse Deposition of PtRu</td>
<td>901</td>
</tr>
<tr>
<td>Y. Chiu, L. Chang, P. Wu and Y. Hsieh</td>
<td></td>
</tr>
<tr>
<td>Influence of Anisotropic Transport Properties of the GDL on the Performance of PEMFCs</td>
<td>913</td>
</tr>
<tr>
<td>X. Zhang, D. Song, Q. Wang, C. Huang and Z. Liu</td>
<td></td>
</tr>
<tr>
<td>Effects of Atmospheric Trace Species on the Oxygen Reduction Reaction and the Production of Hydrogen Peroxide</td>
<td>925</td>
</tr>
<tr>
<td>S. Imabayashi, Y. Kondo, R. Komori, A. Kawano and T. Ohsaka</td>
<td></td>
</tr>
</tbody>
</table>
Pt Coating on Flame-Generated Carbon Particles and Their Application for a Catalytic Electrode of Proton Exchange Membrane Fuel Cell (PEMFC)  
I. Choi and D. Lee  
931

Behavior of Water Molecules in PEFCs as Studied by $^1$H NMR Spectroscopy  
A. Y. Nosaka and Y. Nosaka  
937

Investigation of Migrated Platinum Distributions in PEMFC Under Excess H2/O2  
L. Kim, C. Chung, Y. Sung and J. Chung  
945

Electrocatalytic Properties of Pyrochlore-Type Oxide for PEFC  
T. Iwanaga, S. Takase and Y. Shimizu  
955

Direct Relationship between Carbon Corrosion and Cathode Potential during Fuel Starvation in PEMFC  
J. Kim, J. Lee, G. Lee and Y. Tak  
961

Three Mechanisms for Protecting the Fuel Cell Membrane, Plates and Catalysts  
I. C. Halalay, B. Merzougui and A. Mance  
969

Chapter 18  
A2.1: Diagnostics

Current Mapping of a Diagnostic Modeling Cell  
X. Yuan, E. Gu, C. Sun, H. Wang, J. Wu and J. Martin  
985

MicroCT X-ray Imaging of Water Movement in a PEM Fuel Cell  
W. Zhu, Z. W. Dunbar and R. I. Masel  
995

Magnetic Resonance Imaging as an In-Situ Diagnostic Method to Characterize Water Flooding  
Z. W. Dunbar and R. I. Masel  
1001

Advanced In-situ Analysis of Reactant Gas Partial Pressure at Catalyst Layer/PEM Interfaces  
T. Mashio, A. Ohma and K. Shinohara  
1009

Measurement of Oxygen Distribution underneath Ribs with Pressure Sensitive Paint  
M. Okamiya, T. Yamamoto, S. Sano and T. Kajiwara  
1019
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Probing Liquid Water Profile in the Polymer Electrolyte Fuel Cell Membrane</td>
<td>1027</td>
</tr>
<tr>
<td>MRI Investigation of Water Transport Mechanism in a Membrane under Elevated Temperature Condition with Relative Humidity and Current Density Variation</td>
<td>1035</td>
</tr>
<tr>
<td>T. Ikeda, T. Koido, S. Tsushima and S. Hirai</td>
<td></td>
</tr>
</tbody>
</table>

### Chapter 19

**B2.1: Catalyst Contamination II**

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Effect of Relative Humidity on Contamination of Cathode and Anode Electrodes by Sulfur Dioxide in Air Stream in PEMFC</td>
<td>1043</td>
</tr>
<tr>
<td>S. Tsushima, H. Morioka, K. Kaneko and S. Hirai</td>
<td></td>
</tr>
<tr>
<td>Sulfur Dioxide and Hydrogen Adsorption on Pt3Co(111) Surfaces: A First Principles Study</td>
<td>1051</td>
</tr>
<tr>
<td>D. Pillay and M. D. Johannes</td>
<td></td>
</tr>
<tr>
<td>Durability of PEMFC Cathodes Exposed to Toluene-contaminated Air</td>
<td>1059</td>
</tr>
<tr>
<td>Determining the Mechanisms of Cationic Contamination on PEMFCs using a Strip Cell Configuration</td>
<td>1069</td>
</tr>
<tr>
<td>B. Kienitz, T. Zawodzinski, B. Pivovar and F. H. Garzon</td>
<td></td>
</tr>
</tbody>
</table>
**PART TWO**

**Chapter 20**  
C2-1.1: Pt Catalyst II

Research Strategies for Development of an Efficient and Effective Electrocatalyst for Polymer Electrolyte Membrane Fuel Cells and Progress Summary  
*T. L. Payne, T. Benjamin, N. Garland and J. Kopasz*  
1081

Effects of Annealing Conditions on Catalytic Activities of Pt-Cu Nanoparticle Electrocatalysts for PEM Fuel Cells  
*S. Koh, N. Hahn, C. Yu and P. Strasser*  
1093

Preparation of Ptshell-Pdcore Catalysts and Its Application for Polymer Electrolyte Membrane Fuel Cell  
*I. Choi, O. Kwon and J. Kim*  
1105

Preparation of Pt-Ru-Co Ternary Catalyst on Carbon Paper for PEMFC with Electrodeposition and Galvanic Displacement  
*S. Ahn, S. Kim, O. Kwon, S. Hwang and J. Kim*  
1111

Electrochemical Studies of Unsupported PtIr Electrocatalyst as Bi-Functional Oxygen Electrode in Unitized Regenerative Fuel Cells (URFCs)  
*H. Jung, S. Park, P. Ganesan and B. N. Popov*  
1117

Performance Improvement in PEMFC using Aligned Carbon Nanotubes as Electrode Catalyst Support  
*D. Liu, J. Yang, N. Kariuki, G. Goenaga, A. Call and D. Myers*  
1123

ORR Adsorbate Dynamics on Pt Single Crystal PEM Fuel Cells  
*A. Dhanda, R. O’Hayre and H. Pitsch*  
1131

*P. Ganesan, S. Huang and B. N. Popov*  
1143

Fine Tuning of Activity for Nanoscale Catalysts  
*D. Strmcnik, D. van der Vliet, C. Lucas, G. Karapetrov, N. M. Markovic and V. Stamenkovic*  
1151
Chapter 21
C2-2.1: Perfluoro Membranes

750 EW Perfluorosulfonic Acid Composite Membranes With Stabilized Phosphotungstic Acid for High Temperature/Low Relative Humidity PEM Fuel Cells

Correlations between Microstructures and Properties of Pd-modified Nafion® Membranes
L. Zhang, X. Cheng, Y. Zhang and Q. Fan

Dielectric Relaxations and Conductivity Mechanism of Nafion: Studies Based on Broadband Dielectric Spectroscopy
V. Di Noto, M. Piga, G. Pace, E. Negro and S. Lavina

PEM Fuel Cell Properties of Pre-Stretched Recast Nafion®
J. Lin, P. Wu, R. Wycisk and P. Pintauro

Qualitative Determination of H2S Crossover Rates in Nafion® Membranes using Ion-probe Techniques
E. L. Brosha, T. Rockward, F. A. Uribe and F. H. Garzon

R&D of Asahi Kasei Aciplex Membrane for PEM Fuel Cell Applications
N. Miyake, K. Kita, M. Honda and T. Tanabe

Development of Highly Durable PFSA Membrane and MEA for PEMFC Under High Temperature and Low Humidity Conditions
E. Endoh

Chapter 22
D2.1: Acidic Direct-Fuel FCs and Fuel Oxidation Products

DEMS Analysis of Small Organic Molecule Electrooxidation: A High-Temperature High-Pressure DEMS study
Z. Jusys and R. Behm

Efficiency of CO2 Generation during the Electrooxidation of Ethanol on Platinum with Various Roughness Factors
S. Mitsushima, T. Takahashi, A. Ariffin, K. Matsuzawa, A. Ishihara and K. Ota
Oxidation of Alcohols in Acidic and Alkaline Environments
C. Cremers, D. Bayer, B. Kintzel, M. Joos, F. Jung, M. Krausa and J. Tübke

Direct Alcohol Electro-oxidation in an Intermediate Temperature Fuel Cell
J. Otomo, S. Nishida, H. Kato, H. Nagamoto and Y. Oshima

Electrocatalyst Design for an Elevated Temperature Proton Exchange Membrane Direct Ethanol Fuel Cell
A. B. Bocarsly and E. Nianga

Effects of Oxygen Concentration in the Cathode Gas on the Oxidation of Acetaldehyde to Carbon Dioxide in a Direct Ethanol Fuel Cell
Y. Katayanagi and Y. Yamazaki

Chapter 23
B2.2: Catalyst Support Degradation I

Carbon Corrosion of a PEMFC During Shut-down/Start-up when Using an Air Purge Procedure
A. Ofstad, J. Davey, S. Sunde and R. L. Borup

Modelling and Simulations on Mitigation Techniques for Carbon Oxidation Reaction Caused by Local Fuel Starvation in a PEMFC
J. Hu, P. Sui, N. Djilali and S. Kumar

CFD Study of Carbon Corrosion in PEM Fuel Cells
K. Jain, A. Gidwani, S. Kumar and J. Cole

Chapter 24
A2.2: Diagnostics and Cell Stacks

Water Transport and Degradation Analysis in PEMFC by in-situ MRI Visualization
S. Hirai and S. Tsushima

High Resolution Neutron Radiography Imaging of Operating PEM Fuel Cells: Effect of Flow Configuration and Gravity on Water Distribution
Direct Imaging of Hydrated Polymer Electrolyte Membranes for Fuel Cell Application

M. Park and N. P. Balsara

Enhanced Diffusion in Polymer Electrolyte Membrane Fuel Cell using Pulsating Flow

Y. Hwang, S. Cha, S. Kim, S. Ji, D. Lee, H. Choi, J. Choi, J. Seo, M. Kim and D. Lee

PEM Fuel Cell with Dead-ended Operation

M. Pien, M. Warshay, S. Lis and R. Jalan

Chapter 25
C2-1.2: In-situ Spectroscopy and Theory

Double Role of Water in the Fuel Cell Oxygen Reduction Reaction

H. Ogasawara, L. Naslund, J. McNaughton, T. Anniyev and A. Nilsson

Probing the Structure of Operating Fuel Cell Cathode Catalysts using XAS


The Effect of Pt Cluster Size on Micro-Morphology of PEMFC Catalyst Layers- 
A Molecular Dynamics Simulation

C. Cheng, K. Malek and N. Djilali

Chapter 26
C2-2.2: Composite Membranes

Functionalized Polybenzimidazoles for PEMFC

J. Peron, F. Ng, E. Ruiz, D. Jones and J. Roziere

Low EW poly [perfluorosulfonic acids] /Phosphotungstic acid /Teflon® 
Supported Membrane Electrode Assemblies


Composite Nanofiber Network Membranes for PEM Fuel Cells

J. Choi, K. Lee, R. Wycisk, P. Pintauro and P. Mather
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Design of Filling Polymer Electrolytes for 3DOM Composite Membrane</td>
<td>1443</td>
</tr>
<tr>
<td>K. Sasajima, H. Munakata and K. Kanamura</td>
<td></td>
</tr>
<tr>
<td>Proton Conductive Inorganics for Composite Membranes in PEM Fuel Cells</td>
<td>1451</td>
</tr>
<tr>
<td>C. Wang, E. Chalkova, C. Lute, M. Fedkin, S. Komarneni, T. Chung and S. Lvov</td>
<td></td>
</tr>
<tr>
<td>The Optimization SPEEK Membranes using Phosphotungstic Acid as a Dopant</td>
<td>1461</td>
</tr>
<tr>
<td>S. L. Rhoden and C. A. Linkous</td>
<td></td>
</tr>
<tr>
<td>Water Uptake and Interfacial Structural Changes of Thin Film Nafion® Membranes Measured by</td>
<td>1471</td>
</tr>
<tr>
<td>Neutron Reflectivity for PEM Fuel Cells</td>
<td></td>
</tr>
<tr>
<td>V. S. Murthi, J. Dura, S. Satija and C. Majkrzak</td>
<td></td>
</tr>
<tr>
<td>Water Uptake Characteristics and Backbone Flexibility of Novel Polymers for Proton Exchange</td>
<td>1487</td>
</tr>
<tr>
<td>Membranes</td>
<td></td>
</tr>
<tr>
<td>P. Mangialaghi, C. Ewing, K. Xu, Q. Wang and M. A. Hickner</td>
<td></td>
</tr>
</tbody>
</table>

**Chapter 27**  
**D2.2: DMFC Systems and Operation**

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Development of Micro Direct Methanol Fuel Cell Systems and Their Possible Applications</td>
<td>1495</td>
</tr>
<tr>
<td>J. Cao, T. Yuan, Q. Huang, Z. Zou, B. Xia, H. Yang and S. Feng</td>
<td></td>
</tr>
<tr>
<td>Anode-Controlled Water Management in Direct Methanol Fuel Cells</td>
<td>1507</td>
</tr>
<tr>
<td>C. E. Shaffer and C. Wang</td>
<td></td>
</tr>
<tr>
<td>Design and Control Method for Compact BOP of Direct Methanol Fuel Cell</td>
<td>1519</td>
</tr>
<tr>
<td>Y. Chang, C. Cho and Y. Kim</td>
<td></td>
</tr>
<tr>
<td>Model and Experimental Study of Hydrodynamic Coupling between a Fuel Pump</td>
<td>1525</td>
</tr>
<tr>
<td>and a Direct Methanol Fuel Cell</td>
<td></td>
</tr>
<tr>
<td>C. Bute and J. Santiago</td>
<td></td>
</tr>
<tr>
<td>Analysis of the Transient Behavior of a Passive Air Breathing Direct Methanol Fuel Cell using</td>
<td>1539</td>
</tr>
<tr>
<td>1-D Model Simulation</td>
<td></td>
</tr>
<tr>
<td>S. Ha, I. Chang and S. Cha</td>
<td></td>
</tr>
<tr>
<td>High Fuel Concentration Direct Liquid Fuel Cell with Redox Couple Cathode</td>
<td>1549</td>
</tr>
<tr>
<td>A. B. Ilicic, D. P. Wilkinson, K. Fatih and F. Girard</td>
<td></td>
</tr>
</tbody>
</table>
Chapter 28
B2.3: Catalyst Support Degradation II and Membrane Mechanical Durability

Investigation of Carbon Loss on the Cathode during PEMFC Operation
*N. Takeuchi and T. F. Fuller*
1563

Mechanical Degradation Behavior of Recast Composite PFSA Membrane and Nafion® N-112 Membrane under OCV Condition
*X. Huang, M. Rodgers, W. Yoon, B. Li and N. Mohajeri*
1573

Chapter 29
C2-1.3: Pt Catalysts III

Pulse Voltammetry [of Alloy Metal Catalysts] at Fuel Cell Electrodes
*P. Pietrasz, R. M. Sankaran and T. Zawodzinski*
1583

The Displacement Fields of Atoms in Nanoparticles of Platinum and its Alloys Adsorbed onto a Carbon Substrate: Effect on Fuel Cell Catalysis
*R. Subharaman, T. Zawodzinski and J. A. Mann*
1591

Chapter 30
A3.1: Gas Diffusion Media

Best Combination of Gas Diffusion Layers for Polymer Electrolyte Fuel Cell under Cathode Condition of Very Low Humidity
*T. Kitahara, T. Konomi, H. Nakajima, Y. Tateishi, M. Murata, N. Haak and P. Wilde*
1603

Highly-Efficient Buckypaper-Based Electrodes for PEMFC
1615

Effect of Hydrophobic and Structural Properties of GDL on PEM Fuel Cell Performance
*S. Park and B. N. Popov*
1627

Effect of the Micro Porous Layer on Water Transport under Low Humidity Condition
*Y. Fujii, S. Tsushima, K. Fukuzato and S. Hirai*
1635
Relationship Between Structure and Surface Properties on Capillary Behavior in PEMFC Gas Diffusion Layers  
P. Cheung, J. D. Fairweather and D. T. Schwartz  
1643

In-Situ Characterization of GRAFCELL® Flexible Graphite Film as Gas Diffusion Layers for PEMFCs  
V. Gurau, T. Zawodzinski and R. Wayne  
1651

Evaluation of Liquid and Mass Transfer in GDL by Direct Network Simulation  
G. Inoue, Y. Matsukuma and M. Minemoto  
1661

Influence of Ionomer Equivalent Weight on Kinetic and Transport Properties in PEFC MEAs  
S. Sambandam and V. Ramani  
1673

Chapter 31  
B3.1: Membrane Degradation

PEMFC Degradation Assessed by Effluent Analysis from Designed Experiments  
T. Aarhaug, A. Svensson, A. Baumann Ofstad, J. Høydahl Sørli and H. Couvert  
1687

Effect of Water Management Schemes on the Membrane Durability in PEMFCs  
X. Huang, X. Wang, J. Preston, L. Bonville, H. R. Kunz, M. Perry and D. Condit  
1697

Characterization and Modeling of Gas Crossover and its Impact on the Membrane Degradation of PEMFCs  
J. Shim, S. Tsushima and S. Hirai  
1705

Degradation of Perfluorinated Membranes Having Intentionally Formed Pt-Band  
N. Hasegawa, T. Asano, T. Hatanaka, M. Kawasumi and Y. Morimoto  
1713

H₂O₂ Formation Depending on Ru Content of Pt-Ru/C Catalyst  
Y. Nakamori, N. Suzuki, K. Tanaka and T. Aoki  
1717

Degradation Mitigation in Polymer Electrolyte Membranes using Free Radical Scavengers  
P. Trogadas, J. Parrondo and V. Ramani  
1725
Mitigation of Perfluorosulfonic Acid Membrane Chemical Degradation Using Cerium and Manganese Ions
F. D. Coms, H. Liu and J. E. Owejan

Chapter 32
C3.1: Electrode Materials and Processes I

Analysis of Proton Transport in Pseudo Catalyst Layers
H. Iden, A. Ohma and K. Shinohara
1751

Effect of Relative Humidity on Electrochemical Active Area and Impedance Response of PEM Fuel Cell
D. Malevich, E. Halliop, B. Peppley, J. Pharoah and K. Karan
1763

Dependence of Electrode Proton Resistivity on Electrode Thickness and Ionomer Equivalent Weight in Cathode Catalyst Layer in PEM Fuel Cell
Y. Liu, C. Ji, D. Baker, W. Gu, J. Jorne and H. A. Gasteiger
1775

Surfactant Assisted Catalyst Layer Deposition for PEM Fuel Cells
A. Bauer, D. P. Wilkinson, E. Gyenge, D. Bizzotto and S. Ye
1787

Enhanced PEMFC Cathode Kinetics at 120°C and Low Relative Humidity Using Heteropolyacid Additives
1795

Using Heteropolyacids in the Anode Catalyst Layer of Dimethyl Ether PEM Fuel Cells
J. R. Ferrell, J. Turner and A. Herring
1801

Nafion Ionomer Aggregation and its Influence on Proton Conduction and Mass Transport in Fuel Cell Catalyst Layers
1811

Chapter 33
D3.1: Anion-Exchange Membrane Fuel Cells

Membrane and Electrode Materials for Alkaline Membrane Fuel Cells
J. R. Varcoe, M. Beillard, D. M. Halepoto, J. P. Kizewski, S. Poynton and R. Slade
1819
Pt-Free Cathode Catalyst Performance in H2/O2 Anion-Exchange Membrane Fuel Cells (AMFCs)  
*A. Filpi, M. Boccia and H. A. Gasteiger*  
1835

Direct-Glycerin Fuel Cell for Mobile Applications  
*S. R. Ragsdale and C. B. Ashfield*  
1847

Determination of Kinetic and Diffusional Parameters for Sodium Borohydride Oxidation on Gold Electrodes  
*D. M. Santos and C. A. Sequeira*  
1855

A First Principles Study of Direct Oxidation of Aqueous Borohydride on Au and Pt Surfaces  
*G. Rostamikia and M. J. Janik*  
1869

**Chapter 34**  
**A3.2: Bipolar Plates**

SnO2:F Coated Duplex Stainless Steel for PEM Fuel Cell Bipolar Plates  
*H. Wang and J. Turner*  
1879

Advanced Bipolar Plate for a Unitized Regenerative Fuel Cell  
*C. K. Mittelsteadt and W. Braff*  
1891

Measurement of the Potential of Bipolar Plates Inside a PEFC During Operation  
*K. Kikuchi, I. Kato, M. Yoshida, M. Wada and S. Mizuno*  
1901

Novel Porous Bipolar Plates for Use with Acid-Doped PBI Fuel Cells at Elevated Temperatures  
*R. Zaffou, R. P. Brooker, H. R. Kunz, L. Bonville and R. Parnas*  
1907

*O. E. Herrera, W. Merida and D. P. Wilkinson*  
1915

The Development And Demonstration Of Technology On The Path To Commercially Viable PEM Fuel Cell Stacks  
*B. H. Chiem, P. Beattie and K. Colbow*  
1927
Chapter 35
B3.2: MEA Degradation

Performance and Durability of PEM Fuel Cells Operated at Sub-Freezing Temperatures


Accelerated Durability Testing of Perfluorosulfonic Acid MEAs for PEMFCs

M. Rodgers, R. Agarwal, B. Pearman, B. Li, D. Slattery, P. Choi, N. Mohajeri, L. Bonville, H. R. Kunz and J. M. Fenton

Electrode and Membrane Durability Issues of PEFCs

T. Hatanaka, T. Takeshita, H. Murata, N. Hasegawa, T. Asano, M. Kawasumi and Y. Morimoto

Establishment of Accelerated Degradation Method of PEFC Stacks (NEDO Project: Fundamental Research of Degradation of PEFC Stacks)

O. Yamazaki, H. Shintaku, Y. Oomori and T. Tabata

Two-dimensional Anisotropic Interfacial Delamination Model for Polymer Electrolyte Fuel Cell Performance Loss

S. Kim, M. Khandelwal, C. Chacko and M. Mench

The Mechanical Changes in the MEA of PEM Fuel Cells due to Load Cycling

C. Huang, Z. Liu and D. Mu

Durability Investigation on Change in Material and Structure of MEA for Well-Defined PEFC under High Temperature and Low Humidified Operation Condition

M. Iide, Y. Suzuki and H. Ikeda

Chapter 36
C3.2: Electrode Materials and Processes II

Recent Insights Obtained from Local in situ Diagnostics in Polymer Electrolyte Fuel Cells

I. A. Schneider, M. Bayer, P. Boillat, A. Wokaun and G. G. Scherer

Optimization of the Cathode Catalyst Layer Composition using a Novel 2-step Preparation Method

R. Friedmann and T. V. Nguyen
The Use of Ultrasound (20kHz) as a Novel Method for Preparing Proton Exchange Membrane Fuel Cell Electrodes

B. G. Pollet

Chapter 37

D3.2: Alkaline Membrane Fuel Cell Catalysts

Kinetics of Non-Platinum Group Metal Catalysts for the Oxygen Reduction Reaction in Alkaline Medium

M. Piana, S. Catanorchi and H. A. Gasteiger

Viologen Catalyst for Direct-Carbohydrate Fuel Cell


Chapter 38

D3.3: Anion- and Cation-Exchange Membranes for Direct-Fuel Fuel Cells

Fullerene-Based Proton-Conductive Material for the Electrolyte Membrane and Electrode of a Direct Methanol Fuel Cell

T. Hirakimoto, K. Fukushima, Y. Li, S. Takizawa, K. Hinokuma and T. Senoo

Development of Low Cross-over Composite Membrane Composed of Porous Polyimide and Polymer Electrolyte for Direct Methanol Fuel Cells

D. Yamamoto, K. Sasajima, H. Munakata and K. Kanamura

Chapter 39

C3.3: Supports

Cathodes for Proton-Exchange-Membrane Fuel Cells based on Ordered Mesoporous Carbon Supports

N. P. Lebedeva, A. S. Booij and G. J. Janssen

Electrochemical Stability and Oxidation Mechanism of Carbon Support for PEM Fuel Cell

A. P. Yadav, Y. Sugawara, A. Nishikata and T. Tsuru

PEM Fuel Cell Catalysts: The Importance of Catalyst Support

S. Ye, M. Hall and P. He
Chapter 40

A4.1: Water Management Misc.

Estimation of Water Layer Thickness Adjacent to the Cathode Catalyst Layer of a PEFC (Analysis Using Electrochemical Impedance Spectroscopy)

T. Hoshiko, H. Nakajima, T. Konomi, T. Kitahara and S. Kita

Mesoscopic Modeling of Liquid Water Transport in Polymer Electrolyte Fuel Cells

P. P. Mukherjee and C. Wang

Numerical Investigation on the Transport in a PEMFC using a Microstructure Reconstruction Technique

J. Hu, P. Sui and N. Djilali

Reactions of Chemical Hydrides with Polyhydroxyl Compounds for Onsite Hydrogen Production

V. Stanic

Chapter 41

C4.1: High Temperature Materials

Effect of Equivalent Weight of Phosphotungstic Acid-Incorporated Composite Membranes on the High Temperature Operation of PEM Fuel Cells

P. Choi, B. Li, R. Agarwal, B. Pearman, N. Mohajeri, M. Rodgers, D. Slattery, L. Bonville, H. R. Kunz and J. M. Fenton

New Synthesis Routes for Indium-Doped Tin Pyrophosphate Proton Conductors

M. Einsla, R. Mukundan, E. L. Brosha and F. H. Garzon

The Study of Water Adsorption and Desorption by a PBI Membrane and its Impact on H3PO4 Transport

S. Shimpalee, T. Gu and J. W. Van Zee

Author Index