Geotechnical Frontiers 2017

Waste Containment, Barriers, Remediation, and Sustainable Geoengineering

Selected Papers from Sessions of Geotechnical Frontiers 2017

Geotechnical Special Publication Number 276

Orlando, Florida, USA
12 – 15 March 2017

Editors:

Thomas L. Brandon
Richard J. Valentine

Contents

Geosynthetics in Waste Containment Facilities

Performance of Blended Polyolefin Geomembrane in Various Incubation Media Based on Std-OIT ................................................................. 1
Mohamed S. Morsy and R. Kerry Rowe

Laboratory Study of Geosynthetic Clay Liner Panel Shrinkage Forces and Seam Strength ....................................................................................... 11
John M. Allen, Julio A. Z. Ferreira, and Chris Athanassopoulos

Long-Term Performance of HDPE Geomembranes Exposed to High Service Temperature ....................................................................................... 22
Andrew Mills and David Beaumier

Automation of Large-Scale Geotextile and Geomembrane Fabrication .......... 32
Andrew Mills and Naeem Yassin

Comparison of Single and Multi-Layer Interface Strengths for Geosynthetic/Geosynthetic and Soil/Geosynthetic Interfaces ......................... 42
Kris Khilnani, Timothy D. Stark, and Taj M. Bahadori

Numerical Modeling of the Shear Response of a Composite Liner System with Municipal Solid Waste Degradation in Landfills ......................... 52
Krishna R. Reddy, Girish Kumar, and Rajiv K. Giri

Protection Geotextiles for Geomembranes in Landfill Applications ............ 64
Henning Ehrenberg and Kent P. von Maubeuge

Capping a Low Strength Waste Sludge Lagoon In-Place without Solidification ........................................................................................................... 77
David T. Farber and Phil Comstock

Sorption and Transport of Benzene through Organoclay Amended Geosynthetic Clay Liners (GCL) ........................................................................ 86
Sadra Javadi, Mohammad Ghavami, and Qian Zhao

Geomembrane Cracking and Final Cover Performance ................................... 97
Kevin Foye and Te-Yang Soong

© ASCE
Study of the Parameters Controlling Nanoparticle Dispersion for Nanocomposite Geomembrane Applications ............................................................... 107
Patricia I. Dolez, Marek Weltrowski, and Eric David

Comparing the Testing of Geosynthetic Clay Liners (GCLs) with Bentonite Powder and Granular Cores ................................................................. 117
K. V. Maubeuge, A. Müller-Kirchenbauer, and C. Schlötzter

Alternative Final Covers

The Critical Role of Lateral Drainage Capacity in Limiting Leakage through a Low Permeability Geomembrane Cover ............................................ 127
Greg Meiers and Cody Bradley

The Durability of Exposed Geomembrane Covers ......................................................... 139
George R. Koerner and Robert M. Koerner

Liner Performance: Interesting Observations and Test Results ................................. 148
Ian D. Peggs

The Viability of Using the Mixtures of Mine Tailings and Waste Rock in Water Balance Covers ......................................................................................... 160
Mohammad R. H. Gorakhki and Christopher A. Bareither

Combined Seepage and Slope Stability Analysis of a Landfill Cover System ............................................................................................................. 170
Sid Nadukuru, Ming Zhu, Cuneyt Gokmen, and Rudolph Bonaparte

Bentonite Barrier Materials

Effect of an Anion Ratio on the Hydraulic Conductivity of a Bentonite-Polymer Geosynthetic Clay Liner ................................................................. 180
Kuo Tian, Craig H. Benson, and William J. Likos

Compatibility of Phosphate-Amended Ca-Bentonite Soil Backfill with Groundwater Impacted by Coal Ash Leachate ............................................. 190
Yu-Ling Yang, Yan-Jun Du, Krishna R. Reddy, and Ri-Dong Fan

Diffusion of Calcium Chloride through Polymerized Bentonite .......................... 200
Kristin M. Sample-Lord, Gretchen L. Bohnhoff, and Shan Tong

Water Vapor Sorption of Bentonite-Polymer Mixtures Contacted with Aggressive Leachates ................................................................. 209
Idil Deniz Akin, Jiannan Chen, William J. Likos, and Craig H. Benson
Interface Shear Strength of a Bentonite-Polymer Geosynthetic Clay Liner and a Textured Geomembrane .................................................................219
Jiannan Chen, Craig H. Benson, William J. Likos, and Tuncer B. Edil

Effect of Backpressure Saturation on the Hydraulic Conductivity of GCLs .............................................................................................227
Joel Conzelmann, Joseph Scalia IV, and Charles D. Shackelford

Geomembranes

Case History of Six 25-Year-Old PVC Geomembrane-Lined Ponds.................236
Mark Wolschon, Daniel S. Rohe, and George R. Koerner

Geomembrane Water Proofing of a 16.3 km Hydroelectric Structural Wood Flume .............................................................................................243
Brian W. Fraser, Mike Neal, and Ross Hartsock

The Benefits of Exposed Geomembrane Covers for Intermediate Applications at Landfills .................................................................251
Donald Hullings

Effect of White and Black Colors on Heat Generation in Polyethylene Geomembranes Exposed to Solar Radiation ........................................................259
Patricia I. Dolez, David Beaumier, Ata Taghizadeh, and Eric Blond

Performance Evaluation of a Bioreactor Landfill Operation .............................267
Md. Zahangir Alam, Md. Sahadat Hossain, and Sonia Samir

Determining the Long-Term Transmissivity of Selected Drainage Geocomposites to Landfill Leachate .............................................................274
Stephan B. Fourmont and George R. Koerner

Heat Generation at Solid Waste Landfills

A Model to Describe Heat Generation and Accumulation at Municipal Solid Waste Landfills .................................................................281
Zisu Hao, Mei Sun, Joel Ducoste, and Morton Barlaz

Landfill Operational Techniques in the Presence of Elevated Temperatures .........................................................................................289
Timothy D. Stark and Navid H. Jafari

Field Investigation of an Elevated Temperature Florida Landfill.....................298
Debra R. Reinhart, Robert Mackey, Sam Levin, Ryan Joslyn, and Amir Motlagh

© ASCE
Temperature Effect on the Transport of VOCs in a Co-Extruded EVOH Geomembrane
Jongwan Eun, Mehmet Yilmaz, James M. Tinjum, and Craig H. Benson

Characteristics of Gas and Leachate at an Elevated Temperature
Landfill
Craig H. Benson

Life-Cycle Assessments and Sustainable Engineering

Sustainability Assessment of Conventional and Alternate Landfill Cover Systems
Marat Goldenberg and Krishna R. Reddy

Life-Cycle Carbon, Energy, and Cost Analysis of Utilizing Municipal Solid Waste Bottom Ash and Recycled Asphalt Shingle in Hot-Mix Asphalt
Behnam Golestani, Boo Hyun Nam, Tolga Ercan, and Omer Tatari

Life-Cycle Assessment of Ground Improvement Alternatives for the Treasure Island, California, Redevelopment
Alena J. Raymond, Mark A. Pinkse, Alissa Kendall, and Jason T. DeJong

Life-Cycle Modeling of Municipal Solid Waste Landfills
James W. Levis and Morton A. Barlaz

Evaluation of Mitigation Techniques for the Expansive Behavior of Steel Slag
Asli Yalcin Dayioglu and Ahmet H. Aydilek

Use of Jute as a Sustainable Alternative for PP in Geotextile Tubes
Z. B. Kiffle, S. E. Steele, S. K. Bhatia, and J. L. Smith

New Coal Combustion Residual Rules

Using a Tufted Geosynthetic Final Cover System to Effectively Close an Ash/Sludge Impoundment
Paul C. O’Malley, José L. Urrutia, and Don DiGuilio

2D Ground Response Analysis of Pond Ash Deposits
Anmol Khanna and Supriya Mohanty

Water Balance of Coal Ash Ponds
Milind V. Khire, Banafsheh Saghaei, John Daniels, and William Langley
Water Retention Characteristics of Compacted Coal Combustion Residuals .......................................................................................................................................................................................... 403
Livingstone Dumenu, Miguel A. Pando, Vincent O. Ogunro, John L. Daniels, Merhab I. Moid, and Carlos Rodriguez

Reactive Geomaterials for Waste Containment

Study on the Semi-Dynamic Leaching Characteristics of CD Contaminated Soils Solidified/Stabilized with Phosphate under the Condition of Acid Rain .............................................................................................................................................................................................. 414
H. L. Wu, Y. J. Du, F. Wang, M. L. Wei, and Y. S. Feng

Compressibility of a “Tunable” Clay-Polymer Composite................................................. 423
Bijoy Halder, Matthew Bishop, Angelica M. Palomino, and Jong-Sub Lee

Cadmium Fixation Studies on Contaminated Soils Using Nano Calcium Silicate—Treatment Strategy .......................................................................................................................................................................................... 434

Organic Surfactant Modified Zeolite as a Permeable Reactive Barrier Component—A Laboratory Study.......................................................................................................................................................................................... 443
Hong Shang, Sadra Javadi, and Qian Zhao

Remediation of Acid Mine Drainages with Recycled Concrete Aggregates ..... 450
Stephanie N. Jones and Bora Cetin

A Study on Heavy Metal Contaminated Slurries Using Reactive Soil Mineral and Cellulosic Absorbents.......................................................................................................................................................................................................................................................... 459
Prabesh Rupakheti, Shobha K. Bhatia, and Nuzhath Fatema

Soil and Groundwater Remediation

Impact of Mix Water Quality on Bentonite-Water Slurry for Soil-Bentonite Cutoff Wall Applications .......................................................................................................................................................................................................................................................... 468
Melissa A. Replogle and Michael A. Malusis

Field Evaluation of Switchgrass (Panicum virgatur) to Phytoremediate Mixed Contaminants at a Slag Fill Site .......................................................................................................................................................................................................................................................... 478
Gema Amaya-Santos and Krishna R. Reddy

Use of a Minitube Blanket for Horizontal Landfill Gas Collection and Control .......................................................................................................................................................................................................................................................... 488
Stephan Fourmont, Pascal Saunier, and Toraj Ghofrani

© ASCE
Analysis of the Workability of Soil-Bentonite Slurry-Trench Cutoff Walls ..... 498

Permeable Reactive Filter Systems for the Treatment of Urban Stormwater Runoff with Mixed Pollutants ................................................................. 508
Krishna R. Reddy and Girish Kumar

Acidic Groundwater Remediation in the Shoalhaven Floodplain .............. 518
Buddhima Indraratna, Ana Heitor, and Punyama Pathirage

Effect of Carbonation on the Engineering Properties and Microstructural Characteristics of Cement Solidified Lead-Contaminated Soils .................. 526
Zhiguo Cao, Tao Zhang, and Dingwen Zhang

Comparison of Various Filter Media Mixtures’ Hydraulic Properties from a Laboratory Testing Program ................................................................. 534
J. Swanson, D. A. Saftner, and R. L. Teasley

Laboratory Remediation Test of MTBE-Contaminated Sands with Surfactant-Enhanced Air Sparging ................................................................. 542
Zhibin Liu, Songyu Liu, Boyang Mao, and Yuan Cheng

Experimental Investigation of the Effects of Biochar on the Hydraulic Conductivity of Soils .................................................................................... 549
Jing Jin, Kokeb A. Abera, Kalehiwot Nega Manahiloh, and Paul Imhoff