International Thermal Spray Conference & Exposition (ITSC 2016)

Shanghai, China
10 - 12 May 2016

Volume 1 of 2

ISBN: 978-1-5108-4400-1
# TABLE OF CONTENTS

## VOLUME 1

### LECTURES

#### COLD GAS SPRAYING I

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Analytical evaluation of temperature distribution within a substrate under an impinging cold spray hot air jet</td>
<td>1</td>
</tr>
<tr>
<td>Cold spray of agglomerated submicronic hydroxyapatite powders for biomedical applications</td>
<td>6</td>
</tr>
<tr>
<td>High deposition efficiency additive manufacturing of titanium using low pressure nitrogen cold spray</td>
<td>12</td>
</tr>
</tbody>
</table>

#### NOVEL INDUSTRIAL APPLICATION

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Anti-icing behaviour of thermally sprayed polymer coatings</td>
<td>18</td>
</tr>
<tr>
<td>Investigation of influencing factors on the transfer of wire arc sprayed Zn coatings for the metallisation of plastic parts</td>
<td>24</td>
</tr>
</tbody>
</table>

#### PROCESS DIAGNOSTICS, SENSORS & CONTROLS

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Improved reliability and specific design of plasma spray processes</td>
<td>30</td>
</tr>
<tr>
<td>Particle in-flight velocity and dispersion measurements at increasing particle feed rates in cold spray</td>
<td>37</td>
</tr>
<tr>
<td>Gas and particle investigations during wire arc spraying process</td>
<td>43</td>
</tr>
<tr>
<td>Effects of spray kinetic parameters on coating properties in plasma spray process</td>
<td>49</td>
</tr>
</tbody>
</table>

#### CERAMIC COATINGS I

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Synthesis and thermophysical properties of GD₂Zr₂O₇/SrZrO₃ composite as a thermal barrier coating material</td>
<td>56</td>
</tr>
<tr>
<td>Heat-shock properties in yttrium-oxide films synthesized from metal-ethylenediamine tetraacetic acid complex through flame-spray apparatus</td>
<td>62</td>
</tr>
<tr>
<td>Super-hydrophobic surface prepared by lanthanide oxide ceramics deposition through ps-pvd process</td>
<td>68</td>
</tr>
<tr>
<td>ZrB₂-based coatings by plasma spraying: behavior under oxidizing and corrosive atmosphere at temperature exceeding 2000°C</td>
<td>73</td>
</tr>
<tr>
<td>Microstructure and thermal property of atmospheric plasma sprayed Yb₂Si₂O₇ coating</td>
<td>79</td>
</tr>
</tbody>
</table>

#### SUSPENSION SPRAYING I

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Characterization of the deposition formation dynamics of suspension plasma spray coatings using in-situ coating property measurements</td>
<td>85</td>
</tr>
<tr>
<td>Comparison of SFS, SPS and HVSFS for the production of photocatalytic titania coatings</td>
<td>91</td>
</tr>
</tbody>
</table>
INFLUENCE OF PARTICLE SIZE AND SPRAY PARAMETERS ON FORMATION OF DENSE YTTRIA COATINGS BY SUSPENSION PLASMA SPRAYING
K. Fujimori, J. Kitamura, T. Wada, J. Liu, B. Callen

WIND & OFFSHORE

IMPROVED CORROSION RESISTANCE AND ELECTRICAL INSULATION BEHAVIOR OF PLASMA SPRAYED ALUMINA COATINGS TREATED BY INORGANIC SEALANT
F. Shao, H. Zhao, K. Yang, C. Liu, S. Tao

CORROSION PERFORMANCE OF DAMAGED THERMALLY SPRAYED ALUMINIUM IN SIMULATED DEEP SEA ENVIRONMENT
S. Paul

NEW PROCESSES I

PRODUCTION RATE IMPROVEMENT IN LIQUID FUEL HVOF SPRAYING BY MODIFIED POWDER INJECTION CONCEPTS
T. Schläfer, A. Wank
A HYBRID THERMAL SPRAY AND SINTER FUSION PROCESS TO APPLY WEAR AND CORROSION RESISTANT COATINGS
M. Yao, H. Belhadjhamida, J. Zheng
COATINGS DEPOSITED USING A VALVE-LESS DETONATION SYSTEM
R. Bamola, T. Ewell, P. Robinson, R. Gunsert

CERAMIC COATINGS II

COLUMNAR STRUCTURED HYDROXYAPATITE COATING DEPOSITED BY MICRO-PLASMA SPRAY
Y. Wang, T. Fan, Y. Liu, Z. Zhou, D. He
TRANSITION MECHANISM IN FLATTENING OF PLASMA SPRAYED CERAMIC PARTICLES
M. Fukumoto, N. Maeda, B. Wie, D. Suzuki

YOUNG PROFESSIONALS SESSION

MODIFICATION OF THERMAL TRANSPORT PROPERTIES OF AR-H2 WORKING GASES BY CALCIUM-PHOSPHATE PRECURSORS USED FOR SUSPENSION PLASMA SPRAYING OF HA COATINGS
R. T. Candidato Jr., B. Patryon, A. Demoirjean, J. Pawlowski
WARM SPRAYING OF HIGH STRENGTH Ni-AL-BRONZE FOR CAVITATION PROTECTION
S. Krebs, S. Kurada, H. Katamoda, F. Guertner, T. Klausen, H. Araki, S. Frede
IN-FIGHT PARTICLE DIAGNOSTICS AND CONTROL FOR THE PRODUCTION OF THERMALLY SPRAYED BABBITT COATINGS
A. R. C. Nascimento, F. B. Ettouil, S. Savoire, R. Schulz, C. Moreau
TGO FORMATION AND FAILURE MODE OF TBC SYSTEMS COMPRISING PVD-ALOx INTERLAYERS
I. Ali, D. Wett, T. Grund, T. Lampke
3D TOMOGRAPHY OF PLASMA SPRAYED CR-CLAD Ni ON ALUMINA
A. Y. X. Wang, P. R. Munroe, A. T. T. Tran, M. M. Hyland
PULSED CURRENT INVESTIGATIONS AND EFFECTS OF THE WIRE ARC SPRAYING PROCESS
MICROSTRUCTURE AND THERMAL CONDUCTIVITY OF FE-BASED AMORPHOUS COATINGS PREPARED BY HVOF THERMAL SPRAYING
CHARACTERISATION OF THERMALLY SPRAYED ZNAl15 CORROSION PROTECTION COATINGS FOR OFFSHORE-WIND-TURBINES
E. Bobzin, M. Öte, M. A. Knop
SPRAY PARAMETER EFFECT ON HVAF SPRAYED (Fe, Cr)C-30FeNiCrSi HARDMETAL COATINGS
V. Matikainen, K. Khanlari, A. Milanti, H. Koivuluoto, P. Vuoristo
FLUID DYNAMICS AND MODELLING OF PLASMA JET IN PS-PVD PROCESS AND MONTE CARLO SIMULATIONS OF PS-PVD COLUMNS
P. Wang, R. Mücke, W. He, G. Mauer, R. Vafien
COLD SPRAY ONTO CARBON FIBER REINFORCED POLYMERS FOR LIGHTNING STRIKE PROTECTION
H. Che, S. Yue, P. Vo

AUTOMOTIVE INDUSTRY

APPLICATION OF COLD SPRAYING FOR CONTACT REACTIVE BRAZING OF MG ALLOY TO STEEL
H. Li, H.-J. Nie, W.-M. Long, S.-J. Zhong, Z. Chen
AVIATION INDUSTRY III

INVESTIGATIONS ON THE NATURE OF CERAMIC DEPOSITS IN PLASMA SPRAY-PHYSICAL VAPOR DEPOSITION ................................................................. 426
W. He, G. Mauer, R. Vaßen, O. Guillon, M. Gindrat, R. Wäger

ANALYSIS OF THE HIGH CYCLIC LIFETIME OF SUSPENSION PLASMA SPRAYED YTTRIA-STABILIZED ZIRCONIA COLUMNAR COATINGS ......................................................... 432
B. Bernard, A. Quet, L. Bianchi, A. Jouila, A. Mallé, B. Rémy

COLD SPRAY OF METAL-POLYMER COMPOSITE COATINGS ONTO CARBON FIBER-REINFORCED POLYMER (CFRP) ................................................................. 437
V. Bortolussi, F. Borit, A. Chesnaud, M. Jeandin, M. Faessel, B. Figliuzzi, P. Willot, K. Roche, G. Surdon

SUSPENSION SPRAYING III

EFFECTS OF IN-FLIGHT CHANGE OF PROPERTIES ON SUSPENSION PLASMA SPRAYING ......................................................... 444
A. Farrokhpanah, T. W. Coyle, J. Mostaghimi

OPPORTUNITIES OF TWIN-CATHODE SYSTEM AS NEW SUSPENSION PLASMA SPRAY SYSTEM ......................................................... 455
M. Shahien, M. Suzuki

INTRODUCTION OF MICRO RESIN FRAGMENTS WITH CERAMIC NANOPARTICLES INTO PLASMA FLAME TO CREATE FINE COATED LAYERS ................................................................. 462
M. Katsuki, H. Harada, S. Kirihara

FRACATURE CHARACTERISTICS OF HIGH-VELOCITY SUSPENSION FLAME-SPRAYED ALUMINUM OXIDE COATINGS ................................................................. 466
J. Kikukoski, A. Lutoczki, M. Plachetta, A. Apostol, H. Koivuluoto, P. Müller, A. Killinger, P. Vuoristo

THERMAL CYCLING BEHAVIOR OF SUSPENSION PLASMA SPRAYED YTTRIA PARTIALLY-STABILIZED ZIRCONIA THICK THERMAL BARRIER COATING ................................................................. 472

PRE- & POST-TREATMENT

SUBSTRATE PREPARATION & THERMAL SPRAY COATING PERFORMANCE – A REVIEW ................................................................. 478
S. S. Salakhi, G. Kaushal

WEAR BEHAVIOR OF POST-TREATED ARC SPRAYED CERMET COATINGS BY MEANS OF HAMMER P E E N I N G ................................................................. 484
W. Tillmann, L. Hagen

THE INFLUENCE OF HEAT TREATMENT PRESENCE AND SEQUENCE ON OXIDATION RESISTANCE OF YSZ THERMAL BARRIER COATINGS ................................................................. 490
A. Akhmetgareeva, S. Baldaev, I. Mazilin, L. Baldaev, T. Il’Inkova

EFFECT OF PRE AND POST PROCESSES ON COLD SPRAY COATING PROPERTIES ................................................................. 491
P. K. Koh, H. W. Ng, P. Cheang, K. Loke

EFFECT OF SANDBLASTING PRETREATMENT AND HEAT INPUT OF APS PROCESS ON PROPERTY OF LOW-TEMPERATURE SOLDERED JOINT OF TEMPERED GLASS TO STEEL ................................................................. 499
H. Li, T.-H. Zhu, W. Tillmann, Z.-X. Li

ARC SPRAYING & LASER SPRAYING

CLOSED-LOOP CONTROL TOOLS FOR AUTOMATED LASER CLADDING PROCESSES ................................................................. 503
A. Wank, F. Beck, C. Schmengler, J. Zierhut, K. Kloiber

EFFECT OF TRAVERSE SPEED ON RESIDUAL STRESS DISTRIBUTION AND CAVITATION EROSION BEHAVIOR OF ARC SPRAYED ALUMINUM BRONZE COATINGS ................................................................. 509
M. Hauer, S. Krebs, W. Krömmer, K.-M. Henkel

CAUSE STUDY TO THE OCCURRENCE OF UNMELTED WIRE PIECES DURING WIRE ARC SPRAYING ................................................................. 516

ALTERNATIVE INDUSTRIAL SURFACE SOLUTIONS ................................................................. 522
P. T. Nielsen, S. E. Nielsen

SIMULTANEOUSLY SPRAYING OF DIFFERENT WIRES BY TWIN WIRE ARC SPRAYING USING ADAPTED AIR-CAPS AND SHROUD EFFECT ................................................................. 527
W. Tillmann, M. Abdulgader, D. Bezerra

POWER GENERATION II

NANOSTRUCTURE DEVELOPMENT OF LOW PRESSURE PLASMA SPRAYED COATINGS WITH NANO-AGGLOMERATED YSZ FEEDSTOCK ................................................................. 533
Y. Gao, D. Yang

AN INVESTIGATION ON THE OPTIMIZATION, RELIABILITY AND REPEATABILITY ASSESSMENT OF PLASMA SPRAY COATINGS DEPOSITED USING TWIN OPPOSING INJECTORS ................................................................. 539
K. Y. Park, R. C. Seshadri, S. Sampath, B. I. Yang, I. S. Kim
PREPARATION AND PROPERTIES OF CR₃C₂-25NICR THERMAL SPRAYING POWDERS AND COATINGS WITH NANO-SIZED, MICRO-SIZED AND BIMODAL STRUCTURES ..........................................................................................542
H. Xie, S. Wang, X. Liao, C. Liu, F. Liu

THERMAL CYCLING BEHAVIOR OF QUASI-COLUMNAR YSZ COATINGS DEPOSITED BY PS-PVD ..........................................................555

CHARACTERIZATION & TESTING METHODS

FLEXURE STRENGTH OF METAL MESH REINFORCED CERAMIC MATRIX COMPOSITE MANUFACTURED USING LIQUID METAL MELTING SPRAY technique ..........................................................561
T. Mohammadi, X. Huang

STRESS ANALYSIS AND FAILURE MECHANISMS OF PLASMA-SPRAYED THERMAL BARRIER COATINGS ........................................................................566
J. Yang, L. Wang, D. Li, X. Zhong, H. Zhao, S. Tao

THE EVALUATION OF MECHANICAL PROPERTIES OF SUSPENSION PLASMA SPRAYED ZIRCONIA COATINGS HAVING VARIOUS MICROSTRUCTURES ..........................................................573
P. Sokolowski, A. Mejias, D. Chicot, R. Musalek, P. Nylen, L. Pawlowski

INFLUENCE OF POWDER CHARACTERISTICS ON THE MICROSTRUCTURE AND BOND STRENGTH OF COLD-SPRAYED ALUMINUM COATING ..........................................................579
P. E. Léger, F. Borit, N. Fabrègue, M. Jeandin, M. Ducos

VOLUME 2

RESIDUAL STRESSES MEASUREMENT IN PLASMA SPRAYED TBCS WITH COLD SPRAYED BOND COATS BY PHOTOLUMINESCENCE PIEZOSPECTROSCOPY ..........................................................586
C. R. C. Lima, S. Dosta, J. M. Guilemany, D. R. Clarke

HVOF-/HVAF-SPRAYING

MICROSTRUCTURE AND PERFORMANCE OF WC-10CO-4CR COATING WITH ULTRAFINE / NANO-CRYSTALLINE STRUCTURES ..........................................................591
X. Wang, H. Wang, X. Song, X. Liu, D. You, T. Yang

PERFORMANCE OF HVOF SPRAYED Ni-20 Cr+1%Zr COATING IN Na₂SO₄-60%V₂O₅ ENVIRONMENT AT 900°C ..................................................................................................................596
J. Yang, L. Wang, D. Li, X. Zhong, H. Zhao, S. Tao

EFFECTS OF POWDER STRUCTURES AND HVOF PROCESSES ON EROSION WEAR PERFORMANCE OF WC-10Co4Cr COATINGS ..........................601
X. Ding, X.-D. Cheng, J. Shi, C. Li, Z.-X. Ding

PROCESS SIMULATION & MODELING IN HVOF QUALIFICATION AND OPTIMIZATION .........................................................................................607
L. Zeng, B. Ramsey

NEW PROCESSES II

CHARACTERIZATION OF YSZ COATINGS DEPOSITED BY CONVENTIONAL DC AND CO₂/CH₄ TORCHES ..................................................................................................................613
H. R. Salimijazi, R. Ghasemi, J. Mostaghimi, L. Pershin

HIGH VELOCITY SPRAY DEPOSITION OF WC CERMETS BY AN AIR-OXYGEN CONTROLLED COMBUSTION PROCESS ..........................................................617
M. Parco, I. Pagoaga, G. Barykin, C. Vaquero

AN IN-SITU COOLING SOLUTION FOR THERMAL SPRAY COATING PROCESS ..................................................................................................................627
F. Qin, T. Bao, L. He

PERFORMANCE AND ECONOMIC CHARACTERISTICS OF MULTI-CHAMBER DETONATION SPRAYER USED IN THERMAL SPRAY TECHNOLOGY .........................................................................630
Y. Tyurin, O. Kolosnichenko, J. Jia, N. Vasilik, M. Kovaleva, M. Prozorova, M. Arseenko, V. Sirota

POWER GENERATION III

INFLUENCE OF Ce AND Ru ON THE BEHAVIOUR OF HVOF NICOCRALX COATINGS IN HIGH TEMPERATURE OXIDATION ..................................................................................635

THE CORRELATION OF THE TBC LIFETIMES IN BURNER CYCLING TEST WITH THERMAL GRADIENT AND FURNACE ISOTHERMAL CYCLING TEST BY TGO EFFECTS ..........................641
C.-J. Li, H. Dong, H. Ding, G.-J. Yang
# Corrosion Protection

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Performance of HVOF Sprayed Ni Based Coating on T22 Steel in Actual Boiler Environment</td>
<td>648</td>
</tr>
<tr>
<td>Performance of Thermally Sprayed Corrosion Resistant Alloy (CRA) Coatings on Carbon Steel in SuperCritical CO2 Environments at Different Temperatures</td>
<td>654</td>
</tr>
<tr>
<td>High Temperature Protective Performance of LT-HVOF Sprayed TiAl3-Al Coating For Ti-6Al-4V Substrate</td>
<td>660</td>
</tr>
</tbody>
</table>

# Equipment / Consumables & Powders, Wires, Suspensions

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>From Nano-Particles to Nano-Structured Thermal Spray Coatings</td>
<td>664</td>
</tr>
<tr>
<td>Structural and Phase State of the Material Between the Ceramic Layer and the Metallic Substrate Formed by High-Speed Jet of Powder</td>
<td>671</td>
</tr>
<tr>
<td>Characterization of WC-Co Coating Modified by Nano-Sized Tic Addition Using Electron Microscopy Methods</td>
<td>675</td>
</tr>
<tr>
<td>An Investigation of the Corrosion and Fouling Resistance of Zn-Ni/Co3O4-TiO2-CuO-SiO2/Ptfe Composite Ceramic Coatings</td>
<td>681</td>
</tr>
</tbody>
</table>

# Iron-Based Coatings

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Microstructure and Properties of FeCrNbsic Coating Prepared by Wire-Arc Spraying Process</td>
<td>688</td>
</tr>
<tr>
<td>An Influence of Strain-Induced Nucleation of Martensitic Transformations on Tribological Properties of Sprayed and Surfaced Depositions</td>
<td>694</td>
</tr>
<tr>
<td>Highly Economical Fe-Based Protective Coating System by Novel Material Design and Full Utilization of the Atomized Powder</td>
<td>700</td>
</tr>
<tr>
<td>Fe-Based Powder Alloys Deposited by HVOF and HVAF for Sliding Wear Applications</td>
<td>706</td>
</tr>
</tbody>
</table>

# Power Generation IV

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>A Comparison Between Nanostructured YSZ Coatings Fabricated by LPPS and APS Method Using Unsintered Porous Agglomerates</td>
<td>712</td>
</tr>
<tr>
<td>Comparative Investigation on the Mechanical Properties of Thermal Barrier Coatings Made by Atmospheric Plasma Spraying and Suspension Plasma Spraying</td>
<td>719</td>
</tr>
</tbody>
</table>

# Medical Industry

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Nanotopographical Features of Plasma Sprayed Coatings on Bone Implant Surfaces</td>
<td>725</td>
</tr>
<tr>
<td>Preparation and In Vitro Evaluation of Plasma Sprayed Cerium Oxide Coatings</td>
<td>730</td>
</tr>
<tr>
<td>Osteogenic Behavior of Bone Marrow Mesenchymal Stem Cells on Calcium Silicate Based Coatings by Hydrothermal Treatment</td>
<td>734</td>
</tr>
<tr>
<td>Hierarchical Macro/Nano Titanium Coating Promotes Cell Differentiation Via Rock-Regulated Synergistic Cytoskeletal Distribution</td>
<td>738</td>
</tr>
</tbody>
</table>
PLASMA SPRAYING

OXIDATION BEHAVIOR OF TITANIUM CARBONITRIDE COATING DEPOSITED BY ATMOSPHERIC PLASMA SPRAY SYNTHESIS .................................................................743
L. Zhu, J. He, D. Yan, N. Zhang

COMPARISON OF ZRB2-MOSI2 COMPOSITE COATINGS FABRICATED BY ATMOSPHERIC AND VACUUM PLASMA SPRAY PROCESSES ........................................748
Y. Niu, Z. Wang, X. Zheng, C. Ding

PLASMA-SPRAYED COMPOSITE COATINGS FOR SEVERE CONDITIONS IN NUCLEAR POWER PLANTS ..........................................................754
A. Werry, C. Chazelas, A. Denoirjean, S. Valette, A. Vardelle, E. Meillot

MICROSTRUCTURE AND MECHANICAL PROPERTY OF Al2O3/YAG WEAR-RESISTANT COMPOSITE COATING DEPOSITED BY ATMOSPHERIC PLASMA SPRAYING 760
K. Yang, J. Rong, C. Liu, S. Tao, C. Ding

EVAPORATION ENHANCEMENT OF YSZ SPRAY PARTICLES FOR PS-PVD BY MODIFYING THE NOZZLE IN CONVENTIONAL 80 KW PLASMA SPRAY SYSTEM 765
Q.-Y. Chen, C.-J. Li, C.-X. Li, G.-J. Yang

AMORPHOUS COATINGS

CORROSION BEHAVIORS OF AMORPHOUS COATING UNDER SIMULATED DEEP SEA ENVIRONMENT ..........................................................771
C. Zhang, Z. W. Zhang, L. Liu

IMPROVEMENT OF BONDING STRENGTH AND IMPACT RESISTANCE OF FE-BASED AMORPHOUS COATINGS BY STRUCTURE MODIFICATIONS ...............774
L. Liu, C. Zhang, W. Wang, M. Yasir

ENHANCEMENT OF WEAR AND IMPACT RESISTANCE OF FE BASED AMORPHOUS COATINGS BY THE ADDITION OF ALUMINA PARTICLES ........776
M. Yasir, C. Zhang, W. Wang, P. Xu, L. Liu

POSTERS

APPLICATIONS – AUTOMOTIVE INDUSTRY

HIGH TEMPERATURE CORROSION OF SELECTED THERMALLY SPRAYED COATINGS DEPOSITED BY HVOF TECHNOLOGY ........................................777
Z. Cesánek, J. Schubert, S. Houdková, V. Matikainen, H. Koivuluoto, P. Vuoristo

INFLUENCE OF HEAT-TREATMENT METHODS ON MECHANICAL AND EROSION PROPERTIES OF THERMALLY SPRAYED NICRBSI BASED COATING ...........................................783
J. Schubert, Z. Cesánek, S. Houdková

APPLICATIONS – AVIATION INDUSTRY

INFLUENCE OF MULTIPLE GUIDE VANE GEOMETRY ON CHARACTERISTICS OF TBCS DEPOSITED BY PS-PVD METHOD ........................................789
J. Mao, M. Liu, C. G. Deng, C. M. Deng, K. S. Zhou

APPLICATIONS – GENERAL PLANT ENGINEERING

EFFECT OF NITRIC ACID CORROSION ON THE LUMINESCENT INTENSITY OF PLASMA SPRAYED YAG:Ce COATINGS .........................................................798
P. Zeng, H. Wang, W. Wang, J. Yu, L. Wu

SULFIDATION BEHAVIOR OF PLASMA-SPRAYED Al-Mo COATINGS AT HIGH TEMPERATURE .................................................................802
L. Wu, W. Wang, J. Yu

EFFECT OF SUBSTRATE PREHEATING ON THE BONDING STRENGTH OF DETONATION SPRAYED WC10Co4Cr COATINGS ........................................806
Y. Guo, Y. Hou, J. Gao

APPLICATIONS – MEDICAL INDUSTRY

CORROSION TESTING OF HYDROXYAPATITE AND HYDROXYAPATITE – SILICON OXIDE COATED TITANIUM ........................................812
G. Singh, H. Singh, B. Singh Sidhu

FABRICATION AND CHARACTERIZATION OF GRAPHENE OXIDE/FLUORHYDROXYAPATITE COMPOSITE MATERIALS FOR BIOMEDICAL APPLICATIONS 820
Y. Bai, J. Gao, W. Ma, Y. Bai
CORROSION RESISTANCE AND APATITE FORMING ABILITY OF PLASMA SPRAYED CP-Ti/BIOGLASS COMPOSITE COATING .................................................................836
S. Bsat, B. De Snoo, X. Huang

PLASMA SPRAYED HYDROXYPATITE COATINGS ON 3D PRINTED POLYMER SUBSTRATES FOR ORTHOPEDIC APPLICATIONS: A PRELIMINARY STUDY .......................................................840
L. Barillas, J. M. Cubero-Sesin, T. Guillén-Girón

APPLICATIONS – POWER GENERATION: FUEL CELLS & SOLAR

LIQUID PLASMA-SPRAYED NANONETWORK LA$_{0.6}$Sr$_{0.4}$Co$_{0.2}$Fe$_{0.8}$O$_{3}$/Ce$_{0.8}$Gd$_{0.2}$O$_{2}$ COMPOSITE CATHODES FOR INTERMEDIATE TEMPERATURE SOLID OXIDE FUEL CELLS ..................................................846
S.-L. Zhang, C.-J. Li, C.-X. Li, G.-J. Yang

APPLICATIONS – POWER GENERATION: STEAM

STUDY OF HIGH VELOCITY ARC SPRAYED HEAT RESISTANT COATINGS FROM FECRALBY CORED WIRE ........................................................................................................852
Y. Korobov, S. Nevezhin, M. Filippen, A. Makarov, I. Malygina, D. Fantozzi, A. Milanty, H. Kotiluoto, P. Vuoristo

EQUIPMENT / CONSUMABLES – INDUSTRIAL AUTOMATION & ROBOTICS

POROUS NANOSTRUCTURED HYDROXYAPATITE COATINGS DEPOSITED BY SUSPENSION PLASMA SPRAY ..................................................................................857
H. Xu, X. Geng, G. Liu, P. Zhu, C. Zhang

EQUIPMENT / CONSUMABLES – POWDERS, WIRES, SUSPENSIONS

CHARACTERIZATION AND PROPERTIES OF CERMET COATINGS FORMED BY A NEW MULTI-CHAMBER DETONATION SPRAYER ........................................................................................................862
Y. Tyrin, O. Kolizinchenko, J. Jia, N. Vasilik, M. Kovaleva, M. Prozorova, M. Arseenko, V. Sirota

EQUIPMENT / CONSUMABLES – PROCESS DIAGNOSTICS, SENSORS & CONTROLS

FAILURE BEHAVIOR OF THE PLASMA-SPRAYED YTTRIA STABILIZED ZIRCONIA THERMAL BARRIER COATINGS UNDER THE THREE POINT BENDING TEST VIA ACOUSTIC EMISSION TECHNIQUE ........................................................................................................866

PROPERTIES – CERAMICS COATINGS

INFLUENCE OF LASER GLAZING ON THE CHARACTERIZATION OF PLASMA-SPRAYED YSZ COATINGS ..................................................................................874

IMPEDEANCE ANALYSIS OF 7YSZ THERMAL BARRIER COATINGS DURING HIGH-TEMPERATURE OXIDATION ................................................................................880

PREPARATION AND CYTOCOMPATIBILITY OF NANOPOROUS SiO$_2$/TiO$_2$ COATINGS BY PLASMA SPRAYING AND HF ETCHING ........................................................................................................886
X. Zhao

DENSE YSZ COATINGS FABRICATED BY PLASMA SPRAY-PHYSICAL VAPOR DEPOSITION ..................................................................................................................894

TRIBOLOGICAL PERFORMANCE OF PLASMA SPRAYED Al$_2$O$_3$–Y$_2$O$_3$ COMPOSITE COATINGS ..................................................................................................................900
J. Rong, K. Yang, H. Zhao, C. Liu, Y. Zhuang, S. Tao

TUBULAR ASYMMETRIC LA$_{0.6}$Sr$_{0.4}$CO$_{0.2}$Fe$_{0.8}$O$_{3}/$Ce$_{0.8}$Gd$_{0.2}$O$_{2}$ OXYGEN TRANSPORT MEMBRANES PREPARED BY PLASMA SPRAYING-PHYSICAL VAPOR DEPOSITION (PS-PVD) AND SUPERSONIC AIR-GAS PLASMA SPRAYING (SAPS) ........................................................................................................906
S. Niu, K. Zhou, L. Xu, C. Deng, M. Liu, J. Mao

SINTERING AND PHASE TRANSFORMATION BEHAVIOR OF HIGH-PURITY NANOCRYSTALLIZED THERMAL BARRIER COATINGS AT VERY HIGH TEMPERATURES ........................................................................................................911
K. Yuan, Y. Yu, X.-J. Ji, J. Shen

SYNTHESIS OF Y$_2$O$_3$ FILMS WITH HIGH THERMAL-SHOCK RESISTANCE FROM A METAL-EDTA COMPLEX USING FLAME-SPRAYING APPARATUS ........................................................................................................916
PROPERTIES – CORROSION PROTECTION

CORROSION RESISTANCE OF NANOSTRUCTURED WC-COCR COATING WITH CO-CR ALLOY BINDER
H. Wang, X. Wang, X. Song, X. Liu, F. Yang ................................................................. 922

INFLUENCE OF DIFFERENT CONTENT OF FREE SILICON ON THE OXIDATION RESISTANCE OF SIC COATINGS ON THE C/SIC COMPOSITES
F. Jia, H. Peng, X. Ji, X. Zhang, J. Shen ................................................................. 927

CAN THERMALLY SPRAYED ALUMINIUM (TSA) MITIGATE CORROSION OF CARBON STEEL IN CARBON CAPTURE AND STORAGE (CCS) ENVIRONMENTS?
B. Syrek-Gerstenkorn, S. Paul ................................................................. 933

ELECTROCHEMICAL IMPEDANCE SPECTROSCOPY OF THERMALLY SPRAYED ALUMINIUM IN SYNTHETIC SEAWATER
S. Paul ................................................................. 939

PROPERTIES – METAL COATINGS

EFFECT OF MULTI-PASS COATINGS ON SURFACE STRUCTURE OF COLD SPRAYED SI COATINGS
J. Nakamura, H. Saito, K. Fujita, K. Sakaki ................................................................. 946

STUDY ON THE THERMAL SPRAY PROCESS AND THE PROPERTIES OF WC-12CO AND WC-10CO-4CR COATINGS
W. Zhu, J. Xu, Q. Wang, X. Tan ................................................................. 950

MICROSTRUCTURE AND WEAR RESISTANCE OF ATMOSPHERIC-PLASMA-SPRAYED ALCOCRFENITI HIGH-ENTROPY ALLOY COATING
W. Xiong, L.-H. Tian, C. Liu, S. Lu ................................................................. 957

THE DEPOSITION OF PURE ALUMINIUM VIA COLD SPRAY FOR THE CORROSION PROTECTION OF STEEL
I. Peter, B. Aldwell, R. Lapoi, M. Rosso ................................................................. 962

PROPERTIES – POLYMER COATINGS

RESEARCH OF INFLUENCE OF TECHNOLOGICAL PARAMETERS OF PROCESS OF SPRAYING ON PROPERTIES OF POLYMERIC COATINGS
S. Mankovsky, L. Baldaev, S. Baldaev, S. Sheremetev, M. Fedorova, A. Rigin ................................................................. 968

PROPERTIES – PRE- & POST-TREATMENT

LASER RE-MELTING ASSISTED WITH INDUCTION HEATING OF YTTRIA PARTIALLY STABILIZED ZIRCONIA THERMAL BARRIER COATINGS

PROPERTIES – TRIBOLOGICAL COATINGS

SLIDING WEAR INVESTIGATION OF PLASMA AND HIGH VELOCITY OXY-FUEL SPRAYED ALUMINA COATINGS

PROPERTIES – WEAR PROTECTION

INFLUENCE OF Ni CONTENT ON THE WEAR RESISTANCE OF B4C-NI COATINGS SPRAYED BY APS
Y. Zhang, C. Jia, P. Jia, J. Zhang, Y. Jia ................................................................. 997

MICROSTRUCTURE AND TRIBOLOGICAL PERFORMANCE OF CR-C3-(NLCR)3(AL,CR) COATING DEPOSITED FROM CR-C3 IN-SITU SYNTHESIZED ALLOY POWDER
Z. Hongbin, S. Jie, G. Feng, Y. Yueguang, L. Changhai ................................................................. 1003

FRACTURE TOUGHNESS OF HARD COATINGS APPLIED BY FLAME SPRAY PROCESS USING FLEXICORD FEEDSTOCK
C. R. C. Lima, M. S. Orozco, H. C. Fals, M. A. R. Mojena, V. A. Ferrarezi ................................................................. 1011
THERMAL SPRAY PROCESSES – PLASMA SPRAYING

7YSZ COATING PREPARED BY PS-PVD BASED ON HETEROGENEOUS NUCLEATION .......................................................... 1094

DEPOSITION OF NANOSTRUCTURED YSZ COATING FROM SPRAY-DRIED PARTICLES OF NO HEAT TREATMENT ................................................................. 1100
Y. Zhao, Y. Guo

SPECTROSCOPIC AND ELECTRICAL DIAGNOSTIC OF THE PLASMA JETS CHARACTERISTIC OF A NEW PLASMA TORCH FOR LPPS OR VLPPS .................................................................................................................... 1107
C. Q. Sun, Y. Guo, D. M. Yang

EFFECT OF TiO2 AND TiB2 COMPOUNDS ON THE MICROSTRUCTURE AND INFRARED EMISSIVITY
OF SPINEL Ni-Cr OXIDE COATINGS PREPARED BY ASP ................................................................. 1114

PREPARATION, CHARACTERIZATION OF (La0.8Ca0.2)TiO3 High Emissivity Coatings
DEPOSITED BY APS .................................................................................................................................................. 1120
L. Yanbo, W. Quansheng, G. Lihong, C. Yunpeng, J. Zijian, W. Hao

VACUUM PLASMA SPRAY OF YTTRIA STABILIZED ZIRCONIA COATINGS ................................................................. 1132

EFFECT OF OXIDATION ON THE BONDING FORMATION OF PLASMA-SPRAYED STAINLESS STEEL SPLATS SPRAYED ONTO STAINLESS STEEL SUBSTRATE ................................................................. 1138
J. Wang, C.-J. Li

CHARACTERISTIC OF NICORALYTA-10%Al2O3 COATING FABRICATED BY SUPersonic
ATMOSPHERIC PLASMA SPRAYING .................................................................................................................... 1145
K. Yang, M. Liu, C. Deng, J. Mao, S. Niu

STUDY ON THE MICROSTRUCTURE AND WEAR BEHAVIOUR OF ALCOCRFENITI/NICRBSI
COMPOSITE COATING BY ATMOSPHERIC PLASMA SPRAYING ................................................................................................. 1150
L. H. Tian, W. Xiong, C. Liu, S. Lu

SPRAYING OF ALUMINUM NITRIDE-ALUMINA-YTTRIA MIXTURES IN NITROGEN ................................................................. 1156
M. Shahien, M. Yamada, M. Fukumoto

PARTICLE DIAGNOSTICS AND COATING PROPERTIES IN REACTIVE PLASMA SPRAY PROCESS ................................................................. 1162
M. Shahien, M. Yamada, M. Fukumoto

YOUNG PROFESSIONALS

MODIFICATION IN POWDER FEEDER FOR NANO-POWDER FOR THERMAL SPRAY THIN COATINGS ......................... 1168
R. Upadhyaya, S. Shrivastava, S. C. Modi, A. Modi

Author Index