# Contents

**Jet Grouting: New Shapes and Applications**

Development of the MultiFan-Shaped Jet Grouting Method of Ground Improvement ............................................................................................................... 1  
Takashi Shinsaka, Junichi Yamazaki, Yasuhiro Nakanishi, and Kazuhito Komiya

Filippo Maria Leoni and Gianluca Pianezze

A Study on Altering the Cross-Sectional Shape and Altering the Quality of the Jet Grout Column ................................................................. 21  
T. Tsutomu, A. Hiroyuki, and K. Kazuhiko

An Unconventional Application of Jet Grouting to Install 4900 kN Ground Anchors in Loose Alluvial Soil ................................................................. 31  
Vittorio Manassero

**Jet Grouting: Verification and Testing**

Assessment of Jet Grout Column Diameter during Construction Using Electrical Resistivity Imaging ................................................................................. 42  
Michael A. Mooney and Richard G. Bearce

Experimental Evidence on the Strength of Soil Treated with Single and Double Fluid Jet Grouting .................................................................................. 52  
L. Wanik, M. C. Masaccio, J. Bzówka, G. Modoni, and J. S. L. Shen

Mechanical Behaviors of Soilcrete Created from Soils of Tam Bang and Vam Dinh Bridges Simulating Jet Grouting Technology ........................................ 62  
Hoang-Hung Tran-Nguyen and Chuong Hong Quach

Quantitative Interpretation of Surface Wave Testing for Assessment of Ground Improvement by Jet Grouting ................................................................. 73  
Chih-Ping Lin, Chun-Hung Lin, Yu-Cheng Chang, and Chih-Jung Chien

Uplift Control of Jet Grouted Bottom Plug by Friction Mobilized along Embedded Anchoring Elements ................................................................. 82  
Michał Topolnicki
Jet Grouting: Case Histories

Construction of a Jet-Grouted Backup Seepage Cut-Off Wall in the John Hart North Earthfill Dam ................................................................. 92
Paolo Gazzarrini, David Siu, and Stephen Jungaro

Dewatering Dike Construction and Grouting at the Meadowbank Mine, Northern Canada .............................................................................. 102
Vafa T. Rombough, Grant R. Bonin, Fiona Esford, and Michel R. Julien

Jet-Grouting as Earth Retention System in the Canadian Pacific Northwest: Case History of a Challenging 16 Meter Deep Excavation ............. 114
Paolo Gazzarrini, Matt Kokan, Stephen Jungaro, and Dan Hunt

Jet Grouting for Water Cutoff and Excavation Support ...................................................................................................................... 124
Matthew J. Niermann, Douglas R. Jenevein, and Stanley L. Worst

Jet Grouting within Contaminated Land Fill .................................................................................................................. 135
Camille Debost, Fabrice Mathieu, and Murray Yates

Jet Grouting within Toronto’s Glacial Deposits, a Contractor’s Perspective ............................................................................................... 145
Yves St-Amour, Lucie Clatworthy, and Masoud Manzari

Overcoming Grouting Difficulties during Retaining Wall Stabilization .......... 155
Jared M. Green and Alan R. Poeppel

Rehabilitative Grouting for the Anacostia River Tunnel ................................. 165
Paul C. Schmall, James C. Myers, Lucian P. Spiteri, and Stephen D. Hawkins

The State of Jet Grouting in North America: Where We Are and Where It Is Practical ............................................................................. 175
George K. Burke, Kenneth Ivanetich, and Timothy Myers

Use of Jet Grouting in Retrofitting of a RMG Factory Building in Chittagong, Bangladesh ....................................................................... 186
Hamidul Ahasan, Shajal Khan, Ahmedul Hassan, Raquib Ahsan, and Mehedi Ahmed Ansary

Deep Mixing

Assessment of Key Properties of Solidified Fly Ash with and without Sodium Sulfate ............................................................................. 197
J. C. Evans, G. P. Piuzzi, and D. G. Ruffing
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cased-Pipe Sampling for Quality Assurance of Deep Mixing Method:</td>
<td>207</td>
</tr>
<tr>
<td>A Case Study</td>
<td></td>
</tr>
<tr>
<td>Ignazio Paolo Marzano, Massimo Grisolia, Giuseppe Iorio, Giuseppe Panetta, and Raffaele Papa</td>
<td></td>
</tr>
<tr>
<td>Cement-Bentonite Slurry Walls for Seismic Containment of the Kingston Coal Ash Landfill</td>
<td>216</td>
</tr>
<tr>
<td>Alan F. Rauch, Steve Artman, John C. Kammeyer, Bruce J. Haas, Jeffrey Barrett, Tom Pace, P. Bradford Smiley,</td>
<td></td>
</tr>
<tr>
<td>Michael J. Steele, and Yong Wu</td>
<td></td>
</tr>
<tr>
<td>Centrifuge Model Studies on External Stability of Column Type Deep Mixing Ground on Inclined Foundation</td>
<td>227</td>
</tr>
<tr>
<td>Yuta Toshinari, Syusaku Matsuda, Masaki Kitazume, and Binh Nguyen</td>
<td></td>
</tr>
<tr>
<td>Construction and Verification Testing of Cement Deep Soil Mix Panels to Mitigate Seismic Displacements for the</td>
<td>237</td>
</tr>
<tr>
<td>Evergreen Line Rapid Transit Project</td>
<td></td>
</tr>
<tr>
<td>Ali Azizian, Brian E. Hall, Juan I. Baez, Alan Moat, and Blair Squire</td>
<td></td>
</tr>
<tr>
<td>Construction of a Deep Cutoff Wall along the Mississippi River at East Alton, IL</td>
<td>249</td>
</tr>
<tr>
<td>Raffaella Granata, Jo Tucker, Matteo Bertoni, and Wesley Schmutzler</td>
<td></td>
</tr>
<tr>
<td>Cyclic Unconfined Compression Test of Cement-Treated Soils</td>
<td>259</td>
</tr>
<tr>
<td>Tsutomu Namikawa, Yoshio Suzuki, Sadatomo Onimaru, Takuya Tsukamoto, Ryo Kurosawa, and Kentaro Shimada</td>
<td></td>
</tr>
<tr>
<td>Design and Construction of a Soil Cement Mixed TBM Retrieval Shaft in Porous Limestone</td>
<td>269</td>
</tr>
<tr>
<td>Terrence Carroll, Chu Ho, Thomas Richards, and Jose Torres</td>
<td></td>
</tr>
<tr>
<td>Design and Construction of Column Supported Embankment Using Deep Soil Mixing Columns and Reinforced Concrete</td>
<td>279</td>
</tr>
<tr>
<td>Load Transfer Slab</td>
<td></td>
</tr>
<tr>
<td>King H. Chin, Heidi P. Cashman, and Chris Barnes</td>
<td></td>
</tr>
<tr>
<td>Determining the Tensile Strength of Soil-Cement</td>
<td>289</td>
</tr>
<tr>
<td>Brian Wilson and Jim Coull</td>
<td></td>
</tr>
<tr>
<td>Dissecting a 107-Year-Old Dam with a Barrier Wall</td>
<td>299</td>
</tr>
<tr>
<td>Edwin R. Friend, Darren Brinker, Jeff Martin, Douglas Raitt, and Robert Huzjak</td>
<td></td>
</tr>
<tr>
<td>Ground Treatment by Combination of CSM and Jet-Grouting in Hong Kong</td>
<td>316</td>
</tr>
<tr>
<td>Alex Chan, Julien Landrot, Fabrice Mathieu, and Derek Yung</td>
<td></td>
</tr>
</tbody>
</table>
High-Strength Ground-Improvement Using Low Water–Cement Ratio Slurry ................................................................. 325
Takao Kono, Shinji Tamaki, Masamichi Aoki, and Toshio Yonezawa

Innovation and Collaboration in Deep Mixing .......................................................... 336
George Filz and Donald Bruce

Mass Stabilization of Organic Soils for Steel Tank Support at Port Everglades, Florida ............................................................. 354
Joseph A. Mann and Allen L. Sehn

Mechanical Behavior of Soilcrete Mixtures: An Experimental Parametric Study ........................................................................ 365

A New Parameter for the Evaluation of Mixing Quality in Deep Soil Mixing ................................................................................. 375
Diego Bellato, Ignazio P. Marzano, and Paolo Simonini

Panels Made by the Deep Mixing Method for a Building Pit Support in a Slope ........................................................................ 385
Roman Marte, Florian Scharinger, and Roland Lüftenegger

The Remediation of Buckeye Lake Dam, Ohio: Deep Mixing as an Interim Risk Reduction Measure and Key Component of Final Design 395
Daniel P. Stare, George Filz, and Donald A. Bruce

Single Column Mixing—Double Rotary Head (SCM-DRH)—First Experiences with a New Soil Mixing Tool ........................................ 405
Franz-Werner Gerressen and Robert McGall

Soil Cement Columns (SCC) in Japan .................................................................. 415
Yoshinori (Jimmy) Oshiro

Soil Mixing for Passive Seismic Protection System .......................................... 424
Giuseppe Panetta, Giuseppe Iorio, Ignazio Paolo Marzano, and Massimo Grisolia

Soil Mixing for the SR-83 Project in Florida ......................................................... 434
Wesley Schmutzler, Gray Mullins, and Matteo Bertoni

Specialty Jet Grouting and Deep Mixing for DC Clean Rivers ......................... 445
Joseph K. Cavey, Kenneth Ivanetich, and Joseph A. Mann

© ASCE
Use of Real-Time Monitoring Data to Interpret Variable Subsurface Conditions and Validate Construction for a Large Deep Mixing Scheme Using Cutter Soil Mixing to Support MSE Walls at Kitimat LNG, BC, Canada
Marina S. W. Li, Brian W. Wilson, and Franz-Werner Gerressen

Using a Shallow Mixing Layer to Reinforce Deep Mixing Columns during Embankment Construction
Binh Nguyen, Tomohide Takeyama, and Masaki Kitazume

Diaphragm Walls

Diaphragm Wall Construction Performance Using Hydrocutter Technology at the Center Hill Dam Foundation Remediation Project
Michael Arnold, Bob Faulhaber, Joe Nichols, and Alex Cartwright

Diaphragm Walls for Deep Shafts for the Anchorage of a Suspension Bridge in Africa
Joern M. Seitz

Evolution of USACE Seepage Cutoff Wall Contracts
Georgette Hlepas and Vanessa Bateman

Forensic Investigation of a Slurry Wall Failure: A Case Study
Behrooz Ghahreman Nejad, Trevor Osborne, and John P. Carter

The On-Site Management of Polymer Support Fluids for the Construction of Drilled Shafts and Diaphragm Walls
Stephan A. Jefferis, Yue Ouyang, Paul Wiltcher, Tony Suckling, and Carlos Lam

Remedial Cutoff Walls for Dams in the U.S.: 40 Years of Case Histories
Donald A. Bruce

The Role of Real-Time Monitoring in Controlling the Installation and Assessing the Performance of a Plastic Concrete Cut-Off
William J. S. Sheehy, Donald A. Bruce, and Sui K. A. Lim

Structural Diaphragm Walls at the Red Rock Hydroelectric Project
Rachael V. Bisnett, Thomas G. Andrews, Hani Habib, and Nicolas Willig-Friedrich

Three Dimensional Effect of Grouted Discontinuous Berms for Passive Support of Diaphragm Walls
Muhammad M. El-Sherbiny, Rami M. El-Sherbiny, and Hussein El-Mamlouk