2018 35th National Radio Science Conference (NRSC 2018)

Cairo, Egypt
20 – 22 March 2018
Table of Contents

Welcome to 2018, 35th National Radio Science Conference (NRSC) at Misr International University vii
NRSC2018 Conference Scope ix
A Concise Report on the Activities of Egypt’s National URSI Committee (NRSC) x
2018 35th National Radio Science Conference Committees xiii
2018 35th National Radio Science Conference Board of Referees xiv
Honored Egyptian Pioneers of Radio Science in NRSC2018 xv
NRSC2018 Program Summary xxiii
NRSC2018 Technical Program xxv
Table of Contents xxxiv

Invited Talks

INV1. FSS techniques for antennas Performance enhancement and RCS reduction 1
INV2. Computational Photonics: Essentials, Recent Developments and Future Perspectives 3
INV3. EGYPTIAN SPACE AGENCY: The gateway to National prosperous 4

Commission B: Fields and Waves

B1. Quad Spiral Microstrip Resonator with High Quality Factor 5
B2. Reconfigurable Plasma Circularly Polarized Magneto-Electric Dipole Antenna 6
B3. Circularly-Polarized 4-Arm Curl Antenna for Wireless Capsule Endoscopy 14
B4. Phased-only Pattern Synthesis for Sunflower and Conformal Arrays with Shaped Radiation Patterns 22
B5. Textile Antenna Integrated with a Cap for L1 GPS Application 38
B6. Radar Cross Section Reduction Using Perforated Dielectric Material and Plasma AMC Structure 47
B7. Meshed Conductor and Meshed Substrate GPS L1 Band Microstrip Antenna for Cubesat Applications 55
B8. Design of Compact High Efficient WPT System Utilizing Half Ring Resonators (HRRs) DGS for Short Range Applications 63
B9. High RCS Compact Orientation independent Chipless RFID Tags Based on Slot Ring Resonators (SRR) 69
B10. Compact Design for Wireless Power Transmission Using U-Slot Resonators with Folded Coupled Lines 77
B11. A Study of Using Graphene Coated Microstrip lines for Crosstalk Reduction at Radio Frequency 85
B12. High Selective SRR-Based Narrow Band Filter with 0º Feed Structure 91
B13. Numerical Investigation of Whispering Gallery Modes in Dielectric Nanospheres for Photovoltaic Applications 99
B14. Mobile Base Station Feeding Network Design Based on Neural Network Optimization 105

Commission C: Radiocommunication systems and signal processing

C1. Proposed Protocols for Interference Managements and Interference Cancellation with AAF Relay in D2D Communication 112
C2. Towards Concern-based SDN Management Framework for Computer Networks 113
C3. On The Achievable Capacity of One-way NOMA Based Bi-directional Full-duplex Relay Assisted Cooperative Networks 121
C4. A Proposed Preamble Based Channel Estimation Method for FBMC in 5G Wireless Channels 130
C5. Modelling and Simulation of Narrow Band Electromagnetic Interference in Millimeter Wave Massive MIMO Systems 140
<table>
<thead>
<tr>
<th>Commission C: Telecommunications</th>
<th>Commission D: Electronics and Photonics</th>
</tr>
</thead>
<tbody>
<tr>
<td>C6. Frequency-Space-Time Block Coded Self-heterodyne OFDM Using 4x2 MIMO</td>
<td>D1. On-line Predistortion Algorithm for Nonlinear Power Amplifiers with Memory Effects Based on Real-Valued Time-Delay Neural Network</td>
</tr>
<tr>
<td>C7. Broadband MIMO Cylindrical Dielectric Resonator Planar Array Antenna for Millimeter-Wave E-band and 5G applications</td>
<td>D2. An 89 nW Instrumentation Amplifier for IoT in 65 nm CMOS Technology</td>
</tr>
<tr>
<td>C11. A 2D Multilateration Algorithm Used for Air Traffic Localization and Tracking</td>
<td>D6. A 6.25GHz, 2.7 W at 0.5V, double-tail Comparator using charge-steering approach</td>
</tr>
<tr>
<td>C13. 4D Ultrasound Adaptive Image Pre-processing</td>
<td>D8. Long Travel Range Thermal Actuator for Deeply Etched MEMS Components</td>
</tr>
<tr>
<td>C15. Video Magnification Technique Based on A New Orthogonal Complex Wavelet Decomposition</td>
<td></td>
</tr>
</tbody>
</table>
D10. Near-Infrared Optical MEMS Spectrometer-Based Quantification of Fat
Concentration in Milk
D11. Omnidirectional Optical MEMS Scanner Based on Two Degrees-of-Freedom
Translation of Acylindrical Micromirrors
D12. The Effect of FWM and SRS on the Performance of WDM Systems with
Optical Amplifiers
D13. Narrow Line Width Dual Wavelength EDFA based Random Fiber Laser
D.14 Simulation of Passively Mode-Locked All-Quantum-Dot Electrically-Driven
VECSEL

Commission K: Electromagnetics in Biology and Medicine
K1. Low Cost Portable Blood Urea Nitrogen Analyzer Using Odroid System
K2. Classification of right and left hand movement using phase space and
recurrence quantification analysis.
K3. Comparison between Dimensionality Reduction Techniques for Pileup
Detection in Digital Gamma Ray Spectroscopy
K4. Triple-band Electrically Coupled Loop Antenna (ECLA) for Biomedical
implantation purposes
K5. Multi-band Slot Loaded Microstrip Antenna for Breast Imaging
Ring Resonator
K7. Automatic Classification of Masses from Digital Mammograms
K8. Detection of Stenosis in Blood Vessel by Using Bio-impedance Analysis

Authors index