Optics, Photonics, and Digital Technologies for Imaging Applications V

Peter Schelkens
Touradj Ebrahimi
Gabriel Cristóbal
Editors

24–26 April 2018
Strasbourg, France

Sponsored by
SPIE

Cosponsored by
Strasbourg the Eurooptimist (France)
CNRS (France)
Investissements d’Avenir (France)
iCube (France)
Université de Strasbourg (France)

Cooperating Organisations
Photonics 21 (Germany)
EOS—European Optical Society (Germany)
Photonics Public Private Partnership (Belgium)
Comité National d’Optique et de Photonique (France)

Published by
SPIE

Volume 10679
The papers in this volume were part of the technical conference cited on the cover and title page. Papers were selected and subject to review by the editors and conference program committee. Some conference presentations may not be available for publication. Additional papers and presentation recordings may be available online in the SPIE Digital Library at SPIEDigitalLibrary.org.

The papers reflect the work and thoughts of the authors and are published herein as submitted. The publisher is not responsible for the validity of the information or for any outcomes resulting from reliance thereon.

Please use the following format to cite material from these proceedings:


ISSN: 0277-786X
ISSN: 1996-756X (electronic)
ISBN: 9781510618848

Published by
SPIE
P.O. Box 10, Bellingham, Washington 98227-0010 USA
Telephone +1 360 676 3290 (Pacific Time)- Fax +1 360 647 1445
SPIE.org
Copyright © 2018, Society of Photo-Optical Instrumentation Engineers.

Copying of material in this book for internal or personal use, or for the internal or personal use of specific clients, beyond the fair use provisions granted by the U.S. Copyright Law is authorized by SPIE subject to payment of copying fees. The Transactional Reporting Service base fee for this volume is $18.00 per article (or portion thereof), which should be paid directly to the Copyright Clearance Center (CCC), 222 Rosewood Drive, Danvers, MA 01923. Payment may also be made electronically through CCC Online at copyright.com. Other copying for republication, resale, advertising or promotion, or any form of systematic or multiple reproduction of any material in this book is prohibited except with permission in writing from the publisher. The CCC fee code is 0277-786X/18/$18.00.

Printed in the United States of America by Curan Associates, Inc., under license from SPIE.

Publication of record for individual papers is online in the SPIE Digital Library.

SPIEDigitalLibrary.org

**Paper Numbering:** Proceedings of SPIE follow an e-First publication model. A unique citation identifier (CID) number is assigned to each article at the time of publication. Utilization of CIDs allows articles to be fully citable as soon as they are published online, and connects the same identifier to all online and print versions of the publication. SPIE uses a seven-digit CID article numbering system structured as follows:

- The first five digits correspond to the SPIE volume number.
- The last two digits indicate publication order within the volume using a Base 36 numbering system employing both numerals and letters. These two-number sets start with 00, 01, 02, 03, 04, 05, 06, 07, 08, 09, 0A, 0B ... 0Z followed by 10-1Z, 20-2Z, etc. The CID Number appears on each page of the manuscript.
## Contents

<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Reference</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td><strong>SESSION 1  MEDICAL IMAGING I</strong></td>
<td></td>
</tr>
<tr>
<td>10679 02</td>
<td>Deep features using convolutional neural network for early stage cancer detection [10679-4]</td>
<td></td>
</tr>
<tr>
<td>10679 03</td>
<td>Quality enhancement of multispectral images for skin cancer optical diagnostics [10679-1]</td>
<td></td>
</tr>
<tr>
<td>10679 04</td>
<td>Monitoring of the excretion of fluorescent nanocomposites out of the body using artificial neural networks [10679-2]</td>
<td></td>
</tr>
<tr>
<td>10679 05</td>
<td>Cloud infrastructure for skin cancer scalable detection system [10679-3]</td>
<td></td>
</tr>
<tr>
<td>10679 06</td>
<td>Probing tissue multifractality for optical diagnosis of diabetic retinopathy [10679-5]</td>
<td></td>
</tr>
<tr>
<td></td>
<td><strong>SESSION 2  MEDICAL IMAGING II</strong></td>
<td></td>
</tr>
<tr>
<td>10679 07</td>
<td>Visual measurement of any shape of the flaccid membrane of the extracorporeal pneumatic heart assist pump [10679-7]</td>
<td></td>
</tr>
<tr>
<td>10679 0A</td>
<td>Classification of brain tissue with optical coherence tomography by employing texture analysis [10679-6]</td>
<td></td>
</tr>
<tr>
<td></td>
<td><strong>SESSION 3  MICROSCOPIC IMAGING</strong></td>
<td></td>
</tr>
<tr>
<td>10679 0C</td>
<td>The generation of optical needle and magnetization needle with tunable longitudinal depth [10679-16]</td>
<td></td>
</tr>
<tr>
<td>10679 0D</td>
<td>Fluorescence imaging for whole slide scanning using LED-based color sequential illumination [10679-11]</td>
<td></td>
</tr>
<tr>
<td>10679 0E</td>
<td>Axial scanning and spherical aberration correction in confocal microscopy employing an adaptive lens [10679-12]</td>
<td></td>
</tr>
<tr>
<td>10679 0G</td>
<td>Lights and pitfalls of convolutional neural networks for diatom identification [10679-14]</td>
<td></td>
</tr>
</tbody>
</table>
Image scanning microscopy (ISM) with a single photon avalanche diode (SPAD) array detector [10679-15]

SESSION 4  PLENoptic Image Processing

10679 0I Advanced mobile three-dimensional display based on computer-generated integral imaging [10679-21]
10679 0J Information processing challenges of full parallax light field displays [10679-17]
10679 0K Benchmarking coding standards for digital holography represented on the object plane [10679-18]
10679 0L View-dependent compression of digital holograms based on matching pursuit (Best Student Paper) [10679-20]
10679 0M Compression scheme for sparsely sampled light field data based on pseudo multi-view sequences [10679-19]
10679 0N Rapid vertical tissue imaging with clinical multiphoton tomography [10679-81]

SESSION 5  Display Systems

10679 0O Optical flow-based filtering for effective presentation of the enhanced vision on a HUD [10679-24]
10679 0P Laser speckle reduction based on partial spatial coherence and microlens-array screens [10679-22]
10679 0Q Camera-based color measurement of DLP projectors using a semi-synchronized projector camera system [10679-23]
10679 0R Conception of a touchless human machine interaction system for operating rooms using deep learning [10679-80]

SESSION 6  Holographic Imaging and Rendering

10679 0S Image blur and visual perception for rainbow holographic display [10679-26]
10679 0T Diffraction elements by nanoparticle composites for holographic display [10679-29]
10679 0U Spatial frequency response of nanocomposite holographic gratings [10679-27]
10679 0V Holographic stereogram printer for computer-generated holograms [10679-28]
### SESSION 7  IMAGE ACQUISITION

10679 0W  **Curved detectors for wide field imaging systems: impact on tolerance analysis** [10679-30]

10679 0X  **Real-time spatially adaptive deconvolution for CFA images** [10679-31]

10679 0Z  **Real-time high-speed motion blur compensation method using galvanometer mirror for shape sensing of microfabricated objects** [10679-33]

10679 10  **Curved CMOS sensor: characterization of the first fully functional prototype** [10679-34]

10679 11  **Optical feedback interferometry applied to visualize an acoustic stationary wave** [10679-35]

### SESSION 8  QUALITY ASSESSMENT

10679 12  **The device for automated quality inspection and authentication of security holograms** [10679-40]

10679 13  **How to measure image quality of virtual reality cameras in practice** [10679-36]

10679 15  **Automating the surface inspection on small customer-specific optical elements** [10679-38]

10679 16  **3D measurement of yarn hairiness via multi-perspective images** [10679-39]

### SESSION 9  IMAGE ANALYSIS

10679 18  **Face recognition method for cases of an insufficient training set, using 3D models of face that were created using two facial images** [10679-41]

10679 19  **Fast object recognition method from random measurements of compressive sensing camera** [10679-44]

10679 1A  **Research on method of vision navigation for mobile robot in unstructured environment** [10679-42]

### POSTER SESSION

10679 1C  **Hough transform-based image processing algorithm in the optical-electronic angle measuring device** [10679-47]
| Page 1D | Influence of noise on the estimation method to reject damped sinusoidal vibrations in adaptive optics systems [10679-48] |
| Page 1E | Augmented logarithmic Gaussian process regression methodology for chlorophyll prediction [10679-49] |
| Page 1F | Block reconstruction of object image based on compressed sensing and orthogonal modulation [10679-50] |
| Page 1G | Optical design and unification of objectives: CCF PlanApo for 28 mm observation in the microscope [10679-51] |
| Page 1H | A multiphase active contour model based on the Hermite transform for texture segmentation [10679-52] |
| Page 1K | Particle image models for optical flow-based velocity field estimation in image velocimetry [10679-55] |
| Page 1L | Fluid flow measurements using optical flow velocity field estimation and LED-based light sheet illumination [10679-56] |
| Page 1M | Freeform optics complexity estimation: comparison of methods [10679-57] |
| Page 1N | Endogenous two- and three-photon fluorescence of a biological substance with a picosecond ultrawide band laser source [10679-58] |
| Page 1P | The optimal planning methods of remote sensing experiment in IR-range for the satellite meteorology problems [10679-60] |
| Page 1Q | Sparse matrix-based image enhancement for target detection using deep learning [10679-61] |
| Page 1R | A method for automatic analysis of scanned 3D models of human hands and feet [10679-62] |
| Page 1S | Multi-sensor array for polarimetric light-field imaging [10679-63] |
| Page 1U | Electrochromic tunable filters based on nanotubes with viologen incorporation [10679-66] |
| Page 1V | Opto-electronic scanner for operational control of security holograms authenticity on documents [10679-67] |
| Page 1W | Analysis of light-guide parameters for multicolor augmented reality indicator based on DOEs [10679-68] |
| Page 1Y | Asymmetric optical encryption technique implementing spatially incoherent illumination [10679-70] |
| Page 1Z | Digital hologram quality improvement by elimination of imaging sensor noise [10679-71] |
| Page 20 | Deep learning object recognition in multi-spectral UAV imagery [10679-72] |
Methods of entering of compensation distortions into images for projection on nonplanar surfaces by development of systems of augmented reality [10679-73]

Pattern recognition based on analysis of the summary ellipse polarization state in the Fraunhofer diffraction area [10679-76]

Dense disparity estimation based on the bi-dimensional empirical mode decomposition and Riesz transformation [10679-78]