Table of Contents

Preface iii

Chapter 1 
Introduction

Process Optimization by Means of Integrated Monitoring Tools in the Semiconductor Industry *
  L. H. Pfitzner, A. Nutsch, G. Roeder and M. Schellenberger 3

Chapter 2 
Electrical Characterization

Evaluation of Hybrid-Orientation (110)/(100) Direct Silicon Bonded Interfaces *
  M. C. Wagener, M. Seacrist and G. Rozgonyi 25

Deep Level Transient Spectroscopy Study of Dislocations and Related Defects in SiGe/Si Heterostructures
  J. Lu, Y. Park and G. Rozgonyi 39

Analysis of the Pre-epi Bake Conditions on the Defect Creation in Recessed SiGe S/D Junctions

Process and Electrical Characteristics of MO-ALD HfO2 Films for High-k Gate Applications Grown in a Production Worthy 300 mm Deposition System

Drain Leakage Current Behavior in Circular Gate SOI nMOSFETs Operating from Room Temperature up to 573K
  M. Bellodi and L. Almeida 71
Comparison Between Harmonic Distortion in Circular Gate and Conventional SOI nMOSFET Using 0.13 \( \mu \)m Partially-Depleted SOI CMOS Technology
L. P. Dantas and S. P. Gimenez

EOT Measurement of Ultra-Thin Gate Dielectrics using the Tunneling Current Regime
S. G. dos Santos, W. Nogueira and L. Z. Toquetti

Chapter 3
Optical, Ultrasound and Etch Characterization

Photoluminescence-Based Metrology for Si and SiGe Materials *
A. Buczkowski

Characterization of Biaxial Strained-Silicon by Spectroscopic Ellipsometry
Y. Gong, C. Ng and T. Wong

Junction Photovoltage (JPV) Techniques for Ultra-Shallow Junction Characterization *
V. N. Faifer, M. I. Current, D. Schroder, T. Clarysse and W. Vandervorst

Material Characterization Issues of Nitrogen in Silicon *
H. C. Alt

Verification of a Method to Detect Grown-in Oxide Precipitate Nuclei in Czochralski Silicon
G. Kissinger, A. Sattler, J. Dabrowski and W. von Ammon

Characterization of Pinhole in Patterned Oxide Buried in Bonded Silicon-on-Insulator Wafers by Near-Infrared Scattering Topography and Microscopy
X. Wu, J. Uchikoshi, T. Hirokane, R. Yamada, K. Arima and M. Morita

Influence of the Synthetic Procedures on the Optoelectronic Properties of CdSe Nanodots
U. Farva, Y. Na, Y. Kim, D. Kim, T. Nguyen and C. Park

Novel Ultrasonic Tool for Vacancy Observation in Crystalline Silicon *

Delineation of Crystalline Defects in Semiconductor Substrates and Thin Films by Chemical Etching Techniques *
B. Kolbesen, D. Possner and J. Maehliss
Evaluation of Surface Defects in Silicon on Insulator using Modified HF Defects and Cu Decoration Method (HCM)  
E. Lee, K. Lee, D. Hwang and B. Lee  
207

Defect Delineation by Electrochemical Cu Deposition in p-type Si Wafers  
K. Kim, H. Ham, D. Hwang and B. Lee  
213

Characteristic of Junction Leakage Current with Bulk Micro Defect Density in p-n+ Junctions  
W. Lee, J. Kim, K. Kim, K. Lee, D. Hwang and B. Lee  
219

Chapter 4  
Electron Beam, Ion Beam, X-Ray and Probe Characterization

Aberration-corrected Scanning Transmission Electron Microscopy for Atomic-scale Characterization of Semiconductor Devices *  
K. van Benthem and S. Pennycook  
225

Electron Holography as Characterization Tool for 2-D Analysis of p-n Junctions *  
M. A. Gribelyuk, A. Domenicucci, P. Ronsheim, J. McMurray and O. Gluschenkov  
233

Doping Density Depth Profiling Analysis with High Resolution Elastic Recoil Detection *  
A. Bergmaier and G. Dollinger  
243

X-Ray Metrology for the Semiconductor Industry *  
K. Bowen and P. Ryan  
257

Advanced Metrologies for Wafer Contamination and Nanolayer Characterization Using XRF Methods *  
B. Beckhoff, R. Fliegauf, P. Hönicke, M. Kolbe, M. Müller, B. Pollakowski, J. Weser and G. Ulm  
273

Hf-related Gate Oxide Thickness Mapping Using XRR/XRF *  
R. Ortega, S. Baumann, R. Hockett, H. Murakami and V. Ramakrishnan  
281

Permittivity Enhancement of Mechanically Strained SrTiO3 MIM Capacitor  
S. Kuroki, M. Toda, M. Umeda, K. Kotani and T. Ito  
293
Application of Scanning Probe Microscopy Techniques for Structural and Electrical Characterization of Dielectrics, Carbon Nanotubes and Nanoelectronic Devices *

U. Schwalke

301

Chapter 5
Contactless Characterization and Theory

Contactless Diagnostic Tools and Metallic Contamination in the Semiconductor Industry *


319

Carrier Lifetime Measurements in Silicon for Photovoltaic Applications *

T. Pavelka, A. Pap and G. Szilagyi

331

Manifestation of Cu Impurities on Silicon Surfaces, Implication for Monitoring Cu Contamination

M. Wilson, A. Savichouk, J. D'Amico, I. Tasarov, L. Jastrzebski and J. Lagowski

347

In-Situ Measurement Method and Rate Theory for Clarifying Multi-Component Organic Compounds Adsorption and Desorption on Silicon Surface *

H. Habuka and D. Yamaya

363

Ab Initio Analysis of Point Defects in Plane-Stressed Si or Ge Crystals *

K. Sueoka, P. Spiewak and J. Vanhellemont

375

Author Index

393

* = invited paper